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		  Datasheet File OCR Text:


		  118 mallory products for cde/6325 digital way/indianapolis in 46278/phone: (317)275-2285/fax: (317)275-2293/www.cornell-dubilier.com aluminum capacitors aluminum capacitors aluminum capacitors aluminum capacitors aluminum capacitors n low impedance n low esr n high ripple n long life n 2000 hour load life for dia m   8mm; 3000 hours for 10mm dia n 5000 hour load life for dia   m 12mm n ideal in applications for output switching power supplies - genera l genera l genera l genera l general specification s specification s specification s specification s specifications operating temperature: -40 ! c to +10 5 ! c voltage range: 6.3 wvdc to 100 wvdc capacitance range: 2 2  e f to 15000  e f capacitance tolerance: w 20% dc leakage current: i = .01cv after 2 minutes c = capacitance in  e f v = rated voltage i = leakage current i n  e a the maximum ripple current at 105 ! c and 100 khz for sxr capacitors is shown in the standard rating table.  maximum ripple current may be adjusted by the multipliers in the following tables. vinyl sleeve adds .5 max. to diameter and 2.0 max. to length outline dimensions (millimeters) case vented on diameters 6.3 and greater l s  w 0.5 15  min.   d 5 + pvc sleeve d  w 0.05 + - rated wvdc ripple multipliers 60hz   120hz   400hz   1khz   10kh z 100khz 10 - 16   .45   .60   .83   .94   .98   1.00 25 - 35   .38   .50   .75   .90   .97   1.00 50 - 100   .36   .46   .70   .88   .94   1.00 temperature (c)   65   75   85   95   105 multiplier   2.12   1.92   1.69   1.50   1.00 t ype sxr radial leaded capacito r s m allor y sxr sxr parts are available taped in ammo pack and taped and reeled. see page 124 for details. qa stability test:  apply wvdc for 1,000 hrs for  dia  m 8, 2,000 hrs for dia = 10,  5000 hours for dia  m 12mm   (at 105 - c) i capacitance change: 2 0 % of initial limits i dc leakage current meets initial limits i es r  m 200% of initial value shelf life:  1,000 hrs - no voltage applied  at 105 ! c i capacitance change: 2 0 %  from initial limits i dc leakage current meets initial limits i es r  m 200% of initial value 6.3 wvdc;  8 vdc surge size (millimeters ) d diameter l length s lead space   d new catalog number max ripple ma 100khz 10 5 ! ! ! ! ! c max esr ohms 100khz 2 5 ! ! ! ! ! c cap e e e e e f previous catalog number max lc e e e e e a 2 minutes 120   2.43   154   7.6   5   11   2   0.5   sxr121m6r3st 150   1.95   210   9.5   6   11   2.5   0.5   sxr151m6r3st 220   1.33   260   13.9   8   11   3.5   0.5   sxr221m6r3st 330   0.88   350   20.8   8   11   3.5   0.5   sxr331m6r3st 470   0.62   510   29.6   10   12   5   0.6   sxr471m6r3st 680   0.43   635   42.8   10   16   5   0.6   sxr681m6r3st 820   0.36   650   51.7   10   16   5   0.6   sxr821m6r3st 1000   0.29   860   63.0   10   20   5   0.6   sxr102m6r3st 1200   0.24   860   75.6   10   20   5   0.6   sxr122m6r3st 1500   0.20   1030   94.5   10   25   5   0.6   sxr152m6r3st 3300   0.10   1280   207.9   12   35   5   0.6   sxr332m6r3st 4700   0.08   1770   296.1   12   35   5   0.6   sxr472m6r3st 6800   0.07   1810   428.4   16   32   7.5   0.8   sxr682m6r3st 8200   0.06   2030   516.6   16   36   7.5   0.8   sxr822m6r3st 10000   0.05   2320   630.0   16   40   7.5   0.8   sxr103m6r3st 15000   0.04   2460   945.0   18   40   7.5   0.8   sxr153m6r3st wv (v ) 6. 3 10   16   2 5 3 5 50   63   8 0 100 d f ( % ) 2 2 1 9 1 6 1 4 1 2 1 0 8 8 7 dissipation factor @ 120hz, 25 ! c for capacitors whose capacitance value exceeds 1000 e f, the value of df(%) is increased 2% for every additional 1000 e f.  free datasheet http:///

 11 9 mallory products for cde/6325 digital way/indianapolis in 46278/phone: (317)275-2285/fax: (317)275-2293/www.cornell-dubilier.com aluminum capacitors aluminum capacitors aluminum capacitors aluminum capacitors aluminum capacitors t ype sxr radial leaded capacito r s size (millimeters) d diameter l length s lead space   d new catalog number max ripple ma 100khz 105 ! ! ! ! ! c max esr ohms 100khz 2 5 ! ! ! ! ! c cap e e e e e f previous catalog number max lc e e e e e a 2 minutes 16 wvdc;  20 vdc surge 100   2.12   230   16.0   8   16   3.5   0.5   sxr101m016st   wgr101m1cf16v 120   1.77   260   19.2   8   11   3.5   0.5   sxr121m016st 150   1.42   300   24.0   8   11   3.5   0.5   sxr151m016st 220   0.97   400   35.2   8   11   3.5   0.5   sxr221m016st   wgr221m1cg18v 330   0.64   500   52.8   10   12   5   0.6   sxr331m016st   wgr331m1cg18v 470   0.45   650   75.2   10   16   5   0.6   sxr471m016st   wgr471m1cg21v 680   0.31   860   108.8   10   20   5   0.6   sxr681m016st   wgr681m1cg26v 820   0.26   1030   131.2   10   25   5   0.6   sxr821m016st 1000   0.21   1150   160.0   10   30   5   0.6   sxr102m016st   wgr102m1cj26v 1200   0.18   1120   192.0   12   25   5   0.6   sxr122m016st 1500   0.15   1320   240.0   12   25   5   0.6   sxr152m016st 2200   0.11   1540   352.0   12   30   5   0.6   sxr222m016st   wgr222m1cj31v 3300   0.08   1980   528.0   12   40   5   0.6   sxr332m016st   wgr332m1cj41v 4700   0.07   2030   752.0   16   36   7.5   0.8   sxr472m016st   wgr472m1ck42v 6800   0.05   2240   1088.0   18   36   7.5   0.8   sxr682m016st 8200   0.05   2460   1312.0   18   40   7.5   0.8   sxr822m016st 25 wvdc;  32 vdc surge 100   1.86   300   25.0   8   16   3.5   0.5   sxr101m025st   wgr101m1ef16v 120   1.55   350   30.0   8   11   3.5   0.5   sxr121m025st 150   1.24   400   37.5   10   12   5   0.6   sxr151m025st 220   0.84   500   55.0   10   12   5   0.6   sxr221m025st   wgr221m1eg18v 330   0.56   650   82.5   10   16   5   0.6   sxr331m025st   wgr331m1eg21v 470   0.40   860   117.5   10   20   5   0.6   sxr471m025st   wgr471m1eg26v 680   0.27   1150   170.0   10   30   5   0.6   sxr681m025st   wgr681m1ej26v 820   0.23   1120   205.0   12   25   5   0.6   sxr821m025st 1000   0.19   1320   250.0   12   25   5   0.6   sxr102m025st 1200   0.15   1400   300.0   12   30   5   0.6   sxr122m025st 1500   0.13   1540   375.0   12   30   5   0.6   sx r152m025st 2200   0.10   198 0   550.0   12   4 0   5   0.6   sxr222m025st 3300   0.07   2030   825.0   16   36   7.5   0.8   sxr332m025st   wgr332m1ek42v 4700   0.06   2460   1175.0   18   40   7.5   0.8   sxr472m025st 10 wvdc;  13 vdc surge 100   2.52   180   10.0   6   11   2.5   0.5   sxr101m010st 120   2.10   210   12.0   6   11   2.5   0.5   sxr121m010st 150   1.68   240   15.0   6   11   2.5   0.5   sxr151m010st 220   1.15   300   22.0   8   11   3.5   0.5   sxr221m010st   wgr221m1af16v 330   0.76   400   33.0   8   12   3.5   0.5   sxr331m010st   wgr331m1af16v 470   0.54   500   47.0   10   12   5   0.6   sxr471m010st   wgr471m1ag18v 680   0.37   650   68.0   10   16   5   0.6   sxr681m010st   wgr681m1ag21v 820   0.31   860   82.0   10   20   5   0.6   sxr821m010st 1000   0.25   970   100.0   10   20   5   0.6   sxr102m010st 1200   0.21   1030   120.0   10   25   5   0.6   sxr122m010st 1500   0.18   1150   150.0   10   30   5   0.6   sxr152m010st 2200   0.13   1320   220.0   12   30   5   0.6   sxr222m010st   wgr222m1aj26v 3300   0.09   1770   330.0   12   35   5   0.6   sxr332m010st   wgr332m1aj31v 4700   0.08   1810   470.0   16   32   7.5   0.8   sxr472m010st   wgr472m1aj41v 6800   0.06   2030   680.0   16   36   7.5   0.8   sxr682m010st 10000   0.05   2460   1000.0   18   40   7.5   0.8   sxr103m010st  free datasheet http:///

 120 mallory products for cde/6325 digital way/indianapolis in 46278/phone: (317)275-2285/fax: (317)275-2293/www.cornell-dubilier.com aluminum capacitors aluminum capacitors aluminum capacitors aluminum capacitors aluminum capacitors t ype sxr radial leaded capacito r s size (millimeters) d diameter l length s lead space   d new catalog number max ripple ma 100khz 105 ! ! ! ! ! c max esr ohms 100khz 2 5 ! ! ! ! ! c cap e e e e e f previous catalog number max lc e e e e e a 2 minutes 50 wvdc;  63 vdc surge 63 wvdc;  79 vdc surge 47   2.26   305   29.6   10   12   5   0.6   sxr470m063st   WGR470M1JF16V 68   1.56   500   42.8   10   16   5   0.6   sxr680m063st   wgr680m1jg18v 100   1.06   550   63.0   10   16   5   0.6   sxr101m063st   wgr101m1jg26v 120   0.88   620   75.6   10   20   5   0.6   sxr121m063st 150   0.71   795   94.5   10   25   5   0.6   sxr151m063st 220   0.48   890   138.6   12   25   5   0.6   sxr221m063st   wgr221m1jj26v 330   0.32   1320   207.9   12   30   5   0.6   sxr331m063st   wgr331m1jj31v 470   0.23   1450   296.1   12   35   5   0.6   sxr471m063st   wgr471m1jj41v 680   0.16   1790   428.4   16   32   7.5   0.8   sxr681m063st   wgr681m1jk42v 1000   0.11   2200   630.0   18   36   7.5   0.8   sxr102m063st 1200   0.09   2370   756.0   18   40   7.5   0.8   sxr122m063st 100 wvdc;  125 vdc surge 22   4.22   305   22.0   10   12   5   0.6   sxr220m100st 33   2.81   500   33.0   10   16   5   0.6   sxr330m100st 47   1.98   600   47.0   10   20   5   0.6   sxr470m100st   wgr470m2ag26v 68   1.37   795   68.0   10   25   5   0.6   sxr680m100st   wgr680m2aj26v 100   0.93   955   100.0   10   30   5   0.6   sxr101m100st   wgr101m2aj31v 120   0.77   1040   120.0   12   30   5   0.6   sxr121m100st 150   0.62   1200   150.0   12   30   5   0.6   sxr151m100st 220   0.42   1440   220.0   16   32   7.5   0.8   sxr221m100st   wgr221m2ak35v 330   0.28   1790   330.0   18   36   7.5   0.8   sxr331m100st   wgr331m2al42v 68   1.95   400   34.0   10   12   5   0.6   sxr680m050st   wgr680m1hf16v 100   1.33   635   50.0   10   16   5   0.6   sxr101m050st   wgr101m1hg18v 120   1.11   650   60.0   10   16   5   0.6   sxr121m050st 150   0.88   860   75.0   10   20   5   0.6   sxr151m050st 220   0.60   1030   110.0   10   25   5   0.6   sxr221m050st   wgr221m1hg26v 330   0.40   1150   165.0   10   30   5   0.6   sxr331m050st   wgr331m1hj26v 470   0.28   1320   235.0   12   25   5   0.6   sxr471m050st   wgr471m1hj31v 680   0.20   1770   340.0   12   35   5   0.6   sxr68 1m050st   wgr681m1hj41v 820   0.16   1980   410.0   12   40   5   0.6   sxr821m050st 1000   0.13   1810   500.0   16   32   7.5   0.8   sxr102m050st   wgr102m1hk42v 1200   0.11   2030   600.0   16   36   7.5   0.8   sxr122m050st 1500   0.10   2320   750.0   16   40   7.5   0.8   sxr152m050st 35 wvdc;  44 vdc surge 100   1.59   400   35.0   10   12   5   0.6   sxr101m035st   wgr101m1vf16v 120   1.33   510   42.0   10   12   5   0.6   sxr121m035st 150   1.06   550   52.5   10   12   5   0.6   sxr151m035st   wgr151m035 220   0.72   650   77.0   10   16   5   0.6   sxr221m035st   wgr221m1vg21v 330   0.48   860   115.5   10   20   5   0.6   sxr331m035st   wgr331m1vg26v 470   0.34   1150   164.5   10   30   5   0.6   sxr471m035st   wgr471m1vj26v 680   0.23   1320   238.0   12   25   5   0.6   sxr681m035st   wgr681m1vj31v 820   0.19   1400   287.0   12   30   5   0.6   sxr821m035st 1000   0.16   1540   350.0   12   30   5   0.6   sxr102m035st   wgr102m1vj41v 1200   0.13   1770   420.0   12   35   5   0.6   sxr122m035st 1500   0.12   1980   525.0   12   40   5   0.6   sxr152m035st 2200   0.08   2030   770.0   16   36   7.5   0.8   sxr222m035st   wgr222m1vk42v 3300   0.47   2460   1155.0   18   40   7.5   0.8   sxr332m035st  free datasheet http:///
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