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		  Datasheet File OCR Text:


		  NVF28    a     20    dc6v    1.3    r            1          2      3           4           5      6 1 part number NVF28 2 contact arrangement a:1a c:1c 3 contact current no:35a;nc:25a 4 coil rated  voltage(v) dc:6,12,24 5 coil power  consumption 0.9:0.9w 1.3:1.3w 6 coil transient  suppression nil standard; r:with resistance;                                                       d:whith diode                                                   1a 1h spstno     1c 1z spdt(b-m)                                                                    agsno 2                                                     no 35a/14vdc nc 25a/14vdc                                           560w                                             75vdc                                          100m 1a  6vdc 250mv(10a)   example:50mv                     5                                                         1 10                                                         item 4.30 of  iec 61810-7 7                                                            1 10                                                         item 4.31 of  iec 61810-7              006-090            6              7.8             40                   3.6                      0.6 012-090            12              15.6              160                  7.2                      1.2 024-090             24             31.2             640            14.4                   2.4 0.9                    5               2 155 NVF28                                                           100m min.    (500vdc)                                         item 7  of iec 61810-5 50hz 500v                                                             item  6 of iec  61810-5 50hz 500v                                                             item  6 of iec  61810-5 2                                                             200m/s       11ms                                                    iec68-2-27 test ea                                                            10~40hz   double amplitude   1.27mm                iec68-2-6  test  fc                                                            10n                                                                         iec68-2-21 test  ua 1                      -40~125                              85% ( 20 )                                                            iec68-2-3 test  ca                                                 21g 156 NVF28 35a  continous  no rating at  85 . 2.8mm quick connec t terminals. contact arrangement  form a  and c available. suitable for automobi le fuel pump,  a/c compressor  clutch, horn and  lighting system etc. 22.5 15 25.0                                           no:40a, nc:30a 2 40~70hz   49m/s 70~100hz  double amplitude   0.5mm 2 100~500hz   98m/s 15 0.5 0.8 0.05 2.8 0.2 22.5 0.5 1 1 0 . 5 2 5 . 2 0 . 5 8.1 0.2 16.2 0.2 30 85 87a 87 86 7 1a 1c                                              no:35a, nc:25a   item 4.12 of  iec 61810-7 006-130            6              7.8             27                    3.6                      0.6 012-130            12              15.6              109                  7.2                      1.2 024-130             24             31.2             436            14.4                   2.4 1.3                    0.886 0.020 0.591 0.020 0.110 0.008 0.031 0.002 0 . 9 9 2 0 . 0 2 0 0 . 4 3 3 0 . 0 2 0 0 . 3 0 7 0 . 0 0 8 0.319 0.020 0.638 0.008 features ordering information contact data contact rating (resistive) contact  voltage  drop  operation life electrical mechanical contact arrangement contact material max. switching power   max. switching voltage   max. switching current   max. continous current   dash numbers coil voltage vdc coil resistance 10% pick up  voltage vdc(max) (60%of rated  voltage)  release  voltage vdc(min) (10% of rated voltage) coil power consumption w operate time ms release  time ms rated       max. coil parameter caution:  1.the use of any coil voltage less than the  rated coil voltage will compromise the operation of the  relay.                          2.pickup and release voltage are for test purposes only  and are not to be used as design criteria. operation condition dielectric strength  between contacts between  contact and coil insulation resistance shock resistance vibration resistance terminals  strength ambient t emperature relative humidity mass dimensions mm /inch notes 1).dimensions are in millimeters.               2).inch equivalents are given for general information only . wiring diagram (bottom  view) dimensions mounting (bottom  view) 30 85 87a 87 86 30 85 87 86             ningbo huaguan electronics  corporation l td . 
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