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		  Datasheet File OCR Text:


		  to : customers date : 2005.03.22 product : ccfl backlight inverter(rohs) model name : GH027I gcct name : gcct027ae approval checked written documentation for approval please return one document after approved sign. d.c.d. display solution srl via timermans, 6 torino italy www.dcd.it tel.:+39 - 011 - 7731830 fax: +39  011-7728663

 no date revision page 1 2 2005.06.15 2005.09.12 change the part: r10,11,14,15 : 150 ? 47 ? ap4532gm(apec)  ap4509gm(apec) add the vendor ao4606(aos) remove the vendor sp8m3(rohm) change the operating temperature 0~50   -10~60  1,6 1,2 revision history rev. page rev. 0 page 12 rev. 2 1 0 0 0 1 0 0 0 0 0 page 1 2 3 4 5 6 7 8 9 10 11 green c&c tech inverter specification ( GH027I ) r&d date : 2005.08.05 page rev. 3 page 1

 2. suitable load lcd module : 15" 4lamp tft lcd 1. application this document specified the detailed product requirements of inverter GH027I 3. electrical characteristics 3-1. absolute maximum ratings 3-2. control signal pin no. symbol status action remarks cn1 #4 bklt_on high lamp(ccfl)-on 2.4~5.25v low lamp(ccfl)-off 0.8v max page rev. 0 page 2 item symbol spec unit remarks input voltage1 vin1 11.0 ~ 13.0v v input voltage2 vin2 4.9~5.1 v operating temperature top -10  60  storage temperature tstg -30  80  relative humidity rh 90 % green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22

 3-3. output characteristics page rev. 0 page 3 item symbol condition specification unit vin1(v) (dc-in) brt- adj rl1,2( ? ) rl3,4( ? ) min typ max output current io1,2(max) 12 0v 100  0.5 5.7 6.2 6.7 marms io1,2(min) 12 3.5v 100  0.5 2.7 3.2 3.7 io3,4(max) 12 0v 100  0.5 5.7 6.2 6.7 io3,4(min) 12 3.5v 100  0.5 2.5 3.0 3.5 input current iin(1) 12 0v 100  0.5 1.3 1.7 2.1 adc frequency f(1) 12 0v 100  0.5 50 55 60 khz frequency f(2) 12 0v 100  0.5 50 55 60 khz green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22 3.4 test circuit a f1 iin vin 1 -sw1 : a  bl on b  bl off 1-2 1-10,11,12 sw1 vin2 a b 1-1,3,5,6,8,9 vh f2 brt_adj 0~3.5v 1-4 a io1 rl1 2-1 3-1 io3 rl3 5-1 4-1 a a vh a io2 rl2 rl4 io4 vl vl 3-2 2-2 5-2 4-2

 page rev. 0 page 4 4.2 cn2 connector : sm02b-bhss-1-tb(jst) or equivalent pin no. symbol remark 1 hot high 2 cold low 4. interface 4.1 cn1 connector : 53261-1290 or equivalent pin no symbol remark 2 brt_adj 0 ~ 3.5v 1,3,5,6,8,9 gnd gnd 4 bl on/off ccfl drive signal(active hight) 7 n.c 10,11,12 dc-in(vin) dc input power (12v) pin no. symbol remark 1 hot high 2 cold low 4.3 cn3 connector : sm02b-bhss-1-tb(jst) or equivalent 4.4 cn4 connector : sm02b-bhss-1-tb(jst) or equivalent 4.5 cn5 connector : sm02b-bhss-1-tb(jst) or equivalent pin no. symbol remark 1 hot high 2 cold low pin no. symbol remark 1 hot high 2 cold low green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22 4.6 cn4 connector : sm02b-bhss-1-tb(jst) or equivalent pin no. symbol remark 1 hot high 2 cold low

 5. appearance (unit : mm) 6. notation of lot number page rev. 0 page 5 1.0(pcb) max. 11.0 max. 2.0 trans trans marking : bottom of pcb. GH027I yywwmmm (tolerance:  0.2mm) green c&c tech inverter specification (GH027I) r&d date : 2005.08.05 cn5 cn4 cn3 cn2 cn1 12 1 5.9 21.4 4.5 10.3 17.2 15.0 17.0 160.0 4.5 26.0 2-  3.5 GH027I : model name yy : year of product '00,'01,...,'98,'99 ww : week of product 01,02,03,04,...53 mmmm : serial number 0001,0002.........9998,9999

 symbol name 1st 2nd type n0 maker type n0 maker u1 ic bd9883 rohm u2,3 fet ap4509m apec ao4606 aos fds8958a f.c ap4503gm apec q3,4 tr sst2222a rohm mmbt2222a diodes sbt2222a auk q1 tr sst2907a rohm mmbt2907a diodes sbt2907a auk d2,3,4,5 diode 1ss355 rohm 1n4148ws diodes d1,6 diode bav99 diodes dan217 rohm sds7000f auk 1ss379 toshiba zd1,2 zener udz5.6b rohm udz5v6b diodes c1,c2 c-elec 220uf/25v nxb series samyoung 220uf/25v wb series samhwa c13 mlcc cl32f106z semco equivalent c6 " cl10b103k " " c5 " cl10c561j " " c9,12 " cl10b473k " " c8 " cl10b333k " " c10,11 " cl10f105z " " c3 " cl10c221j " " c7 " cl10f224z " " c4 " cl10b222k " " r1 chip-r rc1608j273 " " r3 " rc1608j364 " " r4 " rc1608j124 " " r5 " rc1608j333 " " r6 " rc1608j623 " " r7 " rc1608j272 " " r8 " rc1608j102 " " r9,13,18 " rc1608j103 " " r10,11,14,15 " rc1608j470 " " r16,17,21,22 " rc1608j911 " " r23 " rc1608j104 " " r19,20 rc1608j684 page rev. 1 page 6 green c&c tech inverter specification ( GH027I ) r&d date : 2005.06.15 7.part list

 green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22 symbol name 1st 2nd type n0 maker type n0 maker t1,2 trans  gt-209 namyang  gt-209 dongheung  gt-209 jinyoung  gt-209 sejin  gt-209 transtek f1 fuse ke32 daito ba100 3a savefuse f1206fa3000v032t aem inc cn1 connector 53261-1290 molex 12050wr-12a yeonho cn2,3,4,5 " sm02b-bhss jst 35001wr-02 yeonho pcb pcb gh027a rev5.0 wonkyeng gh027a rev5.0 soojoo gh027a rev5.0 young eun gh053a rev5.0 fine circuit page rev. 0 page 7

 page rev. 0 page 8 8. pcb layout green c&c tech inverter specification ( GH027I ) r&d date : 2005.08.05



 9. circuit page rev. 0 page 9 green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22

 c13 vin ovp r21 zd2 2 1 r33 fb1 s3 a1 r10 c17 r5 r25 r7 fb1 q3 2 1 3 r14 r19 c16 r34 r30 c5 r3 r17 c20 r4 vin ovp1 c2 q1 c9 r23 d5 2 1 s1 r36 c3 r8 q4 2 1 3 r13 c8 r35 c6 r27 d2 2 1 s2 d6 1 2 3 r32 s2 r1 t1 1 2 3 4 cn5 1 2 1 2 c14 a-dim d1 1 2 3 s3 c10 a-dim zd1 2 1 r24 5v cn3 1 2 1 2 r20 r22 t2 1 2 3 4 c19 a1 r15 cn2 1 2 1 2 q5 r6 vin d4 2 1 c12 green c&c tech r29 r9 5v c15 u1 1 2 3 4 5 6 7 8 9 10 20 19 18 17 16 15 14 13 12 11 duty bct brt ct rt srt gnd fb is vs vcc reg53 bst sw hn ln pgnd ss scp stb f1 a-dim r2 s1 r31 s4 s4 cn4 1 2 1 2 gcct027ae 5.0 GH027I rev5.0 a3 11 wednesday, march 16, 2005 title size document number rev date: sheet of fb1 u3 1 2 3 4 8 7 6 5 c1 d7 1 2 3 r16 d8 1 2 3 d3 2 1 c7 r11 ovp1 c4 vcc vcc vcc gnd gnd nc gnd gnd gnd brt_adj on/off gnd r26 r28 vin u2 1 2 3 4 8 7 6 5 c11 r12 ovp r18

 part list cream-solder printer low  high mounter reflower microscope silicon dispenser power supply,aging box 2h testing system,testing jig testing system,testing jig list of inspection model ( type ) writer h.w.kim ( flow chart ) revision GH027I flow chart equipments references process 5 raw material basedonstandardrule gcct027ae cream-solder printing of f-side discrete device assembly reflow soldering cream soledr smd device soldering by hand for discrete components preparing process visual inspection pcb division visual inspection visual inspection electrical characteristic inspection ng insulator& label attachment insulator &label shipping outgoing inspection reinspection film,condenser, huse,tube trans aging package buffer tray, exrenal box pad repair waste ng ok ok ok ok ng ng repair waste ok ok ng repair waste ng ok ng page rev. 0 page 10 10.flow chart green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22

 11. reliability test spec no. item conditions and method 1 high temperature storage test temp : 70  duration 500hrs 2 low temperature storage test temp : -30  duration 500hrs 3 high temperature high humidity storage temp : 40  humid 95%rh duration 500hrs 4 high temperature high humidity operation test temp : 40  humid 95%rh duration 1000hrs 5 thermal shock test temp -30 ? 70  ,250cycle (30min) (30min) 6 vibration test amplitude :1.5mm frequency :10~55hz position : three perpendicular planes duration 1000hrs 7 high temperature operation test temp : 50  duration 72hrs 8 low temperature operation test temp : 0  duration 72hrs page rev. 0 page 11 green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22

 customer model part no q'ty date 12. packing symbol type n0 packing-tray 383*319*36 packing-box 393*324*358 packing-pad 393*324*3 customer model GH027I part no q'ty 000 ea date 00.00.00 12.2 tray 12.1 box l/c no : c/t no : made in korea 1 tray : 36ea 1 box : 9tray (324ea) page rev. 0 page 12 green c&c tech inverter specification ( GH027I ) r&d date : 2005.03.22

 1. material list for safety GH027I 1.1 list symbol name type no. manufacurer description f1 fuse ke32 daito communication apparatus co ltd ul file no. e59783 f1206fa4000v032t aem inc ul no : e232989 ba100(3a) savefuse ul file no. e146895 csa file no. lr98127 pcb printed wiring board fr-4 soojoo ul file no :e173459 young eun ul file no : e173507 wonkyeng ul file no :e202541 fine circuit ul file no :e129799 cn1 connector 12505wr-12a00 yeonho ul:e108706 53261-1290 molex ul file no:e29179 nylon 66 ul94v-0 cn2,3,4,5 connector 35001wr-02 yeonho ul:e108706 sm02b-bhss jst ul file no : e60389 polyamide resin ul94v-0 t1,t2 transformer  gt-209 namyang electronics class a (105 de.c) see trans spec jin young electronics class a (105 de.c) see trans spec sejin class a (105 de.c) see trans spec dong heung class a (105 de.c) see trans spec transtek class a (105 de.c) see trans spec

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 1. general specification 1) scope this specification applies to part number o gt-209 inverter trans for use in color tv and monitor with is supplied for green c&c co., ltd. 2. general preference the reinspection & reapproval is required to change the structure, qualit y, progress of this specification. 3. absolute regularity 1) keep temperature : -25  ~85  2) keep humidity : 20% ~ 95% 3) use temperature : -10  ~70  4) use humidity : 20% ~ 85% 4. mechanical characteristic 1) terminal tension intensity after fix the body, the terminal shall withstand for 30 seconds without los ing when a static load of 1.0kg is applied to drawing direction of the terminal. 2) terminal bend intensity the terminal shall withstand without breakage and bend when it returns aft er bend 1 time to the left side and 1 time right side with a static load. 3) vibration test after fix a body of the vibration board, the terminal shall withstand witho ut losing and bend when it operates vibration test of 3 directions(x,y,z) for 2hours. 5. electrical characteristic 1) insulation resistance  primary coil to core : shall be more than  primary coil to secondary coil : shall be more than  secondary coil to core : shall be more than 100 ? when measured with dc 500v 2) withstand voltage  primary coil to secondary coil : shall be no damage when measured ac1.5kv, 5ma for 1 min.  p coil to core : shall be no damage when measured ac1.5kv, 5ma for 1 min.  s coil to core : shall be no damage when measured ac1.5kv, 5ma for 1 min.

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. #6 #1 6. appearance & dimension (unit:mm)  production line a : chun an k : tianjin b : bazhou d : dongguan y : yantai * pin length : before soldering 26.5 0.5 20.0 max 2.5 0.2 2.5 0.2 7.5 0.2 #7 #10 10.0 max marking * pin remove : #3, 4           26.5 0.5        code no. ??? ??? ?? maker production line  marking o gt-209 dh 0000000(l) ??? sorting no.      primary inductance sorting l : 450 uh ~ 550 uh n : 550 uh ~ 700 uh h : 700 uh ~ 800 uh

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 8. winding specification no terminal wire turns winding method insulation s f material t/w ts s1 7 10 grd2 0.03 ? total 2700t 450.0 random - - - 450.0 random - - - 450.0 random - - - 450.0 random - - - 450.0 random - - - 450.0 random - - - blank - - - p1 6 1 1uew0.35 ? 22t solenoid - - core fixing tape polyester tape 0.025t,w=5.0mm 3 outer wrap tape polyester tape 0.025t,w=13.5 1.5min 7. schematic diagram winding bottom view p1 : c.w s1 : c.c.w removed pin #3, 4 7 8 1 2 3 4 5 6 1 2 3 4 5 10 p1 s1 6 7 8 9

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 9. electrical characteristic no. item terminal specification remarks 1 inductance (ls mode) 6-1 7-10 450.0uh min 6.5h min hp-4284a at 1khz, 1vrms 25 2 leakage (ls mode) 6-1 (7-10 short) 24.0uh  7% 7-10 (6-1 short) 368mh  7% 3 dc resistance 6-1 0.12  10% wheatstone bridge yew type 2755 hioki type 3220 7-10 1.9k  10% 4 impulse test 7-10 ac 1.4kv r.m.s 3 sec frequency 60hz 5 withstand voltage pcoil-scoil ac 3.0kv r.m.s 1sec kikusui tos-9200 (current sensitive 5ma) p coil - core ac 2.2kv r.m.s 1sec s coil - core ac 2.2kv r.m.s 1sec 6 insulation resistance p.s coil - core 100? min. at dc 500v kikusui tos-9200  primary inductance sorting l : 450 uh ~ 550 uh n : 550 uh ~ 700 uh h : 700 uh ~ 800 uh

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 10. frequency characteristic no 1khz 10khz 20khz 30khz 40khz 50khz 75khz 100khz uh uh uh uh uh uh uh uh 1 674.00 747.23 1220.00 7230 -899.26 -363.73 -103.71 -41.40 2 693.00 776.34 1230.00 -5670 -770.21 -329.77 -96.14 -38.01 3 703.00 780.07 1210.00 4310 -844.70 -353.04 -102.30 -40.97 avg. 690.00 767.88 1220.00 1957 -838.06 -348.85 -100.72 -40.13 ??? -4000 -2000 0 2000 4000 1khz 10khz 20khz 30khz 40khz 50khz 75khz 100khz

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 11. leakage characteristic no 1khz 10khz 20khz 30khz 40khz 50khz 75khz 100khz uh uh uh uh uh uh uh uh 1 24.59 24.17 24.17 24.18 24.20 23.35 24.27 24.28 2 24.77 24.05 24.05 24.06 24.07 22.60 24.13 24.20 3 24.87 24.16 24.16 24.16 24.17 24.15 24.23 24.30 avg 24.74 24.13 24.13 24.13 24.15 23.37 24.21 24.26 ??l? 0.00 10.00 20.00 30.00 40.00 50.00 1khz 10khz 20khz 30khz 40khz 50khz 75khz 100khz

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 12. saturation characteristic no 0ma 30ma 50ma 70ma 90ma 110ma 120ma 130ma 150ma 160ma uh uh uh uh uh uh uh uh uh uh 1 674.00 710.34 680.42 664.15 598.40 544.28 514.65 487.43 432.39 405.34 2 693.00 716.21 678.73 634.12 584.29 531.82 503.80 478.40 427.30 402.38 3 703.00 698.14 668.68 631.10 586.00 535.98 508.66 483.60 433.63 408.60 avg 690.00 708.23 675.94 643.12 589.56 537.36 509.04 483.14 431.11 405.44 ? ? ? ? 0 150 300 450 600 750 900 0ma 30ma 50ma 70ma 90ma 110ma 120ma 130ma 150ma 160ma avg

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 13. internal construction [1] [1] [6] [2] [3] p1 [4] s1 [4] s1 [4] s1 [4] s1 [4] s1 [2] [1]:core [2]:bobbin [3],[4]:wire [5]:insulation tape [6]core fixing tape s [5] [4] s1 pin #1 ~ #6 pin #7 ~ #10

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. 14. material list no material item manufacturer ul file no 1 core efd 18 x 20 (gap : no gap) pl-7,pm-7,yp-2 sam hwa electronics co., ltd. isu ceramics co.,ltd. young hwa ferrite co., ltd. 2 bobbin efd 18 x 20(eea17.7) l.c.p(e4008k) (94v-0) sumitomo chemical co., ltd. e54705m 3 pri wire 1uew 0.35 dongyang electronics co., ltd. young wha sa co.,ltd. e102761s e141925s 4 sec wire grd2 0.03 ? elektrisola sdn bhd. e143312m 5 insulation tape polyester tape 0.025tx13.5mm duck sung hitech co., ltd. (cat no:dts-204) hyun dai chemical co., ltd. (cat no:800(a)) e105147 e162848s polyester tape 0.025t x 4.0mm 6 insulator p.e.t film skc ltd e74359s 7 adhesive se9189l (94v-0) today dow corning silicone co., ltd e55519 8 impregnation epoxy sr-337, kh-337 se gye chemical co., ltd. 9 solder bar sn98cu2-b20 samwoo alloymetal co., ltd.

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. * bobbin dong yang electronics ind co ltd e102761 (s) 660-1 banwol-ri taian-ewb hwasung-gun, kyunggi-do korea cost typ ansi marking: company name or "e102761" and m aterial designation or marked des ignation on package or reel, and recognized component mark. mtl dsg ai-eiw eiw ny-eiw ny-pew ny-pew(f) ny-uew uew bc polyesterimide polyesterimide polyester- amide-imide polyester polyester polyurethane polyurethane oc polyamideimide polyamide polyamide polyamide polyamide - type mw35 mw30 mw96 mw24 mw24 mw23 mw75 ti 200 180 180 155 155 130 130 * wire (pri) sumitomo chemical co.,ltd. e54705 (m) 5-33 kitahama 4-choma chuo-ku, osaka japan wilmington de 19898 ? ?? ??? ?? ?? ?? ??? ??? ? 2?? ?? ??a ??  ????? ?? ?? -? ?e?? ?????? ????? ????? ???a??? }?|a?a}  }?|????-}?  e???? ? ??   ?????? ????????? ???2??| ???? ???? ??? ??? ?? ?????? ???? ???? ??? ??? ?? ?????? ??? ???? ??? ??? ?? ?????? ??? ???? ??? ??? ?? ?????? -??? ? ??? ??? ???? ?eae?? ??? ???? ?eae?? ??? ???? replaces e547050010 dated august 16, 1994. (cont. or co11 card) 683604011 n7047 underwriters laboratories inc. dh/0246672

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. obmw2 january 15, 1997 component -magnet wire elektrisola (malaysia) sdn bhd e143312 (m) (b-cont.from a card) marking:company name, material designation or marked designation on pac kage or reel and recognized component mark. see general information preceding these recognitions. for use only in equipment where the accceptability of the combination is de termined by underwriters laboratories inc. reports: march 13, 1992; march 13, 1992; march 13; 1992, march 13, 1992; mar ch 13, 1992. replaces e143312 e143312b dated aprill 20, 1992. 768673002 n3347 underwriters laboratories inc. d11/0210461 polysol 155 polysol 155g polysol 155p polysol 160 polysol 160 p155 pg155 pp155,gp155 p160 p180,g180 polyurethane polyurethane polyurethane polyurethane polyurethane mw-79 mw-75 mw75 mw79 mw-79 mw79 155 130 130 155 155 155 - - - - - obmw2 may 2, 1997 component -magnet wire young wha sa co ltd e141925 (s) 256-1 dodang-dong wonmi-ku buchon, kyonggi-do 421-130 korea mtl cost typ ansi reports: june 19, 1992; june 19, 1992; june 19; 1992, january 4, 1994; novem ber 7, 1995; june 24, 1996; january 30, 1997. replaces e141925a dated march 4, 1997. (cont. on b card) 746041001 h0110 underwriters laboratories inc. d11/0213429 24 dsg aew-r ai-eiw uew-f npw nuw yhw-b uew-b bc modified polyester modified polyester polyurethane polyester-nylon polyurethane-nylon polyurethane polyurethane overcoat polyamideimide polyamideimide - nylon nylon - - typ (+) mw73-c mw35-c mw79-c mw24-c mw28-c mw75-c mw75-c ti 200 200 155 155 130 130 130 * wire (pri) * wire (sec)

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. * insulation tape oanz2 insulating tape-component duck sung hitech co ltd e105147 daesung bldg 677 jayang-dong kwang jin-ku seoul 133-190, korea polyester film insulating tape, acrylic adhesive, cat. no. dts-204, rate d130c. acetate cloth insulating tape, acrylic adhesive, cat. no. 231*, rated 105 c. glass cloth insulating tape, rubber adhesive, cat. no. 220-b, rated 130 c. glass cloth insulating tape, silicon e adhesive, cat. no. 221h*, rated 180 c. acetate cloth insulating tape, rubber adhesive, cat. no. dts-230, rated 1 05 c. nomex (aramid fiber) film insulating tape with non-woven polyester fiber reinforcement, acrylic adhesive, cat. no. dts-241*, rated 130 c. polyester film insulating tape, acrylic adhesive, cat. no. dts-280*, rat ed 130 c. pet (polyester) film insulating tape, synthetic rubber adhesive, cat. no . dts -204r %, rated 130 c. pet(polyester) film insulated tape, acrylic adhesive, cat. no. dts-204f *#, rated 130c. flame retardant cotton cloth tape, rub ber adhesive, cat. no. dts-250f*+. flame retardant acetate cloth tape, r ubber adhesive, cat. no. dts-232f+. flame retardant aluminum foil tape, acrylic adhesive, cat. no. dts-800a+ . flame retardant aluminum foil with pet film tape, acrylic adhesive, cat. n o. dts-810+. flame retardant copper foil tape, acrylic adhesive, cat. no. dts-820+. flame retardant nickel coated polyester fiber tape, acrylic adhesive, ca t. no. dts-830+. glass cloth insulating tape, acrylic adhesive, cat. no. dts-221f*, rated 155 c. pet (polyester) film insulating tape with non-woven polyester fiber rein forcement, rubber adhesive, cat. no. dts-280r@, rated 130c. pet (polyester) film insulating tape, acrylic adhesive , cat. no. dts-204 b&, rated 130 c. pet (polyester) film insulating tape, acrylic adhesive , cat. no. dts-204 k^, rated 130 c. * - complies with flame retardant requirements when so marked. + - must be marked "flame retardant". # - may be marked: "film side cti performance level category plc=3 voltage 2 35, per ul 746a/astm d 3638", and/or "adhesive side cti perfo rmance level category plc=0 volta ge 600, per ul 746a/astm d 3638" or equivalent. %-maybemarked:"filmsidectiperformancelevelcategoryplc=2voltage3 25, per ul 746a/astm d 3638", and/or "adhesive side cti perfo rmance level category plc=1 volta ge 575, per ul 746a/astm d 3638" or equivalent. @ - may be marked: "film side cti performance level category plc=0 voltage 6 00+, per ul 746a/astm d 3638," and/or "adhesive side cti performance level category p lc=0 voltage 600+, per ul 746a/astm d 3638" or equivalent. & - may be marked: "film side cti performance level category plc=2 voltage 2 60, per ul 746a/astm d 3638," and/or "adhesive side cti perfo rmance level category plc=0 volta ge 600, per ul 746a/astm d 3638" or equivalent. ^ - may be marked: "film side cti performance level category plc=2 voltage 2 50, per ul 746a/astm d 3638," and/or "adhesive side cti perfo rmance level category plc=0 volta ge 600, per ul 746a/astm d 3638" or equivalent. marking: company name or trademark or file number "e105147" and catalog de signation printed on carton, wrapper or core.

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. oanz2 april 7, 1997 component - insulating tape e162848 (s) hyundaichemicalcoltd 258 yeulmi-ri silchon-myon kwangju, kyonggi-do 464-870 korea polyester tape with acrylic adhesive, cat. no. 800(a) for use at temperatu res not exceeding 130 (a) comparitive tracking index (cti) assigned plc = 0, voltage = 600v or gre ater, cti600. marking: company name, catalog desig nation and temperature rating print ed on carton, wrapper or core. see general information preceding these recognitions. for use only in equipment where the acceptability of the combination is det ermined by underwrit- ers laboratories inc reports: october 20, 1994. replaces e162848 dated october 21, 1994. 105798001 underwriters laboratories inc. d11/0264017 22 * insulation tape * insulator                                                                     

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. * adhesive dow corning toray silicone co ltd e55519 aig bldg 1-1-3 marunouchi chiyoda-ku tokyo 100-0005, japan hd min. h h rti v 4 c thk flame w a elec mech v 4 c material dsg color mm class i i imp str r 5 i se9189l gray rtv gv 0.75 v-0 3 - 150 150 150 - - - 1.5 v-0 0 - 150 150 150 - - - se9189l white rtv nc, wt 0.75 v-0 - - 150 150 150 - - -

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. * core size (unit:mm) a b c c1 c2 d f 17.7 0.30 10.2 0.10 5.6 0.15 7.5 0.15 3.4 0.15 13.1 min 7.8 0.20 *. no gap  al-value (nh/n2) : 1300 c1 a d c f b c2

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. *core symbol unit temp pl-7 pm-7 yp-2 - 25  2400  25% 2400  25% 2500  25% bs h=1200a/m mt 25  490 490 510 100  380 380 400 hc a/m 25  12 13 5.5 100  - 10 - br h=1200a/m mt 25  150 140 60 100  - - 40 tc  - >220 >210 >220 p v f=100khz b=200mt mw/cm 3 25  640 700 600 100  450 410 440 p 3 .m 5.0 7 6 d kg/m 3 4.85x10 3 4.8x10 3 4.8x10 3  iac f

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. * bobbin size (unit:mm) g h k j l ** sn : 4um min ** ni : 1um min a b c d e f g h j k l spec 26.5 21.0 17.8 3.6 1.04 4.2 12.5 7.7 3.6 8.2 2.3  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20 1 26.56 21.02 17.85 3.66 1.04 4.21 12.46 7.69 3.60 8.17 2.34 2 26.59 21.02 17.87 3.69 1.04 4.21 12.48 7.68 3.60 8.16 2.33 3 26.58 21.01 17.88 3.65 1.04 4.20 12.47 7.68 3.60 8.15 2.34 4 26.58 21.00 17.86 3.68 1.04 4.21 12.48 7.69 3.61 8.15 2.32 5 31.77 27.42 17.87 3.65 1.04 4.20 12.48 7.68 3.59 8.16 2.33 c a b e d f

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. item bobbin wire polyester tape standard 94v-0 130  130  1 ok ok ok 2 ok ok ok 3 ok ok ok 4 ok ok ok 5 ok ok ok 6 ok ok ok 7 ok ok ok 8 ok ok ok 9 ok ok ok 10 ok ok ok

 no 1 2 3 4 revision date check drawn checked approved dong heung electronics co., ltd. specification sheet no. item part no. date model name description o gt-209 0705-00??04 inverter trans efd18x20 (eea17.7mm) customer : green c&c co., ltd. 2005. 07. 05. * bonding silicone(2point) (se9189l) #startpin # finish pin

  code no       date of measurement  part name       type of set  dongheung type  sample quantity  customer       manufacturer (7-10) (6-1) (7-10) (6-1) (7-10) (6-1) (7-10) (6-1) 1khz,1v 1khz,1v 1khz,1v 1khz,1v 50khz,1v 50khz,1v h(ls) uh(lp) k  mh(ls) uh(ls) mh(ls) uh(ls) 1 9.14 674.00 1.918 0.120 368.44 24.59 506.74 23.35 2 9.43 693.00 1.910 0.120 368.44 24.77 495.69 22.60 3 9.62 703.00 1.908 0.120 369.66 24.87 460.66 24.15 4 9.55 708.00 1.896 0.120 367.77 24.69 451.69 24.02 5 8.87 663.00 1.893 0.121 367.16 24.72 445.89 23.79 6 7 8 9 10 avg 9.32 688.20 1.905 0.120 368.29 24.73 472.13 23.58 max 9.62 708.00 1.918 0.121 369.66 24.87 506.74 24.15 min 8.87 663.00 1.893 0.120 367.16 24.59 445.89 22.60 r 0.75 45.00 0.025 0.001 2.50 0.28 60.85 1.55 remarks standard     dong heung electronics co., ltd.  dongheung  inspected by item inductance leakage leakage dcr  5 ea  approved by  green c&c  checked by  o gt-209  testing instrument lcr-meter hp-4284a  efd1322 dcr-meter hioki type 3220 inspection report  o gt-209  2005.   06.   16.  inverter trans  temperature  20       30  %




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of GH027I 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























