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		  66 67 smd shielded type : cdrh ** d ** /a series recommended automotive application type usable up to 125?c (excluding self heating) automotive application / smd shielded type ???????) 
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q ordering code type : cdrh12d58/a, cdrh12d78/a, cdrh127c/a parts no. l (h) 100 120 150 180 220 270 330 390 470 560 680 820 101 121 151 181 221 271 331 391 471 10 12 15 18 22 27 33 39 47 56 68 82 100 120 150 180 220 270 330 390 470 measuring freq. (l) cdrh12d58/a cdrh12d78/a cdrh127c/a tolerance of inductance cdrh12d58/a cdrh12d78/a cdrh127c/a 100khz 100khz 100khz 10h C 390h  20% (m) 10h C 390h  20% (m) 10h C 470h  20% (m) 22m(17m) 24m(19m) 29m(23m) 38m(30m) 42m(33m) 57m(45m) 60m(48m) 88m(70m) 98m(78m) 108m(86m) 118m(94m) 175m(140m) 223m(178m) 247m(197m) 280m(224m) 307m(245m) 453m(362m) 550m(440m) 623m(498m) 723m(578m) cdrh12d58/a other *a  the rated dc current indicates the dc current when the inductance decreases to maximum 65% of nominal value or y dc current when the temperature of coil is increased to 30  c. the smaller one is defined as dc rated current. 3.8 3.7 3.1 2.9 2.7 2.4 2.2 1.9 1.8 1.7 1.6 1.4 1.3 1.2 1.1 1.0 800m 740m 690m 630m rated current (at 125   c) (a)  *a 22m(17m) 24m(19m) 27m(21m) 29m(23m) 44m(35m) 47m(37m) 64m(51m) 68m(54m) 75m(60m)  84m(67m) 97m(77m) 124m(99m) 152m(121m) 197m(157m) 249m(199m) 270m(216m) 308m(246m) 448m(358m) 579m(463m) 730m(584m) cdrh12d78/a 4.2 4.0 3.7 3.4 2.9 2.7 2.4 2.3 2.1 1.9 1.7 1.6 1.4 1.3 1.2 1.1 1.0 860m 750m 660m rated current (at 125   c) (a)  *a 16.8m(13.4m) 18.7m(14.9m) 20.5m(16.4m) 25.4m(20.3m) 30.0m(23.8m) 32.0m(25.6m) 46.0m(36.8m) 57.4m(45.9m) 64.7m51.7m)  80.3m(64.2m) 88.2m(70.5m) 123m(98.4m) 139m(112m) 175m(140m) 201m(161m) 219m(175m) 315m(252m) 354m(284m) 502m(401m) 554m(444m) 620m(496m) cdrh127c/a d.c.r.(? ) : max.(typ.) d.c.r.(? ) : max.(typ.) d.c.r.(? ) : max.(typ.) 4.60 4.30 4.10 3.50 3.30 3.20 2.50 2.20 2.10 1.90 1.80 1.55 1.50 1.35 1.30 1.25 1.00 950m 800m 750m 700m rated current (at 125   c) (a)  *a please note that when using the product for automotive while applying current with audio-frequency (af) signals may result in  audible noises due to magnetostriction.  also, in order to avoid an audible noise problem, operating with non-af signals would be recommended. the noise may amplify dep ending on the coil mount area on the pcb. note characteristics of cdrh127c/a cdrh12d58/anp -  : parts no. : tolerance of inductance   m (20%) : packing   c (carrier tape)   b (box) ~ ]?wmx
a
???w?t/1?
?zogo
$ 
	 >?
$ 
*	????
go z?
? j?
$ ?
go
$ 
	 >?
$ 
*	????
go z?
? j?
$ ?
go
$ 
	 >?
$ 
*	????
go z?
? j?
$

 66 67 smd shielded type : cdrh ** d ** /a series recommended automotive application type usable up to 125?c (excluding self heating) automotive application / smd shielded type ???????) 
?
go ??????	*t
:-   fw *a   ?vxv?v?v`hz???????	??w?	??b?v?z?`xx??w9s		u?ts??v?wrj?t	?^m?qb?{ 	l2 z
a
?td	*t
:??i?v?v`?bqq	?t??os?u
\azos?;u	\q?	?uk??bwpzos?;uejqs??os;mp]?;w	?xz d	*t
:t |d	*t
:
r
??i?v?v^sm?ot`o?
?^d?d
q?k??bwpz]??q  9s		?
q ordering code type : cdrh12d58/a, cdrh12d78/a, cdrh127c/a parts no. l (h) 100 120 150 180 220 270 330 390 470 560 680 820 101 121 151 181 221 271 331 391 471 10 12 15 18 22 27 33 39 47 56 68 82 100 120 150 180 220 270 330 390 470 measuring freq. (l) cdrh12d58/a cdrh12d78/a cdrh127c/a tolerance of inductance cdrh12d58/a cdrh12d78/a cdrh127c/a 100khz 100khz 100khz 10h C 390h  20% (m) 10h C 390h  20% (m) 10h C 470h  20% (m) 22m(17m) 24m(19m) 29m(23m) 38m(30m) 42m(33m) 57m(45m) 60m(48m) 88m(70m) 98m(78m) 108m(86m) 118m(94m) 175m(140m) 223m(178m) 247m(197m) 280m(224m) 307m(245m) 453m(362m) 550m(440m) 623m(498m) 723m(578m) cdrh12d58/a other *a  the rated dc current indicates the dc current when the inductance decreases to maximum 65% of nominal value or y dc current when the temperature of coil is increased to 30  c. the smaller one is defined as dc rated current. 3.8 3.7 3.1 2.9 2.7 2.4 2.2 1.9 1.8 1.7 1.6 1.4 1.3 1.2 1.1 1.0 800m 740m 690m 630m rated current (at 125   c) (a)  *a 22m(17m) 24m(19m) 27m(21m) 29m(23m) 44m(35m) 47m(37m) 64m(51m) 68m(54m) 75m(60m)  84m(67m) 97m(77m) 124m(99m) 152m(121m) 197m(157m) 249m(199m) 270m(216m) 308m(246m) 448m(358m) 579m(463m) 730m(584m) cdrh12d78/a 4.2 4.0 3.7 3.4 2.9 2.7 2.4 2.3 2.1 1.9 1.7 1.6 1.4 1.3 1.2 1.1 1.0 860m 750m 660m rated current (at 125   c) (a)  *a 16.8m(13.4m) 18.7m(14.9m) 20.5m(16.4m) 25.4m(20.3m) 30.0m(23.8m) 32.0m(25.6m) 46.0m(36.8m) 57.4m(45.9m) 64.7m51.7m)  80.3m(64.2m) 88.2m(70.5m) 123m(98.4m) 139m(112m) 175m(140m) 201m(161m) 219m(175m) 315m(252m) 354m(284m) 502m(401m) 554m(444m) 620m(496m) cdrh127c/a d.c.r.(? ) : max.(typ.) d.c.r.(? ) : max.(typ.) d.c.r.(? ) : max.(typ.) 4.60 4.30 4.10 3.50 3.30 3.20 2.50 2.20 2.10 1.90 1.80 1.55 1.50 1.35 1.30 1.25 1.00 950m 800m 750m 700m rated current (at 125   c) (a)  *a please note that when using the product for automotive while applying current with audio-frequency (af) signals may result in  audible noises due to magnetostriction.  also, in order to avoid an audible noise problem, operating with non-af signals would be recommended. the noise may amplify dep ending on the coil mount area on the pcb. note characteristics of cdrh127c/a cdrh12d58/anp -  : parts no. : tolerance of inductance   m (20%) : packing   c (carrier tape)   b (box) ~ ]?wmx
a
???w?t/1?
?zogo
$ 
	 >?
$ 
*	????
go z?
? j?
$ ?
go
$ 
	 >?
$ 
*	????
go z?
? j?
$ ?
go
$ 
	 >?
$ 
*	????
go z?
? j?
$




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CDRH12D78ANP470MB 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























