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		  Datasheet File OCR Text:


		    large can type                                                      72 CD293        8 5,2000 ?,  852000 hours snap-in terminal   ??,???????  suit for use in filtering circuit of color tv, computer and home appliance,                              ?   wide temp                   high ripple current                           specifications    ? item  ?        characteristics  ??   rated voltage range   16~450v.dc  ???   operating temperature  range   40  85   16  450v    ?   capacitance tolerance  10%(k)  ,  20%(m)  (20 ,  100/120hz)  ?   leakage current  i 0.03c r u r (   a) or 3ma ??? (20 )     whichever is greater after 2 minutes at 20      ? tg    dissipation factor  (20 ,  100/120hz)   4700  f ? 2000  f  0.02      add 0.02 per 2000  f for more than 4700  f.  u r (v) 16  25 35  63 80  100 160  200 250  450  tg   0.30 0.25 0.20 0.18 0.23     low temperature  characteristics   100hz  120hz ????   impedance ratio at 100hz or 120hz shall not exceed the values given in the below table  u r (v)  16~35 50~100 160 200~450  z -40  /z +20    10 6  /  /  z -25  /z +20    / /  4  7       shelf  life  +85  1000 ??   after storage at 85    for 1000 hours, the capacitors shall meet the following requirements.            capacitance change  ?? 20    within   20    of the initial value  ?   dissipation factor  2 ?   not more than 200% of the specified value  ?  leakage current  2 ?   not more than 200% of the specified value  ?   load  life  +85??????? 2000 ?, ?  after application of rated voltage with ripple current for 2000hours at +85  ,the following  specification shall be satisfied         capacitance change  ?? 20    within   20    of the initial value  ?   dissipation factor  2 ?   not more than 200% of the specified value  ?   leakage current  ?   not more than the specified value      others   q/elebasic-e 07?2003   gb/t5993-2003  CD293  cd289  cd296  tel:0755-36925366;36927246;fax:0755-61640142 e-mail:elebasic@163.com   web?http://www.elebasic.com tel:0755-36925366;36927246;fax:0755-61640142 e-mail:elebasic@163.com   web?http://www.elebasic.com  www.datasheet.co.kr  datasheet pdf - http://www..net/

   large can type                                                  73 CD293  ??    dimensions          ???              ? size:  dl   (mm);   size  and  max  ripple current  ? (i r ) ripple current  (arms,85  ,100/120hz)                    u r (v)   16   25   35   50   63   80   100   c r (  f)  size  i r   size  i r   size  i r   size i r   size  i r   size  i r   size  i r   1000                  2230 0.94 2230  1.05  2230 1.05 2200          2230 1.40 2230 1.40 2240 1.58 3030  1.92  3050 2.32 3300          2235 1.83 2240 1.94 2545 2.20 2545  2.45  3050 3.10     2230 1 .86  2240 2.31 2545 2.61 2545 2.60 3050  3.39  3060 3.67 4700              3030 2.45 3040 2.76     3550 3.70 2230  2.17  2240 2.46  2240 2.65 2540 2.87 3050 3.51 3060  4.21  3560 4.59 6800          2545 3.09 3040 3.20     3550  4.25  3570 4.92 2230  2.55  2240 2.85  3040 3.73 3050 4.11 3060 4.45 3560  5.32  6.05 10000  2235  2.73      3050 4.11 3540 4.10 3550 4.50 3570  5.71  6.71 2240  3.26  2540 3.50  3050 4.54 3070 5.30 3560 5.40 3580  7.13      15000      3040 3 .89  3550 5.00 3550 5.00 3570 5.79         22000  2545  4.26  3050 4.84  3550 5.60 3570 6.48 3580 7.40         3050  5.26  3550 5 .75  3560 6.50                 39000      3560 6 .23  3570 6.98                 47000  3550  6.17  3570 7.14                                              (mm)  d  22 25 30 35  f 10  g 6.0   1.0   2.0  5600  35100 3580 3570 8200  12000  33000  2230  2.17  2240 2.46  3050 3.51 3560 6 .23  3570 6.98 47000  3550  6.17  3570 7.14  56000  3560 6 .23  3570 6.98 47000  3550  6.17  3570 7.14    68000  3560 3570 3580 3580 35100 35100 35100 3580  3580  35100 7.14  7.64  6.98 7.14  7.40 7.13  3050  5 .75  6.48 6.98 3.09 3025 2540 .89  3.73 3.73 3050  4.10 2540 2.61 2.17  2235  7.64  7.64  7.40 47000  3560 100000  tel:0755-36925366;36927246;fax:0755-61640142 e-mail:elebasic@163.com   web?http://www.elebasic.com  www.datasheet.co.kr  datasheet pdf - http://www..net/

   large can type                                                  74 CD293    ???              ? size:  dl   (mm);   size  and  max  ripple current              ? (i r ) ripple current  (arms,85  ,100/120hz)                                                            ??  ripple current multiplier  ??  frequency  coefficient  frequency hz  50/60 100/120  1k   10k  16  100v 0.9 1.0 1.15 1.25  160  450v 0.8 1.0 1.25 1.45    ??  temperatur e coefficient  temperature     45 65  85  coefficient 1.6 1.3 1    u r (v)   160   200   250   315  400   450   c r (  f)  size  i r   size  i r   size  i r   size  i r   size  i r   size  i r                   22  25 0.21  22  30  68                  22  30 0.24  30  25              22  25 0.26  22  30 0.28  25  30  100              22  30 0.29  22  40 0.33  30  30          22  30 0.35  22  40 0.26  25  30 0.37  25  35  150          25  25 0.35  25  30 0.29  25  40 0.44  25  30  22  25  0.39  22  30 0.42  25  30 0.46  25  40 0.53  25  45 0.55  30  40  0.57  220  22  30  0.42  25  25 0.42      30  30 0.50  30  35 0.53  30  50  0.64  22  40  0.60  22  40 0.60  25  40 0.65  30  40 0.70  30  50 0.78  30  50  0.78  330  30  25  0.55  30  25 0.55  30  30 0.60  35  30 0.65  35x40 0.75  35  0.92  25  40  0.78  22  40 0.70  25  45 0.80  30  50 0.93  30  60 1.00      470  30  30  0.72  35  30 0.80  30  40 0.83  35  40 0.90  35  60 1.10      25  45  0.90  22  45 0.81  25  50 0.92  1.10  35  50 1.10      560  30  30  0.79  25  45 0.90          35  60 1.20      25  45  1.00  25  45 1.00  30  50 1.12  35  50 1.21  35  1.43      680  35  30  0.94  30  50 1.12                  30  40  1.12  35  40 1.12  30  60 1.32  35  60 1.46          820  30  50  1.23  35  50 1.23  35  50 1.33              30  40  1.25  30  50 1.47  35  50 1.47  35  70 1.74          1000  30  50  1.36                      35  35  1.55  30  60 1.82  35  60 2.00              1500  35  50  1.80  35  60 2.00  35  70 2.13              35  50  1.95  35  60 2.17  35  60 2.17              1800  35  60  2.16  35  70 2.33  35  70 2.35              2200  35  50  2.22  2.40                  70       35  60  35  35  50  3580 2000  3300  2700  3580 35100 35100 35  2.40  2.87 2.87 3.09 3.09 2.55  3.67 90  90  3570 3580 35  90  50 35  60 35  60 3570 35   60 30 60 3570 3580 35100 50 3570 3580 35  90  35  60 3570 3580 3580 35  90  35100 1.55  1.10  1.20  1.43  1.55  2.00  2.13  2.17  2.35  3.09 2.55  3.67 4.10 1.74  2.00  3.09 2.55  3.67 2.17  2.35  3.09 2.55  3.67 4.10 3580 3580 35  90  35  70 1.55  30  60 35  60 1.74  1.55   35  50  1.21  35  60 1.32  35  40 35  50 1.23  35  40 1.74  1.82  1.95  1.80  1.00   25  40 0.55  tel:0755-36925366;36927246;fax:0755-61640142 e-mail:elebasic@163.com   web?http://www.elebasic.com 1 .86   www.datasheet.co.kr  datasheet pdf - http://www..net/
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