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		  Datasheet File OCR Text:


		  mp3505w thru mp3510w 35 amp single phase bridge rectifier 50 to 1000 volts features ?  mounting hole for # 10  screw ?  plastic case with metal bottom ?  any mounting position  and surge rating of 400 amps  ?  operating temperature: -55  c to +150  c ?  storage temperature: -55  c to +150  c part number device marking maximum recurrent peak reverse voltage maximum rms voltage maximum dc blocking voltage mp3505w mp3505w 50v 35v 50v mp351w mp351w 100v 70v 100v mp352w mp352w 200v 140v 200v mp354w mp354w 400v 280v 400v mp356w mp356w 600v 420v 600v MP358W MP358W 800v 560v 800v mp3510w mp3510w 1000 v 700v 1000 v electrical characteristics @ 25  c unless otherwise specified average forward current i f(av) 35.0a t c = 55  c peak forward surge current i fsm 400a 8.3ms, half sine maximum forward voltage drop per element v f 1.1v i fm = 17.5a per element; t j = 25  c maximum dc reverse current at rated dc blocking voltage i r 5  at j  = 25  c t j = 125  c 500  a i t rating for fusing t mp3505w thru mp3510w instantaneous reverse leakage current - microamperes versus percent of rated peak reverse voltage - volts instantaneous forward current - amperes versus instantaneous forward voltage - volts figure 1 typical forward characteristics volts 4 6 20 10 amps .2 1.2 .4 .6 .8 1.0 .01 .02 .04 .06 .1 .2 .4 .6 1 2 25  c 40 60 100 1.4 figure 2 typical reverse characteristics volts .4 .6 2 1  amps 20 120 40 60 80 100 .001 .002 .00 4 .006 .01 .02 .04 .06 .1 .2 4 6 10 140 t j =25  c 1 100 4 0 100 200 300 8 figure 4 peak forward surge current peak forward surge current - amperes  versus number of cycles at 60hz - cycles amps cycles 2 6 10 20 60 80 40 400 500 600 average forward rectified current  -  amperes  versus case temperature  -   c figure 3  forward derating curve 25 50 100 125 150 0 0 10 20 30 single phase, half wave  60hz resistive or inductive load amps  c 75 40 50 60 better service better quality w w w . d x - semi .com  free datasheet http://

 ordering information device packing  (part number)-bp bulk; 50 pcs/box better service better quality w w w . d x - semi .com  free datasheet http://
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