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		  Datasheet File OCR Text:


		  NTE1058 integrated circuit audio power amp, 4.4 watts absolute maximum ratings :   (t a  = +25  c unless otherwise specified) supply voltage, v 9 ? 2 18v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   supply current, i tot 1.2a . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   power dissipation, p t 4.5w . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  operating ambient temperature, t opr ? 20   to +70  c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  storage temperature, t stg ? 55   to +150  c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  recommended operating characteristics: supply voltage, v cc 13v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   output power (r l  = 4 ?) , p o 4.4 w . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . .  voltage gain, g v 45db . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . .  electrical characteristics :   (v cc  = 13v, t a  = 25  c, unless otherwise specified) parameter symbol test conditions min typ max unit quiescent circuit current i cq v in  = 0 10 20 50 ma output voltage v o f = 1khz, v in  = 10mv, r l  = 4 1.25 1.7 2.25 v output power p o f = 1khz, thd = 10%, r l  = 4 ? 4 4.4 ? w total harmonic distortion thd f = 1khz, p o  = 1w, r l  = 4 ? ? 0.3 1.5 % output noise voltage v n r g  = 10k ? , r l  = 4 ? ? 1 4.5 mv

 v cc .591 (15.0) 1.181 (30.0) .940 (23.87) .984 (25.0) .300 (7.5) .295 (7.5) min .106 (2.7) .185 (4.7) .118 (3.0) typ 19 .140 (3.56) gnd ref output output compensation compensation filter feedback gnd input 9 8 7 6 5 4 3 2 1 pin connection diagram (front view)
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