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		  Datasheet File OCR Text:


		 

 solder cups fixed in an outward orientation (otherwise contacts will rotate) pre-tinned contact terminations (except solder cups, wire wraps    and flex contacts) options options options options socket contacts are receptacle image.   the contact type determines image of connector.  pin, right angle contacts are always plug image.  straight pin contacts or hardware hardware hardware hardware contacts contacts contacts contacts series series series series size size size size ph: (972)931-3200 fax: (972)931-9305 e-mail: info@airborn.com airborn    4321 airborn drive    addison, tx  75001-0519 receptacle receptacle receptacle receptacle includes nuts bonded into hex recess in mounting holes.  plug connector only. termination face sealed against conformal coating guide set, long guide set, polarized guide set -g69 -d01 -548 -b82 syl sy-# sy type contacts/terminations: pin, right angle, dip solder, .140" x .025" dia pin, right angle, dip solder, .109" x .025" dia number of contacts  plug, right angle, with mounting ears 122 pr7 pr9 wga plug plug plug plug socket, straight, wire wrap   , .625" r r socket, straight, wire wrap   , .375" r saw40 saw24 airborn type contacts/terminations: socket, straight, dip solder, .172" x .027" dia socket, straight, dip solder, .140" x .027" dia socket, straight, dip solder, .109" x .027" dia socket, straight, solder cup (.035"  i.d.) socket, straight, flex circuit, .050" socket, straight, flex circuit, .093" socket, straight, flex circuit, .140" receptacle, straight, with mounting ears 122 sac sad7 sad11 sad9 saf3 saf6 saf9 wga pr11 pin, right angle, dip solder, .172" x .025" dia sor11 sor9 sor7 socket, right angle, dip solder, .109" x .025" dia socket, right angle, dip solder, .140" x .025" dia socket, right angle, dip solder, .172" x .025" dia j jl fixed jackset, long fixed jackset syl sy-# sy guide set, long guide set, polarized guide set jt turning jackset, .435" jta turning jackset, .135" jtb jtc hex turning jackset, .135" turning jackset, .435" jtl turning jackset, long, .635" option codes:  add to the end of the part number.  example:  wga122pr9sy548.  call factory for additional codes. remove mounting ears.  (.250" each end) -342 sap socket, straight, pin termination .150", connector saver wga receptacle, right angle, with mounting ears number of contacts prw32 pin, right angle, wire wrap   , .500" r combine -b82 and -d01 special codes. -413 -d54 straight pin contacts in right angle plug molding with solder cup terminals extending .100" beyond molding. j fixed jackset jtb jta jt jtl jtc hex turning jackset, .160" turning jackset, .160" turning jackset, .460" turning jackset, long, .660" turning jackset, .460"
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