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		  Datasheet File OCR Text:


		  the copyright and authority for the interpretation of the products are reserved by mornsun         specifications subject to change without notice.                                                                                                    d_s - 2w      a/4 - 2012         page  1   of  2     d_s-2w series   2w, fixed input isolated & unregulated  twin output dc-dc converter           rohs   features     product program    input  output  voltage (vdc)   current (ma)   part  number  nominal   range  voltage   (vdc)   max  min  efficiency   (%, typ)   certificate   d050505s-2w   5  200  20  80  ul  d050909s-2w  9  111  12  82  ul  d051212s-2w  12  83  9  82  ul  d051515s-2w  5  4.5-5.5   15  67  7  83  ul  d120505s-2w   5  200  20  80  ul  d120909s-2w  9  111  12  83  ul  d121212s-2w   12  83  9  85  ul  d121515s-2w   12  10.8-13.2   15  67  7  83  ul  D240505S-2W   5  200  20  81  ul  d240909s-2w  9  111  12  82  ul  d241212s-2w  12  83  9  84  ul  d241515s-2w  24  21.6-26.4   15  67  7  84  ul    common specifications  item  test conditions  min   typ   max   units   storage humidity        95  %  operating temperature      -40    85  storage temperature    -55    125  temp. rise at full load       15  25  lead temperature  1.5mm from case for 10 seconds      300   c  short circuit protection*         1  s  cooling     free air convection  case material    plastic (ul94-v0)  mtbf    3500       k hours   weight       2.8    g  *supply voltage must be discontinued at the end of short circuit duration.    isolation specifications   item  test conditions  min   typ   max   units   tested for 1 minute and 1ma max(vin/vout)   1000       isolation voltage  tested for 1 minute and 1ma max(vo1/vo2)   1000       vdc   test at 500vdc (vin/vout)  1000       isolation resistance   test at 500vdc (vo1/vo2)  1000       m    (vin/vout)    90       isolation capacitance   (vo1/vo2)    90     pf  high efficiency up to 85%    sip package  1kvdc isolation   temperature range: -40  c to +85  c  no heat sink required   no external component required  internal smd construction  industry standard pinout  rohs compliance           applications  the d_s-2w  series are specially designed  for applications where a group of polar power  supplies are isolated from the input power  supply in a distributed power s upply system on  a circuit board.  these products apply to:   1)  where the voltage of the input power supply  is fixed (voltage variation      10%);   2)  where isolation is necessary between input  and output (isolation voltage   1000vdc);    3) where the regulation of the ou tput voltage  and the output ripple noise are not  demanding.  such as: purely digital circuits, ordinary low  frequency analog circuits, and igbt power  device driving circuits.            model selection  d050505s-2w product series input voltage  the 1st output voltage package style rated power  the 2nd output voltage       mornsun science & technology co.,ltd.   address: no. 5, kehui st. 1, kehui development  center, science ave., guangzhou science city,  luogang district, guangzhou,p.r.china.  tel: 86-20-38601850  fax:86-20-38601272  http://www.mornsun-power.com        

   the copyright and authority for the interpretation of the products are reserved by mornsun         specifications subject to change without notice.                                                                                                    d_s - 2w      a/4 - 2012         page  2   of  2     output specifications   application note   item  test conditions  min   typ   max   units   line regulation  for vin change of 1%       1.2   10% to 100% load(5v output)    12.8   15  10% to 100% load(9v output)    8.3   10  10% to 100% load(12v output)    6.8   10  load regulation  10% to 100% load(15v output)    6.3   10  %  output voltage accuracy     see tolerance envelope graph   temperature drift  100% full load      0.03   %/  c   output ripple& noise*  20mhz bandwidth    100   150   mvp-p   switching frequency  full load, nominal input    70    khz   *test ripple and noise by   parallel cable   method. see detailed operation instructions at testing of power  converter section, application notes.  note:   1. all specifications measured at ta=25  c , humidity
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