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		  Datasheet File OCR Text:


		  litze weiss                         flexible conductor white  litze braun                          flexible conductor brown    litze grn                            flexible conductor green      litze gelb                             flexible conductor yellow   litze grau                             flexible conductor gray   litze pink                             flexible conductor pink   litze blau                             flexible conductor blue   litze rot                               flexible conductor red   schirm                               shield ansicht: steckgesicht messer; kontaktbelegung  /   view: mating face male; pin assignment m 2:1 stromlaufplan  /  schematic diagram 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 bauteile / fertigungshinweise piece parts / manufacturing notices     -  kabelaufdruck mittels tintenst rahldrucker entspr. techn. skizze      cable imprint with ink-jet printer see technical sketch -  gute chemikalien- und ?lbest?ndigkeit  (?lbest?ndigkeit gilt nicht fr den      einsatz mit pvc-kabel). beim einsatz aggressiver medien ist die      materialbest?ndigkeit applikationsbezogen zu  berprfen.      good chemical and oil resistance (par ts with pvc-cable are not restistant).     when using agressive media, mate rial resistance based on application     must be checked. prior notice. contact one of the erni companies date 16.08.2012 index cccs male, a-coding, shielded m12  8 pin / m12 m  8 pin  324227 1:1 information: tolerances scale all dimensions in mm class i subject to modification without a3 designation www.erni.com before using. drawing will not be updated. all rights reserved. only for information. to ensure that this is the latest version of this drawing, please copyright by erni gmbh proprietary notice pursuant to iso 16016 to be observed. technische skizze  /  technical sketch (bsp.)   kabeltlle c able imprint (e.g.) e.g.: kw42 2006 erni   xxxxxx   pur 8x0.25   422006 kabelaufdruck  erni  art.- nr.   production date cable  sleeve part no. kabeltlle   cable  sleeve  47,5   47,5    15   see table  artikel-nr.             part no. leitungsl?nge (a)      cable length (a) kupfer- gewicht   copper weight kabelmantel   jacket  material au?endurchmesser jacket diameter aderisolation  wire isolation zul. temp.-bereich  fr kabel  permissable temp.  for cable 464933   500  +50  mm [23.62  +2,4  in] 26,6 g pur,  shielded 7 mm  5% [0.263 in  5%] pp -40... +80 c   (permanently  installed) -20... +80 c (movably mounted) 1.000  +100  mm [39.37  +4  in] 1.500  +100  mm [59.05  +4  in] 2.000  +100  mm [78,74  +4  in] 3.000 + 100 mm [118,11 +4 in] 3 2 1 8 6 5 4 7 5 4 7 1 2 6 3 8 specifications circular connector technical specifications standard applic. value electrical data standard applic. value housing: rated (nominal) voltage; max. iec 61-076-2-101 30 v dc rated current; per contact, max . iec 61-076-2-101 2 a pin assignment: 8 pin rated impulse voltage iec 61-076-2-101 0,8 kv coding: a-coding connection: screw locking approvals protection class                    led:  -  iec 60529 ip 65/67 packaging: 1 piece per bag pollution degree 3 insulation category iec 60664-1 i m a te ri a l s & f i ni sh rohs compliant yes contact material: a) male standard description cuzn39pb3f50 part marking (cable imprint) b) female standard description  -  part number required contact finish, mating zone: company logo required a) male thickness of plating 0,5 m au over 2  m ni date of manufacturing required b) female thickness of plating  -  jacket material required screw material: standard description zinc pressure die casting flex. conductor diameter required screw plating: standard description ni 4-6 m transmissinon characteristics iec 11801 class d cable (additional info see table) jacket color gray ( ral 7001 ) conductor cross-section 8  x 0,25 mm 2 bending radius min. 15 x jacket diameter m12 male, straight, black  m12  male, straight black pluggable, screw locking, a/f 13 recommended breakaway  torque 0,6 nm (mated and locked)
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