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		  Datasheet File OCR Text:


		  features ? fully type approved for f-1, d-1, g, and z intelsat operating standards ? eliminates costly field testing of transmit patterns and g/t measurements ? gregorian optics for high gain and pattern control ? motorizable mount allows upgrade to motorization ? optional steptrack controls ? large enclosure with security doors ? wide-band two-port feed system 3.625-4.2 ghz rx and 5.850-6.425 ghz tx ? 125 mph survival in any position of operation ? polarization field switchable circular/linear ? circular polarization field switchable rhcp to lhcp introduction andrew corporation announces final intelsat f-1 type approval of its 3.7-meter c-band earth station products. this first ever f-1 type approval, for this size antenna, by intelsat followed extensive factory testing witnessed by comsat, intelsats u.s. signatory. by specifying an andrew intelsat type approved f-1 3.7-meter product, savings as high as $10,000 per anten- na in field testing are realized and the system turn-on is expedited without the need of on-site engineers to conduct testing. this may require coordination with each of the intelsat signatories depending on the region. andrew also offers a complete line of c-band - b, f-1, f-2, f-3; ku-band - e-2, e-3; and c-/ku-band - g and z stan- dard intelsat antennas and can provide on-site or in- factory testing of these products whether they be fixed or transportable. contact your andrew sales representative for further details on how to implement these new f-1 type ap- proved antennas into your next project. attached are typical patterns measured during the wit- nessing of the type approval phase ii testing. the entire test report is filed with either intelsat, comsat, eutelsat or asiasat. other signatories can request copies thru esa product line. description eight different 3.7-meter split and solid reflector an-tenna models are available. the type es37mpjk series anten- nas have a motorizable mount with machine jack-screws, the type es37mpk series antennas have a motorizable mount with pipe struts, the type es37k series antennas have a manual pedestal mount and the type es37 series antennas are mountable to a 6 inch nominal customer- supplied pipe. type ES37K-CCP2 includes a large hub enclosure (24 deep), manual pedestal mount, azimuth and elevation strut kit, subreflector subassembly, subreflector strut kit, azimuth and elevation hand crank kit, 2-port combiner net- work, wide-band feed horn assembly, circular waveguide assembly, 3.7-meter two-piece reflector assembly and var- ious hardware kits for assembly. this antenna model can be deployed in the field with minimal testing of g/t as a fully-certified intelsat standard f-1 under intelsat registration number  ia014a00 . type ES37K-CCP2-24 includes all of the above mentioned components and an lna kit that is guaranteed to meet the minimum f-1 standard requirement g/t of 22.7 db/k at 4.0 ghz and at a 10 elevation. this antenna system can be deployed in the field as a fully-certified intelsat standard f-1 under intelsat registration number  ia014aa0 . type es37mpjk-ccp2 is the same as type es37k- ccp2 but is mounted on a motorizable mount. the intelsat registration number is  ia014a00 . type es37mpjk-ccp2-24 is the same as type es37k- ccp2- 24 but is mounted on a motorizable mount. the intelsat registration number is  ia014aa0 . type es37-ccp2s includes a subreflector subassembly, subreflector strut kit, 2-port combiner network, wide-band feed horn assembly, circular waveguide assembly, 3.7- meter split reflector assembly and various hardware kits for assembly. this antenna can be deployed in the field with minimal testing of g/t as a fully certified under intelsat standard f-1 under intelsat registration number  ia014a00 . type es37-ccp2s-24 includes all of the above men- tioned components of es37-ccp2 plus an lna kit that is guaranteed to meet the minimum f-1 standard require- ment g/t of 22.7db/k at 4.0 ghz at a 10 degree eleva- tion. this antenna can be deployed in the field as a fully certified intelsat standard f-1 under intelsat regis- tration number  ia014aa0 . note: all applicable type approval certificates are avail- able thru the andrew fax-on-demand system. 1-800-861-1700 (north america) 1-708-873-3614 (all other regions) 3.7-meter c-band earth station antenna f-1 intelsat type approved general description and specifications sp37-02-a 5 august 1999 page 1 of 4 publication andrew corporation 10500 w. 153rd street, orland park, il u.s.a. 60462

 electrical specifications antenna type es37-ccp2s ES37K-CCP2 es37mpk-ccp2 es37mpjk-ccp2 es37-ccp2s-24 ES37K-CCP2-24 es37mpk-ccp2-24 es37mpjk-ccp2-24 intelsat registration number ia014a00 ia014a00 ia014a00 ia014aa0 receive frequency, ghz 3.625-4.2 3.625-4.2 3.625-4.2 3.625-4.2 transmit frequency, ghz 5.850-6.425 5.850-6.425 5.850-6.425 5.850-6.425 gain in db @ 3.625 ghz 40.9 40.9 40.9 40.9 @ 4.000 ghz 42.4 42.4 42.4 42.4 @ 4.200 ghz 42.9 42.9 42.9 42.9 @ 5.850 ghz 45.7 45.7 45.7 45.7 @ 6.175 ghz 46.2 46.2 46.2 46.2 @ 6.425 ghz 46.4 46.4 46.4 46.4 polarization circular, switchable to linear in the field polarization discrimination, voltage axial ratio rx 1.20; tx 1.09 receive 3 db beamwidth 1.20 1.20 1.20 1.20 transmit 3 db beamwidth .80 .80 .80 .80 antenna noise temperature elevation kelvin kelvin kelvin kelvin 10 42 42 42 42 20 37 37 37 37 30 35 35 35 35 g/t with 38k lna @ 10 el angle @ 4.0 ghz 23.3 db/k 23.3 db/k 23.3 db/k 23.3 db/k types ES37K-CCP2-24, es37mpjk-ccp2-24 and es37-ccp2s-24  include an intelsat approved lna kit. if preferred, however, this lna can be separately purchased directly from the following andrew specified vendor for use with ot her andrew type approved earth station antennas such as 3.7m antenna types  ES37K-CCP2 and  es37mpjk-ccp2 . below is a listing of the type approved lna and respective vendor. for use with andrew andrew vendor antenna type lna kit p/n lna p/n kelvin vendor lna p/n ES37K-CCP2 ae01k-d0402-003 elnac-16039 38k locus, inc. rf3000-39-60b3 es37-ccp2s p.o. box 740 es37dk-ccp2 state college, pa es37mpjk-ccp2 other lnas, that meet or exceed the type approved noise temperature specifications, may be utilized, but will require full spe cification submittal to comsat for evaluation and final approval. sp37-02-a 5 august 1999 page 2 of 4 andrew corporation 10500 w. 153rd street, orland park, il u.s.a. 60462 publication
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