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		  Datasheet File OCR Text:


		              1n4099?1N4131    silicon planar low noise zener diodes      feartures  ? low noise  ? low reverse leakage                                   absolute maximum ratings (t a  = 25  o c)  parameter symbol  value  unit  power dissipation  p tot  500  1)  mw  junction temperature  t j  175  o c  storage temperature range  t stg   - 55 to + 175  o c  1)  valid provided that leads are  kept at ambient temperature at  a distance of 8 mm from case.           characteristics at t a  = 25  o c  parameter symbol  max.  unit  forward voltage    at i f  = 200 ma  v f   1.1 v            max. 3.9 max. 1.9 glass case do-35 max. 0.5 min. 27.5 min. 27.5 xxx cathode band part no. st "st" brand dimensions in mm black black  black                                                                                                                                                                           1 of 2 4008-318-123 sales@twtysemi.com http://www.twtysemi.com product specification  semtech

                   characteristics at t a  = 25  o c  type  zener voltage range  2)   dynamic resistance reverse current  maximum zener  current  v znom 1)  v z  at  l zt  z zt  at l zt  i r  at v r  i zm   (v)  min. (v) max. (v)  (a)  max. ( ? ) (a) max. (a) (v)  (ma)  1n4099  6.8  6.46   7.14   250  200  250  10  5.17  56  1n4100 7.5 7.125 7.875  250   200   250   10 5.7  51  1n4101  8.2  7.79   8.61   250   200   250   1 6.24  46  1n4103  9.1  8.65   9.55   250   200   250   1 6.92  42  1n4104  10  9.5   10.5   250   200   250   1 7.6  38  1n4105 11 10.45 11.55  250   200   250   0.05 8.44  35  1n4106  12  11.4   12.6   250   200   250   0.05 9.12  32  1n4107 13 12.35 13.65  250   200   250   0.05 9.87  29  1n4109 15 14.25 15.75  250   100 250   0.05 11.4  25  1n4110  16  15.2   16.8   250   100 250   0.05 12.15  24  1n4112  18  17.1   18.9   250   100 250   0.05 13.67  21  1n4114  20  19   21   250   150 250   0.01 15.2  19  1n4115  22  20.9   23.1   250   150 250   0.01 16.72  17  1n4116  24  22.8   25.2   250   150 250   0.01 18.25  16  1n4118 27 25.65 28.35  250   150 250   0.01 20.45  14  1n4120  30  28.5   31.5   250   200 250   0.01 22.8  13  1n4121 33 31.35 34.65  250   200 250   0.01 25.08  12  1n4122  36  34.2   37.8   250   200 250   0.01 27.38  11  1n4123 39 37.05 40.95  250   200 250   0.01 29.65  9.8  1n4124 43 40.85 45.15  250   250 250   0.01 32.65  8.9  1n4125 47 44.65 49.35  250   250 250   0.01 35.75  8.1  1n4126 51 48.45 53.55  250   300 250   0.01 38.76  7.5  1n4127  56  53.2   58.8   250   300 250   0.01 42.6  6.7  1n4129  62  58.9   65.1   250   500 250   0.01 47.1  6.1  1n4130  68  64.6   71.4   250   700 250   0.01 51.68  5.6  1N4131 75 71.25 78.75  250   700 250   0.01 57  5.1  1)  the type numbers shown above have a standard tolerance of 5% on t he nominal zener voltage. also available in 2% and 1% tolera nce,  suffix c and d respectively.    2)  tested with pulses tp = 20 ms.      ambient temperature: ta ( c) o 0 25 100 150 0 100 200 300 power dissipation: ptot (mw) 400 500 200 power derating curve 1n4099?1N4131  silicon planar low noise zener diodes                                                                                                                                                                            2 of 2 4008-318-123 sales@twtysemi.com http://www.twtysemi.com product specification  semtech
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