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		  Datasheet File OCR Text:


		  xe01001 xe04701 XE12001 xe22001 xe47001 xe010033 xe047033 xe120033 xe220033 xe470033 xe0101 xe0471 xe1201 xe2201 xe4701 xe0102 xe0472 xe1202 xe2202 xe0103 xe0473 xe1203 xe2203 xe0105 xe0475 xe01010 58 electrical specifications    dimensions    circuit features   wide variations of constant. applications   suppressing mechanical switching surge  occurring automatic machines and office  appliances. unit: mm operating temperature: -40~+100c    model numbering system series name resistance 010 047 120 220 470 10  47  120  220  470  capacitance 01 033 1 2 3 5 10 0.01  f 0.033  f 0.1  f 0.2  f 0.3  f 0.5  f 1.0  f 0.01 0.033 0.1 10 (1/4w) 47 (1/4w) 120 (1/4w) 220 (1/4w) 470 (1/4w) 10 (1/4w) 47 (1/4w) 120 (1/4w) 220 (1/4w) 470 (1/4w) 10 (1/2w) 47 (1/2w) 120 (1/2w) 220 (1/2w) 470 (1/2w) 10 (1/2w) 47 (1/2w) 120 (1/2w) 220 (1/2w) 10 ( 1w  ) 47 ( 1w  ) 120 ( 1w  ) 220 ( 1w  ) 10 ( 1w  ) 47 ( 1w  ) 10 ( 1w  ) ul csa vde sev semko nemko fimko demko :ul1414 :c22.2 no.1 :iec/en 60384-14: 2005 :iec/en 60384-14: 2005 :iec/en 60384-14: 2005 :iec/en 60384-14: 2005 :iec/en 60384-14: 2005 :iec/en 60384-14: 2005 e47474 lr37404 40021694 07.0319 700678 p07207757 fi 23306 314240-01 safety standard file no. safety standard class model number capacitance  f20% resistance   30% wh t f dimensions peak to peak pulse  width repetitive frequency pulse width (sec) x  frequency(hz) 17.0 17.5 23.5 14.0 15.0 17.5 7.0 8.0 8.5 15.0 20.0 pulse condition (max.) 4.5 3.0 1.5 0.8 0.45 3.0 2.0 1.0 0.5 0.25 1.5 1.0 0.45 0.2 0.1 0.5 0.3 0.15 0.08 0.2 0.1 0.05 0.02 0.18 0.05 0.15 peak pulse voltage 1,200v max. test voltage insulation resistance rated voltage  250vac *xe0103~xe01010 10min.* h0.5 15min. f1.0   d w0.5 t0.5 x2 0.2 0.5 1.0 0.3 30.0 47.0 40.0 20.0 33.5 28.0 11.0 22.0 16.0 27.5 43.5 36.5 d 0.60.05 0.80.07 1.00.10 800v 50 msec 120hz line to line 1,250vac 50/60hz 60sec line to  case 2,000vac 50/60hz 60sec line to line 15,000m  min. (500vdc) except xe0105 0475, 01010 5,000m  min. (500vdc) line to case 100,000m  min. (500vdc) xe the combination of resistance and capacitance is shown in following chart. xe  series spark quencher
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