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		  Datasheet File OCR Text:


		  au120033 au1201 au047033 au0471 au010033 au0101 TA120033 20min f1.0   0.80.07 h1.0(0.5) w1.0(0.5) (   0.60.05) t1.0(0.5) au series ta series 56 electrical specifications    dimensions    circuit features   compact size.   ac or dc applications. applications   suppressing mechanical switching surge  occurring automatic mechines and office  appliances. unit: mm operating temperature: -40~+100c  ( ta series= -40~+85c )    model numbering system series name resistance 010 047 120 10  47  120  capacitance 033 1 0.033  f 0.1  f au ta 0.033 0.1 0.033 0.1 0.033 0.1 0.033 120(1/2w) 47(1/2w) 10/(1/2w) 120(1/4w) ta series ul csa vde :ul1414 :c22.2 no.1 :iec/en 60384-14: 2005 e47474 lr37404, lr68886 126004 safety standard file no. safety standard class model number capacitance  f20% resistance  30% wh t f dimensions 700v 20msec. 50msec. 20msec. 50msec. 20msec. 50msec. 20msec. peak to peak pulse  width repetitive frequency 120(60)hz pulse width (sec) x  frequency(hz) x2 x2 20.0 18.0 17.0 12.0 8.0 5.0 17.5 16.0 pulse condition (max.) 3(0.8) 6(1.5) 10(2.5) 3(0.8) peak pulse voltage 700v 800v test voltage insulation resistance line to line 1,250vac 50/60hz 2~5sec line to case 2,000vac 50/60hz 60sec line to line 2,000vdc or 1,080vac line to case 2,000vac line to line 15,000m  min. line to case 100,000m  min. (at 100vdc) rated voltage  250vac au series ul csa enec-vde :ul1414 :c22.2 no.1 :iec/en 60384-14: 2005 e47474 lr37404, lr104926 40007824 safety standard file no. the "enec" mark is a common european product  certification mark based on testing to harmonised  european safety standard.  the mark with #10 stands  for vde. ( )=ta series au, ta  series spark quencher
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