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		  Datasheet File OCR Text:


		  tai-saw technology co., ltd.                              fr-71s03-01   tst dcc  release document  tai-saw technology co., ltd.         no. 3, industrial 2nd rd., ping-chen industrial district,    taoyuan, 324, taiwan, r.o.c.  tel: 886-3-4690038    fax: 886-3-4697532  e-mail:  tstsales@mail.taisaw.com     web:  www.taisaw.com                  approval s heet for product specification    issued date:    product name: saw if filter   426.5 mhz    tst parts no.: TB0141A  customer parts no.:                                     company:                                               division:                                               approved by :                                          date:                                                 checked by:    asin lin                                       approval by:    francis chen                                  date:          sep. 28. 2006                                          

                                       tai-saw technology co., ltd.   2 tst dcc  release document      tai-saw technology co., ltd.         no. 3, industrial 2nd rd., ping-chen industrial district,    taoyuan, 324, taiwan, r.o.c.  tel: 886-3-4690038    fax: 886-3-4697532  e-mail:  tstsales@mail.taisaw.com     web:  www.taisaw.com     426.5mhz if saw filter    model no.: TB0141A  rev. no.:2 a. maximum rating:       1.input power level: 5 dbm    2.operating temperature: -20c to 75c    3.storage temperature: -35c to 85c    b. electrical characteristics:     item unit min. type. max. note  center frequency,  fc    mhz   426.5      insertion loss,  il min   db   3.8 5.5    passband ripple in  fc  120khz,      db   0.8  2    a ttenuation:(reference level from min il)   fc  ?19.92  to   fc  ?5.92  mhz  db  40  42      fc  ?5.92  to   fc  ?1.08 mhz  db  15  25      fc  + 1    to   fc  + 8.08    mhz   db 10  16      fc  + 8.08   to    fc  + 116.06    mhz db 33 37                c. measurement circuit:            z in =212 ?  // 3.1pf     z out =212 ?  // 3.1pf  source impedance  50 ?   load impedance  50 ?     50?   hp network analyzer  50? saw filter  33nh   33nh 1 4  2,3 rohs compliant lead-free soldering

                                       tai-saw technology co., ltd.   3 tst dcc  release document d. frequency characteristics :                                                                           

                                       tai-saw technology co., ltd.   4 tst dcc  release document e.outline drawing:     




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TB0141A 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























