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		  Datasheet File OCR Text:


		  august 2005 lithium handbook this information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty w ith respect to any cells and batteries. cell and battery designs/specifications are subject to modification without notice. contact panasonic for the latest information. ML920 duration(days) 10000 5000 1000 500 100 50 10 1 1 5 10 50 100 500 1000 5000 10000 consumption current ( m a)  0        2        4        6        8       10       12      14   4.0 3.5 3.0 2.5 2.0 1.5 1.0 0.5 0.0   75k (32 a) temp load discharge capacity(mah) voltage(v)   dimensions(mm)   specification   discharge characteristics   consumption current vs. duration time nominal voltage (v) nominal capacity (mah) continuous standard load (ma) operating temperature (c) 3 11.0 0.03 -20 ~ +60 weight:0.4g note: this bare cell diagram is for size reference only. please refer to the tab configurations at the end of this section for available tabs. ? 5.0 2.05 0.05 ? 9.5 +0 -0.15 +0 -0.2 manganese lithium coin batteries (ml series): individual specifications 12.5 (  0.49       ) 9(   0.35) 2.0 + - 0 0.3 0.3(0.012) +0 -0.01 +0 -0.3   dimensions(mm) weight:0.8g ml1220 duration(days) 10000 5000 1000 500 100 50 10 1 1 5 10 50 100 500 1000 5000 10000 consumption current ( m a)  0     2     4      6     8     10   12   14   16    18   20 4.0 3.5 3.0 2.5 2.0 1.5 1.0 0.5 0.0   100k (24 a) temp load discharge capacity(mah) voltage(v)   consumption current vs. duration time nominal voltage (v) nominal capacity (mah) continuous standard load (ma) operating temperature (c)   specification   discharge characteristics 3 17.0 0.03 -20 ~ +60 note: this bare cell diagram is for size reference only. please refer to the tab configurations at the end of this section for available tabs.
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