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		  Datasheet File OCR Text:


		  glc50 commercial/glm50 medical acfinput 90-264fvac,f47-63fhzfsinglefphase.. inputfcurrent maximumfinputfcurrentfatf120fvac,f60fhzfwithffullfratedfoutputfload:f1.5fa hold-upftimef 15fmsfminimumffromflossfoffacfinputfatffullfload,fnominalflinef(115fvac). outputfpower 50fwfcontinuous,f60fwfpeak.fpeakfratingsfarefforf60fsfmaximumfduration,f 10%fdutyfcycle.fduringfpeakfloadfcondition,foutputfregulationfmayfexceedf totalfregulationflimits. outputfregulation tofmaintainfspecifedfregulationfonfmulti-outputfmodels,foutputf#1floadf powerfmustfbefatfleastf1/5thfof,fandfnotfgreaterfthanf5ftimesfoutputf#2floadf power. overloadfprotection fullyfprotectedfagainstfshortfcircuitfandfoutputfoverload.fshortfcircuitfpro - tectionfisfcyclingftypefpowerflimitfonfoutputsf1f&f2;ffoldbackftypefonfoutputf 3.frecoveryfafterffaultfisfautomatic.fseefoutputfratingsfchartfforfadditional notesforfconditions. efciency 70-85%fatffullfratedfload,fnominalfinputfvoltage,fdependingfonfmodelfandf loadfdistribution. minimumfload operatingfwithoutfminimumfloadfwillfnotfdegradefreliability,fbutfregula - tionfmayfbefafected.fmultiplefoutputfmodelsfrequiref20%fminimumfloadf onfv1fforfproperfregulation.fsinglefmodelsfrequiref5%fminimumfloadfwhenf aftransientfloadfgreaterfthanf30%fisfappliedforfremoved,fbutfwillfoperatef withoutfload. inputfprotection internalfacffusefprovided.fdesignedftofblowfonlyfiffafcatastrophicffailurefoc - cursfinfthefunitfusefdoesfnotfblowfonfoverloadforfshortfcircuit. inrushfisflimitedfbyfinternalfthermistors.finrushfatf240fvac, averagedfoverftheffrstfacfhalf-cyclefunderfcoldfstart conditionsfwillfnotfexceedf37fa. 50 watt global performance switchers global performance switchers allfspecifcationsfareftypicalfatfnominalfinput,ffullfloadfatf25 o cfunlessfotherwisefstated features: d c   p o w e r   s u p p l i e s ffspecifications temperaturefcoefcient 0.03%/cftypicalfonfallfoutputs. outputfnoise 0.5%frms,f1%fpk-pk,f20fmhzfbandwidth,fdiferentialfmode.fmeasuredfwithfnoisef probefdirectlyfacrossfoutputfterminalsfoffthefpowerfsupply. transientfresponse 500fsftypicalfresponseftimefforfreturnftofwithinf0.5%fofffnalfvaluefforfaf50%floadf stepfchange.f?i/?t notes: a.ftotalfregulationfisfdefnedfasfthefmaximumfdeviationffromfthefnominalfvoltagefforfallfsteady-statefconditionsfoffinitialfvoltagefsetting,finputflinefvoltagefandfoutputfload. b.ftofmaintainfspecifedfregulationfonfmulti-outputfmodels,foutputf#1floadfpowerfmustfbefatfleastf1/5thfof,fandfnotfgreaterfthanf5ftimesfoutputf#2floadfpower. c.faddfgfsufxftofmodelfnumberfforfrohsfcompliantfmodel. commercialf model medicalf model outputfno. output current minimumf loadf(b) ovpfsetpoint noisefp-p totalf regulationf(a) glc50a glm50a 1 +5.05fv 4fa 0.8fa 6.2ff0.6fv 50fmv 2% 2 +12fv 2.5fa 120fmv +10%,-5% 3 -12fv 0.2fa 120fmv 3% glc50b glm50b 1 +5.05fv 4fa 0.8fa 6.2ff0.6fv 50fmv 2% 2 +15fv 2.5fa 150fmv +10%,-5% 3 -15fv 0.2fa 150fmv 3% glc50d glm50fd 1 +5.05fv 4fa 0.8fa 6.2ff0.6fv 50fmv 2% 2 +24fv 1.5fa 240fmvf +10%,-5% 3 -12fv 0.2fa 120fmv 3% glc50g glm50g 1 +3.3fv 4fa 0.8fa 4.2ff0.6fv 33fmv 2% 2 +12fv 2.5fa 120fmv +10%-5% 3 -12fv 0.2fa 120fmv 3% glc50-3.3 glm50-3.3 1 3.3fv 8fa 0.2 4.2ff0.6fv 66fmv 2% GLC50-5 glm50-5 1 5.1fv 8fa 0.4 6.2ff0.6fv 75fmv 2% glc50-12 glm50-12 1 12fv 4.2fa 0.2 14ff1.1fv 120fmv 2% glc50-15 glm50-15 1 15fv 3.3fa 0.16 18.5ff1.5fv 150fmv 2% glc50-24 glm50-24 1 24fv 2.1fa 0.1 28ff2.5fv 240fmvf 2% glc50-28 glm50-28 1 28fv 1.8fa 0.09 34.5ff2.8fv 280fmv 2% glc50-48 glm50-48 1 48fv 1.1fa 0.05 54ff3.0fv 480fmv 2% glc50fmechanicalfspecifications environmentalffspecifications operating non-operating temperaturef(a) 0ftof50c -40ftof+85c humidityf(a) 0ftof95%frh 0ftof95%frh shockf(b) 20fg pkffff 40fg pk altitude -500ftof10,000fft -500ftof40,000fft vibrationf(c) 1.5fgf rmsf 0.003fg 2 /hz f 5fgf rmsf 0.026fg 2 /hzf a.funitsfshouldfbefallowedftofwarmfup/operatefunderfnon-condensingfcondi - tionsfbeforefapplicationfoffpower.fderatefoutputfcurrentfandftotalfoutputf powerfbyf2.5%fperfcfabovef50c. b.fshockftestinghalf-sinusoidal,f10ff3fmsfduration,ffdirection,f3forthogonalf axes,ftotalf6fshocks.f c.frandomfvibration10ftof2000hz,f6db/octavefroll-offfromf350ftof2000hz,f3f orthogonalfaxes.ftestedfforf10fmin./axisfoperatingfandf1fhr./axisfnon-operating.
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