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		  Datasheet File OCR Text:


		  (1,00mm) .03937" clm, mle series www.samtec.com clm?115?02?l?d clm?125?02?f?d mle?140?01?g?dv mle?120?01?g?dv c lm?11 5 ? 0 2?l?d c lm?12 5 ? 0 2?f?d mle ?14 0?0 1?g ?dv mle?12 0 ? 0 1? g ?dv (0,28)  .011 (1,00)  .03937 (2,54)  .100  (1,00) .03937 100 02  01  no. of positions x (1,00) .03937   + (0,318) .0125 (2,12)  .084  (2,26)  .089  (3,81) .150 (2,41) .095 (5,72) .225 x (3,57) .140 (3,00) .118 (8,26) .325  by  a (0,89) .035  dia (1,36) .054 (7,00)  .275 no. pins per row options 1 02 plating option d mates with:   ftm, ftmh, mw ?p clm a pin/row 04-15 (3,56)  .140 (7,11)   .280 16-50 f-210 ?f = gold ?  ash on  contact,   matte tin on tail ?l = 10" (0,25m)    gold on contact,  matte tin on tail 02 thru 50 ?be = bottom entry (required for bottom entry) ?k = (3,50mm) .138" dia  polyimide ?  lm pick & place pad (7 positions minimum)  ?p = pick & place pad (7 positions minimum)  ?pa = pick & place pad with  integral alignment pin ?tr = tape & reel  packaging no. pins per row options 1 01 plating option dv mates with:   ftm, ftmh, mw mle ?g = 10"  (0,25m)  gold  02 thru 50 ?a = alignment pin (3 positions minimum) metal or plastic at samtec  discretion. ?k = (4,00mm) .1575" dia  polyimide ?  lm pick & place pad (5 positions minimum) ?p = metal pick & place pad (5 positions minimum) ?tr = tape & reel packaging (3,30)  .130  (4,32)  .170  (3,50)  .138  (6,35)  .250  x  (3,18)  .125  (0,71)  .028  (0,64)  .025   dia  no. of positions   x (1,00) .03937 + (0,20) .008   (0,30)  .012  (1,00)  .03937  (3,07)  .121  (1,00)  .03937  100  02  01  (3,12)  .123  ?p ?a note:  some lengths, styles  and options are non-standard, non-returnable. for complete speci  cations and  rec  om  mend  ed pcb layouts  see www.samtec.com?clm insulator material: black lcp contact material:  phosphor bronze plating:  au, sn or snpb over 50? (1,27?) ni  current rating: 3a @ 80? ambient operating temp range:  -55? to +125? contact resistance: 15 m   max insertion depth: top entry = (1,40mm)  .055"  min., bottom entry = (2,41mm)  .095" min. (add board  thickness for correct post oal) insertion force: 1.5oz (0,42n) average normal force: 40 grams (0,39n) average withdrawal force: .75oz (0,21n) average max cycles:   100 with 10? (0,25?) au rohs compliant: ye s for complete speci  cations and  rec  om  mend  ed pcb layouts  see www.samtec.com?mle insulator material: black lcp contact material:  becu operating  temp range:  -55? to +125? plating: au over 10? (0,25?) ni insertion depth: (1,63mm) .064" to (3,18mm)  .125" with (0,38mm) .015"  wipe, pass-through, or  (2,44mm) .096" minimum  for bottom entry insertion force: 2.70oz (0,75n) average withdrawal force: 0.50oz (0,14n) average rohs compliant:  ye s processing ? max processing temp:   230? for 60 seconds, or 260? for 20 seconds 3x    lead-free solderable:  ye s ? smt lead coplanarity:   (0,10mm) .004" max (02-25)  (0,15mm) .006" max (26-50) note:  some lengths, styles  and options are non-standard, non-returnable. application  specific option alignment pin available. call samtec. ?pa specifications specifications rugged  reliable  micro  sockets extended life product 10 year mixed flowing gas (mfg) tm call samtec for maximum cycles
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