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		  Datasheet File OCR Text:


		  www.cynergy3.com ? 2014 cynergy3 components, all rights reserved. specifications are subject to change without prior notice. cynergy3 components  and the cynergy3 components logo are trademarks of cynergy3 components limited. iso 9001 certified ills series submersible tank gauging level transmitter cynergy3 components ltd. 7 cobham road ferndown industrial estate wimborne, dorset bh21 7pe telephone +44 (0) 1202 897969 email:sales@cynergy3.com the ills is designed for use in continuous submersion in liquids such as water, oils and fuels in small tanks, where conventional mechanical level switches and sensors are not ideal and more level ?control? and measurement is required. the probe uses a piezo-resistive silicon sensing technology, isolated from the media by a diaphragm within the stainless steel housing  it offers excellent stability, repeatability and resolution for applications where a small tank level is required, from as low as 1m through to 10 m high tanks. each device is temperature compensated, calibrated and supplied with a traceable serial number and calibration certificate. accuracy  100x 10  cycles 6 insulation resistance 50m @50vdc 

 www.cynergy3.com ? 2014 cynergy3 components, all rights reserved. specifications are subject to change without prior notice. cynergy3 components  and the cynergy3 components logo are trademarks of cynergy3 components limited. iso 9001 certified pressure ranges and passive mv/v outputs nominal pressure, gauge mw g 1 2.5 5 7 10 permissible overpressure mw 20 20 10 50 50 output signals and supply voltages wire systemoutput supply voltage connection wire colours 2-wire 4-20ma 9-32vdc +ve supply brown -ve supply white ground pink cable screen green 3-wire 0.5-4.5vdc 9-32vdc +ve supply brown non-ratiometric -ve supply white +ve output yellow ground pink care must be taken regarding screening and earthing when using voltage output cable  screen green ills series submersible tank gauging level transmitter mechanical dimensions part no pressure range cable length output ills-g0100-5-003 0-1mwg (0-39"wg) 3m 4-20ma ILLS-G0250-5-005 0-2.5mwg (0-98"wg) 5m 4-20ma ills-g0500-5-007 0-5mwg (0-197"wg) 7m 4-20ma ills-g0750-5-010 0-7.5mwg (0-276"wg) 10m 4-20ma ills-g1000-5-015 0-10mwg (0-394"wg) 15m 4-20ma ills-g0100-d-003 0-1mwg (0-39"wg) 3m 0.5 to 4.5v 3wire ills-g0250-d-005 0-2.5mwg (0-98"wg) 5m 0.5 to 4.5v 3wire ills-g0500-d-007 0-5mwg (0-197"wg) 7m 0.5 to 4.5v 3wire ills-g0750-d-010 0-7.5mwg (0-276"wg) 10m 0.5 to 4.5v 3wire ills-g1000-d-015 0-10mwg (0-394"wg) 15m 0.5 to 4.5v 3wire
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