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		  Datasheet File OCR Text:


		  fiber optic mode conditioning patch cable (sc/lc), 1m (3-ft.) model number:  n424-01m   description tripp lites mode conditioning cables are designed for use in gigabit ethernet 1000base-lx applications. n424 series cables convert a singlemode sc gbic to an lc multimode patch bay. they are fully compliant with ieee 802.3z application standards. mode conditioning cables are needed in applications where new high-speed gigabit 1000base-lx routers and switches are being deployed into existing multimode plants. the need for this patch cord is due to the single-mode launch nature of the -lx or long-wave (1300 nm) transceiver modules used for gigabit ethernet. launching a single-mode laser into the center of a multimode fiber can cause multiple signals to be generated that confuses the receiver at the other end of the fiber. these multiple signals, caused by differential mode delay (dmd) effects, severely limit the cable distance lengths for operating gigabit ethernet. a mode conditioning patch cord eliminates these multiple signals by allowing the single-mode launch to be offset away from the center of a multimode fiber.  features use sc gbic singlemode transceivers on multimode fiber backbones with lc patch bays 62.5/125 and 8.3/125 offsets the singlemode laser launch from the center of a multimode fiber available in a variety of connector combinations specifications overview cable type mode conditioning input cable length (ft.) 3 cable length (m) 1 highlights converts singelemode sc gbic to multimode lc patch panel 62.5/125 and 8.3/125  run 1000base-lx gigabit ethernet over mmf by offsetting signal loss applications use when connecting a lx, sc / gbic type fiber transceiver ( singlemode light ) to a multimode backbone through an lc patch bay package includes sc / mode conditioning to lc fiber optic patch cable, 1m ( 3-ft. ) 1 / 2   

 physical color orange; yellow connections connector a lc connector b sc number of connectors 4 warranty product warranty period (worldwide) lifetime limited warranty ? 2015 tripp lite. all rights reserved. all trademarks are the sole property of their respective owners. tripp lite has a policy of continuous improvement. specifications are subject to change without notice. photos may differ slightly from final products. 2 / 2   
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