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		  Datasheet File OCR Text:


		        rf micro devices inc .      7628 thorndike road, greensboro, nc  27409 - 9421     ds 14031 2   for sales or technical support, contact rfmd at +1.336.678.5570 or  customerservice@rfmd.com .     rf micro devices ?   and rfmd ?   are trademarks of rfmd, llc. bluetooth is a trademark owned by bluetooth sig, inc., u.s.a. and licensed for use by rfmd.  all   other trade names,  trademarks , and registered trademarks are the property of their respective owners. ?2013, rf micro devices, inc.     1   of  1     vco - 112/112tc   n ominal operating parameters     parameter   specification   unit   condition   min   typ   max   general performance             frequency range   2000     3200   mhz   100%  production tested   tuning voltage  :                   200mhz   0   1.5     vdc   100% production tested         3200mhz     18   20   vdc   tuning sensitivity:                   2000mhz   44   58   73   mhz/v   100% production tested         2300mhz   55   73   92   mhz/v         2600mhz   106   142   178   mhz/v         2900mhz   65   87   109   mhz/v         3200mhz   35   47   59   mhz/v   output power   10   12.5   16   dbm   output phase noise :                   10khz     - 85   - 79   dbc/hz   100% production tested         100khz     - 105   - 99   dbc/hz         1000khz     - 128   - 122   dbc/hz   power supply   14.75   15   15.25   v   supply current     19   22   ma   harmonic suppression:                   2nd harmonic     - 15   - 10   dbc   100% production tested         3rd harmonic     - 18   - 10   dbc   spurious (non - harmonic)       - 80   dbc     frequency pushing  C   14.75v to 15.25v     1   2.5   mhz p - p     frequency  pulling  C   20 dbrl     40   50   mhz p - p     output impedance     50          modulation:                    bandwidth   20000   35000     khz           input impedance     0.05     k        vco - 112/112tc   package:   to - 8 (cir), 0.504 x 0.504 x 0.27 inches    vco - 11 2   temperature range:   0c to 70c   vco - 11 2 tc  temperature range:   - 55c to 100c    
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