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		  Datasheet File OCR Text:


		  uno-1110 ti cortex am3505 din-rail pc with   2 x lan, 5 x com, 4 x usb specifcations general   ? certifcation   ce, fcc class a, ul, ccc   ? dimensions (w x h x d)  50 x 154 x 127 mm (1.9" x 6.1" x 5")   ? enclosure   aluminium with solid mounting hardware   ? mounting   din-rail, wallmount   ? industrial grounding  isolation between chassis and power ground   ? power consumption   10 ~ 30 v dc  (13 w), at, ground isolation, dual power inputs.   ? weight    0.45 kg   ? system design  fanless design with no internal cabling system hardware   ? cpu   ti cortex a8 am3505 600 mhz   ? memory*   onboard 256 mb ddr2   ? display  db15 vga connector, up to 1024 x 768    ? indicators   power, serial (tx, rx), sd   4 x di/2 x do  4 x programmable led   ? storage   2 x sd card slots (one for boot and another for data storage)   ? other  realtime clock, watchdog timer   ? sim  1 x card slot (reserved for project and will only have 1 x sd  card slot left)   ? expansion  1 x mini pcie card slot (signal protocol: usb differential) *note: up to 512mb ddr2 (reserved for project)  system software   ? operating system  wince 6.0/ linux   ? remote management  built-in advantech diaganywhere agent on windows i/o interface   ? serial ports  4 x rs-232/422/485**, 1 x rs-485  **com3,4 optional isolation by project   automatic rs-485 data fow control, dip switch   confguration   ? serial port speed  rs-232: 300 ~ 115.2 kbps  rs-422/485: 300 ~ 115.2 kbps (max)   ? lan  2 x 10/100base-t rj-45 ports   ? usb  4 x usb 2.0   ? digital input   4 x digital inputs**  dry contact     logic level 0: open    logic level 1: close   ? digital output  2 x digital outputs**   **optional isloation by project   open collect to 30 v  200 ma max load, power dissipation 450mw   ***audio line-out reserved for project environment   ? ingress protection  ip40   ? operating temperature   -10 ~ 70c (14 ~ 158f)   ? storage temperature   -40 ~ 80c (-4 ~ 176f)   ? operating humidity  20 ~ 95% (non-condensing)   ? storage humidity  20 ~ 95% (non-condensing)   ? shock protection  half-sine wave, 30g, 11ms   ? vibration protection  random 1grms accessories   ? 1757002321   63wc to dc uno series power adapter (industrial grade)   ? 1702002600   power cable us plug 1.8 m (industrial grade)   ? 1702002605   power cable eu plug 1.8 m (industrial grade)   ? 1702031801   power cable uk plug 1.8 m (industrial grade)   ? 1700000596   power cable china/australia plug 1.8 m (industrial grade)   ? pwr-249-ae   65w ac to dc power adapter (commercial grade)   ? 1700001524   power cable 3-pin us type 1.8 m (commercial grade)   ? 170203183c   power cable 3-pin eu type 1.8 m (commercial grade)   ? 170203180a   power cable 3-pin uk type 1.8 m (commercial grade) embedded os & automation software   ? 2070012469   image wince 6.0 eng. v3.04 b304 for uno-1110   ? 2070012067   image wince 6.0 tc for uno-1110-r11ae   ? 2070012070   image wince 6.0 kr for uno-1110-r11ae   ? 2070012071   image wince 6.0 jp for uno-1110-r11ae   ? 2070012073   image wince 6.0 sc for uno-1110-r11ae ordering information    ? uno-1110-r11ae  ti cortex am3505 600mhz din-rail pc uno-1110 with  wince 6.0 (english), 1gb sd card   ? PCLS-DIAGAW10   advantech remote monitoring & diagnosis utility   ? sqf-isds1-1g-86e  1gb slc sd card (-40 ~ 85 c)   ? 2070012539  uno-1110 linux mul image   ? ti cortex a8 am3505 600 mhz processor   ? 256 mb ddr2 on board   ? 4 x rs-232/422/485, 1 x rs-485 serial ports   ? dual 10/100 mbps ethernet   ? 2 x sd card slots   ? windows ?  ce 6.0 ready platform and optional uclinux os support   ? included advantech daiganywhere for easy remote confguration & diagnosis   ? din-rail and wallmounting options   ? onboard system & led indicators   ? supports microsoft .net compact framework 3.5   ? fanless and no internal cabling design   ? system/field ground isolation introduction advantechs uno-1110 series are risc-grade embedded platforms that offer up to 2 lan ports, 5 serial ports and 2 sd card slots. the uno-1110 series also come with windows  ce 6.0/linux os, offering an integrated image. additionally, the uno-1110 series operate at temperatures between -10 ~ 70c, and their small size and lightweight design allows it  to be installed in tight industrial environments. the uno-1110 series are excellent communication gateways for converting communication protocols, i/o control, and data storage  in the industrial feld. ? u l all product specifications are subject to change without notice  last updated : 5-may-2015  www.advantech.com/products online download features
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