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		  Datasheet File OCR Text:


		  type:	 quantit y:	 project: catalog number:	 	 fixtu re	 watta ge	 volta ge	 finish	 option	 option	 option	 option luminaires may be altered for design improvement or discontinued without prior notice.  toll free: 866.586.4647  fax: 514.683.8872 260 labrosse, pointe-claire (qc) canada  h9r 5l5   luminis materials kronos is made of an extruded aluminum ballast housing designed to  optimize the functionality of the driver and solid state components. prisma is available with a choice of two interchangeable reflectors. -  aluminum reflector designed to optimize light source performance and  uniformity. -  frosted acrylic refractor with a linear peripheral pattern providing  general upward illumination with efficient down lighting. -  ventilated cast aluminum heat sink to optimize heat management and  luminaire efficacy. -  led array is mechanically secured and easily removable for maintenance  or upgrade. electrical led   driver   standard 0-10v dimming ready. 120/277v multi volt    (50-60hz) with operating temperature of -30oc/-22of to    60oc/140of. output over voltage, output over current and  output short circuit protection with auto-recovery. led   standard 4000k led platform included. other ccts available  from 3000k to 5000k. see electrical options. standard 80 cri.  optional 97 cri for critical color rendering. life 51,000hrs l 77 b 50  (based on iesna tm-21 test method and lm-80 data). 68,000hrs l 70 b 50  (calculated projection from lm-80 data). finish polyester powder coating is applied through an electrostatic process and  oven cured for long term finish. mounting maximum weight: 10.5lbs (4.8kg) mounts on a standard 4 (102) octagonal electrical box with 3 1/2 (89) c/c  mounting holes. certification tested to ul1598 and csa 22.2 #250.  etl  listed damp location. photometric testing per lm79-2008, led light source with lm80 certified  testing. ce certification on request.  rated ip20. kr1550/KR1555	 kronos - led  ceiling pendant luminaire with a choice of frosted  acrylic refractor or an anodized aluminum reflector with  two part inner surface treatment. upper etched surface  combined with multi-faceted specular lower part. optional attachments and accessories are available to  customize and adapt each luminaire to particular design  requirements. 1-  standard heavy duty 45o hang straight swivel, with 5   diameter (127) canopy and universal mounting plate. 2-  7/8 diameter (22) x 36 lg. (914) suspension stem.  precut factory stems are available on request.  (specify stm with desired length) 3-  cast aluminum removable top cover for quick  maintenance. 4-  extruded aluminum driver housing module with a fine  linear stria pattern. 5-  led heat sink specifically designed to optimize heat  dissipation. 6-  set of four aluminum curved arms lens holders. 7-  standard 1/4 (6mm) thick frosted acrylic lens with  center opening for direct access to relamping 8-  kr1550:  frosted acrylic refractor.   KR1555:  aluminum reflector.     inner surface: high performance multi- faceted specular anodized.     exterior surface: satin anodized natural  aluminum.      alternate exterior finish (option rp9) 5 1 2 3 4 8 7 6 1 15 (380) 20.25 (514) 36 (914) kr1550 KR1555 apr  2015 rev.0   luminis.com 

 luminaires may be altered for design improvement or discontinued without prior notice.  toll free: 866.586.4647  fax: 514.683.8872 260 labrosse, pointe-claire (qc) canada  h9r 5l5   luminis kr1550/KR1555	 kronos - led  2 options 	 (refer	 to	 page	 3	 for	 details) typica l	photometry 	summary standard 	colors 	 wht  snow white 	 bkt  jet black 	 bzt  bronze 	 mst  matte silver 	 grt  titanium gray 	 dgt  gun metal 	 cht  champagne optional	 colors 	 cs  custom color 	 ral  ral# color (refer to color chart) model# led light selection voltage  1 finish 	 KR1555 	 kr1550 luminai re	selection suffix 	 l1w12r1 	 l1w18r1 	 l1w30r1 	 l1w48r0 	 l1w65r0 input watts 13w 20w 33w 46w 60w delivered  lumens 1325 1971 3123 4760 6070 cri 80 cct ok 4000 ok         suffix 	 l1w12r1 	 l1w18r1 	 l1w30r1 	 l1w48r0 	 l1w65r0 input watts 13w 20w 33w 46w 60w delivered  lumens 1174 1746 2767 4217 5378 cri 80 cct ok 4000 ok 	 120v  	 277v optional 	 347v ina res yrbltds indoor report   polar graph maximum candela =  3853 kr1550-l1w65r0 prismatic acrylic difuser descriptive	 information	 total delivered lumens 6070 lumens  input watts at 120v: 60 w s/mh = 1.00 source: led cct: 4000k 3500 2500 please visit our web site www.luminis.com for complete i.e.s. formatted download data. 30o 0o 1500 indoor report   polar graph maximum candela =  4745 KR1555-l1w65r0 aluminum reflector descriptive	 information	 total delivered lumens 5378 lumens  input watts at 120v: 60.5 w s/mh = 1.12 source: led cct: 4000k 3500 2500 30o 0o 1500 	 l18f       frosted flat bottom lens (no center opening) 	 lbl       blue luminous edging lens 	 rp9           inner reflector specular aluminum. exterior same color as                    luminaire (KR1555 only). 	 da mp    damp location enclosure accessories mounting 	 stc  safety cable 	 stm  longer hang staright stem. please add length with option      suffix. 	 spg  silver braided power cord with adjustable suspension               cable. 36 in length (other lengths on request.)  electrical 		 	347 l          347v (please consult factory) 	 f s              fuse cct options - 4000k supplied as standard (apply multiplier to listed   values for lumens output reference) 	 k3   3000k cct led. cri 80   ( multiplier 0.94) 	 k3d   3000k cct led.  cri 97  ( multiplier 0 .63) up to 33w only 	 k35   3500k cct led. cri 80   (multiplier  0.98) 	 k5   5000k cct led. cri 80   (multiplier  1.01) note: other cct & higher cri available, please consult factory. emergency for wattage selection l1w12 through l1w48 	 reml2-50  remote mount battery backup for led, 90 min., 7w remote           mount to 50ft - 12 square enclosure with access cover. 	 emlc2       integral battery backup for led, 90 min., 7w integral to           luminaire within oversized ceiling canopy. 	 emlc3       integral battery backup for led, 90 min., 7w integral to           luminaire within a 3.5 dia. tube mounted vertically below           canopy. for wattage selection l1w48 through l1w140 	 reml-50    remote battery backup for led, 90 min., 23w remote           mount to 50ft - 12 square enclosure with access cover. 	 emlc       integral battery backup for led, 90 min., 23w integral to           luminaire within oversized ceiling canopy. 4000k 4000k  luminis.com 

 luminaires may be altered for design improvement or discontinued without prior notice.  toll free: 866.586.4647  fax: 514.683.8872 260 labrosse, pointe-claire (qc) canada  h9r 5l5   luminis kr1550/KR1555	 kronos - led  mounting accessories electrical stm factory cut to size stems up to 144 lg.  (specify length with stm option suffix.  longer stems are available with coupling.  please consult factory.) 36 lg. standard stems can be shortened  on site. spg 4/18 x 36 lg. silver braided power  cable c/w on site adjustable  suspension cable. longer suspension available  on request. l18f frosted acrylic flat bottom lens  (no center opening) luminous  blue edge   lbl clear acrylic luminous blue edging  lens with center opening exterior  same color  as luminaire KR1555 only  rp9  inner reflector specular aluminum exterior same color as luminaire 3 options e:	quaniqrojca junction  box  opening ? 11.00 (279) (4) mtg. holes ? 0.300 (7.6) 2.60 (66) emlc2 7w canopy mount integral 120/277v  emergency battery pack. applicable  to luminaire wattage suffix from l1w12  thru l1w48 emlc 23w canopy mount integral 120/277v  emergency battery pack. applicable to  luminaire wattage suffix from l1w48  thru l1w140 canopy top view ? 15.4 (391) emlc3 7w suspension mount 120/277v  emergency battery pack. applicable  to luminaire wattage suffix from l1w12  thru l1w48 16.0 (406) ? 3.5 (5) tubular  battery pack enclosure 4.1 (104) 12.0 (305) max. distance 50ft. (15.2 m) (4) mtg. holes ? 0.200 (5) reml2-50 7w remote mount 120/277v  emergency battery pack. applicable  to luminaire wattage suffix from l1w12  thru l1w48 reml-50 23w remote mount 120/277v  emergency battery pack. applicable to  luminaire wattage suffix from l1w48  thru l1w140 10.0 (254) 10.0 (254)  
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