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		  Datasheet File OCR Text:


		  ark-ri2150l x86-based intelligent iot controller   ? all-in-one x86-based intelligent and industrial platform with intel ?    core? i3/ i7 processors + intel qm77 pch   ?   supports intel amt8.0   ? integrate video capture, analysis, and iot info sensing   ? multiple iot sensing module available for plug n play installation   ? feature-rich protocol, support .net, c/c++, java, vb   ? supports advantech intelligent video recording software and standard api  for iva (intelligent video analytics) software integration   ? power saving mode and fanless design introduction the fcc compliant advantech x86 based intelligent iot controller, ark-ri2150l, is powered by intel ?  3rd generation core i3-3217ue/i7-3517ue dual core 1.6 ghz/1.7 ghz processor,  intel qm77 express chipset and supports intel amt8.0 management engine interface. it also support power saving mode, fanless design. with changeable embedded modulesand  feature-rich protocol, ark-ri2150l creates a high-performance open platform for easy integration and development in different applications. with advantech ?  iot sensing module,  ark-ri2150 is an intelligent iot controller and enables users to deploy manageable, easy-to-install, high-performance solutions.the free-bundled demo package allows fast creation  of custom applications via an api.it is easy to deploy thevideo recording software, powerview,and iva software which support 4 to 6 channels and enable the video surveillance  system.powerviewalso supports tribridrecording solutions for analog, hd-sdi and ip camera as well as cms function. easy installation com1 dc input hdmi lan 1/lan 2 hdmi vga usb 1/usb 2 usb 3/usb 4 on/off com2 power led/hdd led a ?2.50 72.50 78.50 84.50 102.50 133 238.20 252.50 264.50 4 75.05 3.50 listed e180881 c ? u l us all product specifications are subject to change without notice  last updated : 12-mar-2014  features

 ark-ri2150l specifcations processor system cpu intel ulv core i3 3217ue / intel ulv core i7 3517ue max. speed dual core 1.6 ghz / 1.7 ghz (max turbo frequency 2.8 ghz) l3 cache 3 mb / 4 mb system chipset intel qm77 bios ami efi 64mbit memory technology ddr3 1600mhz, ddr3l 1333 mhz max. capacity 8gb socket 1 x 204-pin so-dimm graphic chipset intel qm77 integrated gfx gen 7 graphic engine directx11, opengl 3.1, and open cl 11 hardware decode acceleration: avc/h.264, m peg-2, vc-1 vga integrated 340.4mhz ramdac, max resolution up to 2048 x 1536 @ 75hz hdmi supports hdmi 1.4 for hd video playback max resolution up to 2560 x 1600 @ 60hz on displayport, max resolution up to 1920 x 1200 @ 60hz on hdmi dual display vga + hdmi or vga + displayport i/o interface com 2 x rs232  usb 2 x usb 3.0 portsand 2 x usb 2.0 ports lan 1 x 10/100/1000 mbps intel 82579lm ethernet controller, support wake on lan 1 x 10/100/1000 mbps intel 82583v ethernet controller, support wake on lan expansion mini pcie 1 x full-size mini pcie (supports msata) 1 x half-size mini pcieer storage ssd supports one internal msata socket power requirement power type  at/atx dc-input 12 v dc minimum power input  12 v, 4 a power adapter ac to dc, dc12 v/5 a, 60 w (optional) software support microsoft windows windows 7, windows 7 embedded, xp professional, xp embedded, wince 7.0 linux ubuntu 12.04 software development  package .net, c/c++, java, vb mechanical &  environmental construction aluminum housing dimensions(w x h x d) 264.5 x 75.1 x 133.0 mm (10.41" x 2.96" x 5.24") weight 2.35 kg operating temperature actual operational temperture may vary depending on used sensing module storage temperature -40 ~ 85 c ( -40 ~ 185 f) operating humidity relative humidity 95% @ 40 c (non-condensing) mounting din-rail mounting, desk/wall-mounting ordering information model name description  ARK-RI2150L-UFAN0E x86-based intelligent controller powered by intel ulv core i7 3517ue 1.7 ghz processor plus package benefts free-bundled rfid demo software flexibleevent actionplan licenseplate  recognition powerfulie browser  monitoring forbiddenzone flexibleanddiverse  recording modes peoplecounting intelligent video recording software optional intelligentvideoanalytics(iva)  www.advantech.com/products online download                               
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