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		  Datasheet File OCR Text:


		  w-25 dimensions shell size a threads ? b ? c d threads accessory in. mm. in. mm. 8 .5000-.1p-.3l-ts-2b .317 8.05 .691 17.55 .3750-32 unef-2a 9 .5625-.1p-.3l-ts-2b .397 10.08 .787 19.99 .4375-28 unef-2a 10 .6250-.1p-.3l-ts-2b .473 12.01 .826 20.98 .5000-28 unef-2a 11 .6875-.1p-.3l-ts-2b .519 13.18 .916 23.27 .5625-24 unef-2a 12 .7500-.1p-.3l-ts-2b .585 14.86 .982 24.94 .6250-24 unef-2a 15 .9375-.1p-.3l-ts-2b .687 17.45 1.097 27.86 .7500-20 unef-2a 18 1.1250-.1p-.3l-ts-2b .884 22.45 1.290 32.77 .9375-20 unef-2a 19 1.1875-.1p-.3l-ts-2b .884 22.45 1.310 33.27 .9375-20 unef-2a 23 1.4375-.1p-.3l-ts-2b 1.135 28.83 1.562 39.67 1.1875-18 unef-2a materials and finishes connector shell aluminum or stainless steel insulator liquid crystal polymer (lcp) seals fluorosilicone rubber, blue pin contact copper alloy, gold over nickel plating socket contact copper alloy, gold over nickel plating, with sst hood contact retainer clip copper alloy, unplated performance specifcations dwv 23 500 vac sea level, 20hd 750 vac, 12 and 16 1800 vac insulation resistance 5000 megohms minimum operating temperature -55 c. to +150 c. immersion, mated mil-std-810 method 512. one meter for one hour. emi 65 db minimum from 1 ghz. to 10 ghz. series 805 mighty mouse triple-start plug 805-001-16 and 805-002-16 dimensions self-locking coupling ? b emi/rfi spring    knurl ? c a thread master key 1.188 (30.18) max d thread a thread emi/rfi spring ? c 1.188 (30.18) max plug with integral  band platform 805-001 plug with  accessory thread 805-002  www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912  ? 2014 glenair, inc.   series 80 mighty mouse  u.s. cage code 06324  printed in u.s.a. dimensions in inches (millimeters) are subject to change without notice. mighty  mouse   with #8 contacts fiber optic    mighty mouse  w
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