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		  Datasheet File OCR Text:


		  tcj type a case size  see table above 226 capacitance code pf code: 1st two digits  represent significant figures, 3rd digit represents multiplier  (number of zeros to follow) m tolerance  m=20% 004 rated dc voltage 002=2.5vdc 004=4vdc 006=6.3vdc 010=10vdc 016=16vdc 020=20vdc 025=25vdc 035=35vdc 050=50vdc how to order r packaging r = lead free 7" reel s = lead free 13" reel technical data: all technical data relate to an ambient temperature of +25c capacitance range: 0.68 f to 220 f capacitance tolerance: 20%  leakage current dcl: 0.1cv  rated voltage (v r )  +85c: 2.5 4 6.3 10 16 16 20 25 35 50 category voltage (v c )  +105c: 12.8 16 20 28 40 category voltage (v c )  +125c: 1.7 2.7 4  7 10 surge voltage (v s )  +85c: 3.3 5.2 8 13 20 20.8 26 33 46 65 surge voltage (v s )   +105c: 16 20 25 35 50 surge voltage (v s )   +125c: 2.2 3.4 5 8 13 temperature range: -55c to +125c, -55oc to +105oc reliability: 1% per 1000 hours at 85c, v r with 0.1/v series impedance, 60% confidence level technical specifications tcj series tantalum solid electrolytic chip capacitors  with conductive polymer electrode case dimensions: millimeters (inches) code eia eia l0.20  w+0.20 (0.008) h+0.20 (0.008) w 1 0.20 a+0.30 (0.012) s min. code metric (0.008) -0.10 (0.004) -0.10 (0.004) (0.008) -0.20 (0.008) a 1206 3216-18 3.20 (0.126) 1.60 (0.063) 1.60 (0.063) 1.20 (0.047) 0.80 (0.031) 1.10 (0.043) b 1210 3528-21 3.50 (0.138) 2.80 (0.110) 1.90 (0.075) 2.20 (0.087) 0.80 (0.031) 1.40 (0.055) c 2312 6032-28 6.00 (0.236) 3.20 (0.126) 2.60 (0.102) 2.20 (0.087) 1.30 (0.051) 2.90 (0.114) d 2917 7343-31 7.30 (0.287) 4.30 (0.169) 2.90 (0.114) 2.40 (0.094) 1.30 (0.051) 4.40 (0.173) g 1206 3216-15 3.20 (0.126) 1.60 (0.063) 1.50 (0.059) max 1.20 (0.047) 0.80 (0.031) 1.10 (0.043) h 1210 3528-15 3.50 (0.138) 2.80 (0.110) 1.50 (0.059) max 2.20 (0.087) 0.80 (0.031) 1.40 (0.055) k 1206 3216-10 3.20 (0.126) 1.60 (0.063) 1.00 (0.039) max 1.20 (0.047) 0.80 (0.031) 1.10 (0.043) p 0805 2012-15 2.05 (0.081) 1.35 (0.050) 1.50 (0.059) max 1.00.1 0.50 (0.020) 0.85 (0.033) (0.0390.004) r 0805 2012-12 2.05 (0.081) 1.30 (0.051) 1.20 (0.047) max 1.00.1 0.50 (0.020) 0.85 (0.033) (0.0390.004) s 1206 3216-12 3.20 (0.126) 1.60 (0.063) 1.20 (0. 047) max 1.20 (0. 047) 0.80 (0.031) 1.10 (0.043) t 1210 3528-12 3.50 (0.138) 2.80 (0.110) 1.20 (0. 047) max 2.20 (0. 087) 0.80 (0.031) 1.40 (0.055) w 2312 6032-15 6.00 (0.236) 3.20 (0.126) 1.50 (0. 059) max 2.20 (0. 087) 1.30 (0.051) 2.90 (0.114) y 2917 7343-20 7.30 (0.287} 4.30 (0.169) 2.00 (0.079) max 2.40 (0.094) 1.30 (0.051) 4.40 (0.173) w 1 dimension applies to the termination width for a dimensional area only. 0300 esr in m for part marking see page 131 lead-free compatible component elektra award 2010 ? conductive polymer electrode reduces ignition failure mode ? lower esr ? 3x reflow 260c compatible ? cv range: 0.68-220f / 2.5-50v ? 13 case sizes available 47

 tcj series tantalum solid electrolytic chip capacitors  with conductive polymer electrode capacitance rated voltage dc (v r ) to 85c f code 2.5v (e) 4v (g) 6.3v (j) 10v (a) 16v (c) 1.0 105 4.7 475 k(500), r(500)  6.8 685 a(200) 10 106 a(300), r(500) a(300) a(200), b(200) t(150,200) 15 156 a(300) a(300) a(200) b(150) 22 226 a(300) a(300), k(400) b(300), t(150) b(150) s(400), t(150) a(200) b(70,200)  33 336 a(300) b(70,200) c(100) t(150) t(70,150) a(200), b(70)  47 476 a(200), t(80) k(400), p(500) b(70), c(100) t(80,120) 68 686 a(250) a(250), b(70)   b(55,70)  t(80) c(100), w(70) 100 107 a(200), b(70) a(200), b(70) b(45,69,70) g(300),  t(150) a(200) , b(45,69,70) 150 157 b(70) b(70) h(200), w(40,70) y(25,40)* 220 227 b(45,70) b(70,200) capacitance and rated voltage, vr (voltage code) range     (letter denotes case size) 125oc rated parts capacitance rated voltage dc (v r ) to 85c f code 16v (c) 20v (d) 25v (e) 35v (v) 50v (t) 0.68 684 b(300) 1.0 105 p(500) b(300) 1.5 155 b(300),c(300) 2.2 225 c(300) 3.3 335 c(200) 4.7 475 c(200) 6.8 685 c(200),d(120) 10 106 b(200), d(120) c(200),y(70) 15 156 b(100) 22 226 y(70) b(100),y(70) 33 336 y(70) y(70) y(100) 47 476 y(70) y(70) 68 686 available ratings, (esr ratings in mohms in brackets) engineering samples - please contact manufacturer *codes under development C subject to change note:   voltage ratings are minimum values. avx reserves the right to supply higher ratings in the same case size, to the same reliability standards. 105oc rated parts 48

 tcj series tantalum solid electrolytic chip capacitors  with conductive polymer electrode ratings & part number reference  moinsture sensitivity level (msl) is defined according to j-std-020. all technical data relates to an ambient temperature of +25oc. capacitance and df are measured at 120hz, 0.5rms with dc bias of  2.2 volts. dcl is measured at rated voltage after 5 minutes. esr allowed to move up to 1.25 times catalog limit post mounting. for typical weight and composition see page 124. note: avx reserves the right to supply a higher voltage rating or tighter tolerance part in the same case size, to the same rel iability standards. rated dcl df esr 100khz rms current (ma) 100khz rms voltage (mv) avx case capacitance voltage (a) % max. (m) msl part no. size (f) (v) max. max. @100khz 25oc 85oc 125oc 25oc 85oc 125oc 2.5 volt @ 85oc (1.7 volt @ 125oc)  tcja686m002#0250 a 68 2.5 17.0 6 250 3 548 493 219 137 123 55 tcja107m002#0200 a 100 2.5 25.0 6 200 3 612 551 245 122 110 49 tcjb107m002#0070 b 100 2.5 25.0 6 70 3 1102 992 441 77 69 31 tcjb157m002#0070 b 150 2.5 37.5 6 70 3 1102 992 441 77 69 31 4 volt @ 85c (2.7 volt @ 125c) tcja156m004#0300 a 15 4 6.0 6 300 3 500 450 200 150 135 60 tcja226m004#0300 a 22 4 8.8 6 300 3 500 450 200 150 135 60 tcja336m004#0300 a 33 4 13.2 6 300 3 500 450 200 150 135 60 tcja476m004#0200 a 47 4 18.8 6 200 3 612 551 245 122 110 49 tcjt476m004#0080 t 47 4 18.8 8 80 3 1000 900 400 80 72 32 tcja686m004#0250 a 68 4 27.2 6 250 3 548 493 219 137 123 55 tcjb686m004#0070 b 68 4 27.2 6 70 3 1102 992 441 77 69 31 tcjt686m004#0080 t 68 4 27.2 8 80 3 1000 900 400 80 72 32 tcja107m004#0200 a 100 4 40.0 6 200 3 612 551 245 122 110 49 tcjb107m004#0070 b 100 4 40.0 8 70 3 1102 992 441 77 69 31 tcjg107m004#0300 g 100 4 40.0 10 300 3 483 435 193 145 130 58 tcjt107m004#0150 t 100 4 40.0 8 150 3 730 657 292 110 99 44 tcjb157m004#0070 b 150 4 60.0 6 70 3 1102 992 441 77 69 31 tcjb227m004#0045 b 220 4 88.0 10 45 3 1374 1237 550 62 56 25 tcjb227m004#0070 b 220 4 88.0 10 70 3 1102 992 441 77 69 31 6.3 volt @ 85c (4 volt @ 125c) tcja106m006#0300 a 10 6.3 6.0 6 300 3 500 450 200 150 135 60 tcjr106m006#0500 r 10 6.3 6.0 6 500 3 332 298 133 166 149 66 tcja156m006#0300 a 15 6.3 9.0 6 300 3 500 450 200 150 135 60 tcja226m006#0300 a 22 6.3 13.2 6 300 3 500 450 200 150 135 60 tcjk226m006#0400 k 22 6.3 13.2 8 400 3 403 363 161 161 145 64 tcjs226m006#0400 s 22 6.3 13.2 8 400 3 403 363 161 161 145 64 tcjt226m006#0150 t 22 6.3 13.2 6 150 3 730 657 292 110 99 44 tcja336m006#0200 a 33 6.3 19.8 6 200 3 612 551 245 122 110 49 tcjb336m006#0070 b 33 6.3 19.8 6 70 3 1102 992 441 77 69 31 tcjb336m006#0200 b 33 6.3 19.8 6 200 3 652 587 261 130 117 52 tcjt336m006#0150 t 33 6.3 19.8 8 150 3 730 657 292 110 99 44 tcja476m006#0200 a 47 6.3 28.2 6 200 3 612 551 245 122 110 49 tcjb476m006#0070 b 47 6.3 28.2 6 70 3 1102 992 441 77 69 31 tclp476m006#0500 p 47 6.3 28.2 10 500 3 346 312 139 173 156 69 tcjk476m006#0400 k 47 6.3 28.2 6 400 3 403 363 161 161 146 64 tcjt476m006#0080 t 47 6.3 28.2 8 80 3 1000 900 400 80 72 32 tcjt476m006#0120 t 47 6.3 28.2 8 120 3 816 735 327 98 88 39 tcjb686m006#0055 b 68 6.3 40.8 8 55 3 1243 1119 497 68 62 27 tcjb686m006#0070 b 68 6.3 40.8 8 70 3 1102 992 441 77 69 31 tcjc686m006#0100 c 68 6.3 40.8 6 100 3 1049 944 420 105 94 42 tcjw686m006#0070 w 68 6.3 40.8 8 70 3 1134 1021 454 79 71 32 tcjb107m006#0045 b 100 6.3 60.0 10 45 3 1374 1237 550 62 56 25 tcjb107m006#0069 b 100 6.3 60.0 10 69 3 1110 999 444 77 69 31 tcjb107m006#0070 b 100 6.3 60.0 10 70 3 1102 992 441 77 69 31 tcja157m006#0200 a 150 6.3 90.0 10 200 3 612 551 245 122 110 49 tcjb157m006#0045 b 150 6.3 90.0 10 45 3 1374 1237 550 62 56 25 tcjb157m006#0069 b 150 6.3 90.0 10 69 3 1110 999 444 77 69 31 tcjb157m006#0070 b 150 6.3 90.0 10 70 3 1102 992 441 77 69 31 tcjh157m006#0200 h 150 6.3 90.0 6 200 3 632 569 253 126 114 51 tcjw157m006#0040 w 150 6.3 90.0 6 40 3 1500 1350 600 60 54 24 tcjw157m006#0070 w 150 6.3 90.0 6 70 3 1134 1021 454 79 71 32 tcjb227m006#0070 b 220 6.3 132.0 10 70 3 1102 992 441 77 69 31 tcjb227m006#0200 b 220 6.3 132.0 10 200 3 652 587 261 130 117 52 10 volt @ 85c (7 volt @ 125c) tcjk475m010#0500 k 4.7 10 4.7 6 500 3 346 312 139 173 156 69 tcjr475m010#0500 r 4.7 10 4.7 6 500 3 332 298 133 166 149 66 tcja106m010#0300 a 10 10 10.0 6 300 3 500 450 200 150 135 60 tcja156m010#0200 a 15 10 15.0 6 200 3 612 551 245 122 110 49 49

 tcj series tantalum solid electrolytic chip capacitors  with conductive polymer electrode ratings & part number reference  voltage derating vs temperature recommendation 100% 100% 83% 67% 80% 67% 53% 80% 0% 20% 40% 60% 80% 100% 120%  -55c 0c 85c 105c 125c rated range recommended derating moisture sensitivity level (msl) is defined according to j-std-020. all technical data relates to an ambient temperature of +25oc. capacitance and df are measured at 120hz, 0.5rms with dc bias of 2.2 volts. dcl is measured at rated voltage after 5 minutes. esr allowed to move up to 1.25 times catalog limit post mounting. for typical weight and composition see page 124. note: avx reserves the right to supply a higher voltage rating or tighter  tolerance part in the same case size, to the same reliability standards. rated dcl df esr 100khz rms current (ma) 100khz rms voltage (mv) avx case capacitance voltage (a) % max. (m) msl part no. size (f) (v) max. max. @100khz 25oc 85oc 125oc 25oc 85oc 125oc tcjb226m010#0300 b 22 10 22.0 6 300 3 532 479 213 160 144 64 tcjt226m010#0150 t 22 10 22.0 6 150 3 730 657 292 110 99 44 tcjb336m010#0070 b 33 10 33.0 6 70 3 1102 992 441 77 69 31 tcjb336m010#0200 b 33 10 33.0 6 200 3 652 587 261 130 117 52 tcjc336m010#0100 c 33 10 33.0 6 100 3 1049 944 420 105 94 42 tcjt336m010#0070 t 33 10 33.0 6 70 3 1069 962 428 75 67 30 tcjt336m010#0150 t 33 10 33.0 6 150 3 730 657 292 110 99 44 tcjb476m010#0070 b 47 10 47.0 6 70 3 1102 992 441 77 69 31 tcjc476m010#0100 c 47 10 47.0 6 100 3 1049 944 420 105 94 42 16 volt @ 85c (10 volt @ 125c) tcja685m016#0200 a 6.8 16 10.9 6 200 3 612 551 245 122 110 49 tcja106m016#0200 a 10 16 16.0 6 200 3 612 551 245 122 110 49 tcjb106m016#0200 b 10 16 16.0 6 200 3 652 587 261 130 117 52 tcjt106m016#0150 t 10 16 16.0 6 150 3 730 657 292 110 99 44 tcjt106m016#0200 t 10 16 16.0 6 200 3 632 569 253 126 114 51 tcjb156m016#0150 b 15 16 24.0 6 150 3 753 677 301 113 102 45 tcjb226m016#0150 b 22 16 35.2 6 150 3 753 677 301 113 102 45 rated dcl df esr 100khz rms current (ma) 100khz rms voltage (mv) avx case capacitance voltage (a) % max. (m) msl part no. size (f) (v) max. max. @100khz 25oc 85oc 105oc 25oc 85oc 105oc 16 volt @ 85c (12.8 volt @ 105c) tcjy336m016#0070 y 33 16 52.8 6 70 3 1336 1203 869 94 84 61 tcjy476m016#0070 y 47 16 75.2 6 70 3 1336 1203 869 94 84 61 20 volt @ 85c (16 volt @ 105c) tcjy226m020#0070 y 22 20 44.0 6 70 3 1336 1203 869 94 84 61 tcjy336m020#0070 y 33 20 66.0 6 70 3 1336 1203 869 94 84 61 tcjy476m020#0070 y 47 20 94.0 6 70 3 1336 1203 869 94 84 61 25 volt @ 85c (20 volt @ 105c) tcjp105m025#0500 p 1.0 25 2.5 6 500 3 346 312 225 173 156 113 tcjb156m025#0100 b 15 25 37.5 10 100 3 922 830 599 92 83 60 tcjb226m025#0100 b 22 25 55.0 10 100 3 922 830 599 92 83 60 tcjy226m025#0070 y 22 25 55.0 10 70 3 1336 1203 869 94 84 61 tcjy336m025#0100 y 33 25 82.5 6 100 3 1118 1006 727 112 101 73 35 volt @ 85c (28 volt @ 105c) tcjb106m035#0200 b 10 35 35.0 10 200 3 652 587 424 130 117 85 tcjc106m035#0200 c 10 35 35.0 6 200 3 742 667 482 148 133 96 tcjy106m035#0070 y 10 35 35.0 6 70 3 1336 1203 869 94 84 61 50 volt @ 85c (40 volt @ 105c) tcjb684m050#0300 b 0.68 50 3.4 6 300 3 532 479 346 160 144 104 tcjb105m050#0300 b 1.0 50 5.0 6 300 3 532 479 346 160 144 104 tcjb155m050#0300 b 1.5 50 7.5 6 300 3 532 479 346 160 144 104 tcjc155m050#0300 c 1.5 50 7.5 6 300 3 606 545 394 182 163 118 tcjc225m050#0300 c 2.2 50 11 6 300 3 606 545 394 182 163 118 tcjc335m050#0200 c 3.3 50 16.5 8 200 3 742 667 482 148 133 96 tcjc475m050#0200 c 4.7 50 23.5 8 200 3 742 667 482 148 133 96 tcjc685m050#0200 c 6.8 50 34.0 8 200 3 742 667 482 148 133 96 tcjd685m050#0120 d 6.8 50 34.0 10 120 3 1118 1006 727 134 121 87 tcjd106m050#0120 d 10 50 50.0 10 120 3 1118 1006 727 134 121 87 voltage vs temperature rating 100% 80% 100% 80% 80% 0% 10% 20% 30% 40% 50% 60% 70% 80% 90% 100% -55c 0c 40c 60c 85c 105c rated range recommended derating 50
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