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		  Datasheet File OCR Text:


		  title scale date dr dwg rev the information contained in this document is proprietary to e-switch and is not to be copied or transferred sheet    of rev pcr no description date by rr11431100   10/21/2014 38-RR11431100 a rc 1 1  1 1 2 panel thickness (x) dim. 0.75 to 1.25 20.2mm 20.6mm 2.00 to 3.00 20.4mm 1.25 to 2.00 panel cutout a 21650 release for production 10/21/14 rc ? 23.00 [.906 in] 2.00 [.079 in] 22.60 ? .50 .890 ? .020  in [] 14.60 [.575 in] 7.10 [.280 in] 4.80 [.189 in] 5.50 ? .50 .217 ? .020  in [] 20.80 [.819 in] (x) dim 2.10 [.083 in] 20.80 [.819 in] 5.00 [.197 in] ? 20.00 [.787 in] note:   1. dimensions in mm [inch]   2. general tolerance:  x.x =    0.4                                      x.xx =    0.25   3. terminal numbers for ref only   4. contact material: silver   5. contact rating: ansi/ul 1054 can/usa c22.2 no. 55 (e194579):                                   10a @ 125vac [ur, cur]                                             en 61058-1: 2002:                                   6a 250~    1e4 t85/55 [enec14, semko]     6. contact resistance: 35m ?  max. @ 50vac   7. insulation resistance: 100m ?  min. @ 500vac   8. dielectric strength: 1,500vac for 1 minute   9. electrical life: 6,000 cycles [ur, cur]                                  10,000 cycles [enec14, semko]                                  10. operating temperature: -20c to 105c [ur, cur]                                                   -20c to 85c [enec14, semko]  11.    denotes critical parameter  12. 2002/95/ec (rohs) compliant   body color: black acuator color: black 1 pos. 2 pos. pos. 1 pos. 2 switch function off (on) open 2-1   circuit: spst off - momentary on 1 2 17.20 [.677 in] 20.00 [.787 in] ? 1.60 [.063 in] 3.20 [.126 in] 12.40 [.488 in] .80 [.031 in]
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