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		  Datasheet File OCR Text:


		  77 ?b ?d 4 holes .032 (0.81) thick c typ a bsc flange mount gaskets protect equipment from moisture ingress and contamination.  conductive gaskets reduce emi problems. these die-cut elastomeric gaskets ft series  970 square fange connectors. fluorosilicone gaskets shell  size part number a bsc. b dia. c typ. d dia. in. mm. in. mm. in. mm. in. mm. 18 930-014f18 1.015 25.78 1.187 30.15 1.383 35.13 .146 3.71 20 930-014f20 1.140 28.96 1.374 34.90 1.508 38.30 .146 3.71 24 930-014f24 1.281 32.54 1.562 39.67 1.718 43.64 .146 3.71 28 930-014f28 1.568 39.83 1.874 47.60 2.138 54.31 .170 4.32 32 930-014f32 1.734 44.04 2.062 52.37 2.328 59.13 .170 4.32 36 930-014f36 1.984 50.39 2.302 58.47 2.578 65.48 .170 4.32 40 930-014f40 2.234 56.74 2.562 65.07 2.828 71.83 .170 4.32 about fluorosilicone fluorosilicone (fvmq) offers  excellent resistance to hydrocarbons,  oils, petroleum fuels and greases.  suitable for use with mineral-based  hydraulic fuids. continuous operating  temperature -60c to +175c, +200c  intermittent. meets mil-dtl-25988. viton? gaskets shell  size part number a bsc. b dia. c typ. d dia. in. mm. in. mm. in. mm. in. mm. 18 930-014v18 1.015 25.78 1.187 30.15 1.383 35.13 .146 3.71 20 930-014v20 1.140 28.96 1.374 34.90 1.508 38.30 .146 3.71 24 930-014v24 1.281 32.54 1.562 39.67 1.718 43.64 .146 3.71 28 930-014v28 1.568 39.83 1.874 47.60 2.138 54.31 .170 4.32 32 930-014v32 1.734 44.04 2.062 52.37 2.328 59.13 .170 4.32 36 930-014v36 1.984 50.39 2.302 58.47 2.578 65.48 .170 4.32 40 930-014v40 2.234 56.74 2.562 65.07 2.828 71.83 .170 4.32 about viton? viton? fluoroelastomer (fkm)  offers excellent resistance to high  temperatures, ozone and solvents.  continuous operating temperature  -20c to +200c.  conductive fluorosilicone gaskets shell  size part number a bsc. b dia. c typ. d dia. in. mm. in. mm. in. mm. in. mm. 18 930-014x18 1.015 25.78 1.187 30.15 1.383 35.13 .146 3.71 20 930-014x20 1.140 28.96 1.374 34.90 1.508 38.30 .146 3.71 24 930-014x24 1.281 32.54 1.562 39.67 1.718 43.64 .146 3.71 28 930-014x28 1.568 39.83 1.874 47.60 2.138 54.31 .170 4.32 32 930-014x32 1.734 44.04 2.062 52.37 2.328 59.13 .170 4.32 36 930-014x36 1.984 50.39 2.302 58.47 2.578 65.48 .170 4.32 40 930-014x40 2.234 56.74 2.562 65.07 2.828 71.83 .170 4.32 about conductive  fluorosilicone high performance silver-filled  fuorosilicone has excellent corrosion  resistance in harsh environments. 90  db plane wave shielding efectiveness  at 10ghz, continuous operating  temperature -55  c to +160  c, resistant  to solvents and fuels. material meets  mil-dtl-83528 type d. 930-014 flange mount gaskets series 970 powertrip? connectors and accessories accessories 930-014 flange mount gaskets  www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ? 818-247-6000  ?  fax 818-500-9912  accessories b h  ? 2013 glenair, inc.   series 970 powertrip?   cage code 06324  printed in u.s.a.                                                                                                                                             
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