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		  Datasheet File OCR Text:


		  130ma axial leaded high speed switching diode   1   of 2   features maximum ratings and electrical characteristics @ t a = 25  c unless otherwise specified     mechanical data 1.6 max 25.4 min 25.4 min 3.04 max 0.55 max do-34   h i g h  s wi tc hin g speed:  m a x . 4  ns  co n t inu o u s re v erse  v o l tage: m a x . 75 v  repet i t iv e pea k  re v erse  v o l tage: m a x . 100 v  pb / rohs free 1SS130    c a s e:  do-34 g l ass case w e i g h t:  appro x . 0.093g  s y m bol v a l ue u n it v rrm 100 v v rm 75 v m a x i m u m a v e r a g e  f o r w a r d c u rr e nt i f 130 ma m a x i m u m p ea k  f o r w a r d c u rr e nt i fm 400 ma m a x i m u m p o w e r d i ss ip a t i on p d 300 mw m a x i m u m n o n -r e p e t i t i v e p ea k  f o r w a r d c u rr e n t  i f sm 600 ma m a x i m u m j un c t i o n t e m p e r a t u re t j 175  c s t o r a g e t e m p e r a t u r e r a nge t s - 65  t o + 175  c p a r a m eter m a x i m u m r e p e t i t i v e p ea k r e v e r s e v o l t a ge m a x i m u m c o n t inu o u s r e v e r s e v o l t a ge p a r a m eter s y m bol m in. t y p. m ax. u nit r e v e r s e c u rr e nt i r v r = 20  v - - 0 .5 m a f o r w a r d v o l t a ge v f i f = 10 ma - - 1 .0 v c a p a c i t a n c e b e t w ee n  t e r m in a ls c t - - 4 .0 pf i f = 10 m a  , v r = 6  v r l = 50  w  t e s t co n d i t i on f = 1 m h z  ; v r = 0   v r e v e r s e r e c o v e r y t i me ns 4 .0 - - t rr

   2   of 2   fig. 1 - d e r a ti n g  cur ve  fo r  o u t p ut fig. 2 - p o w e r d a r a ti n g  cur ve              r e c tifi e d curr e nt        0 25 50 75 100 125 150 175          0 25 50 75 75 100 125 150 175 a mb i e n t t empe r a t ur e ,  (   c) a mb i e n t t empe r a t ur e ,  (   c) fig. 3 -  t yp i c a l fo r w a rd ch a r a c t e r i s ti cs fig. 4 -  t yp i c a l  r eve r se ch a r a c t e r i s ti cs 120 90 60 30 150 10 3 10 2 400 0 500 0 300 200 100 80 10 100 10 100 0 20 40 60 120 r e v e r se     v o l t a g e   , v o l ts power dissipation , mw average forward output  current, ma forward current,   ma  reverse current, na t a  =  25   c t a  =  100   c 1 t a =  25   c 140 fo r w a rd v o l t a g e ,  v o l ts 0 0 .2 0 .4 0 .6 0 .8 1 .0 1 .2 1 ..4 1 .6 1 .8 2 .0 10 4 0
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