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		  Datasheet File OCR Text:


		  (2,54 mm) .100" sl, sdl series  sl?120?g?10 (3,89 mm) .153" bbl sl www.samtec.com note:  some lengths,  styles and options are  non-standard, non-returnable. 1 no. pins per row sl = single row low pro?  le socket strip sdl = double row low pro?  le socket strip type strip ?19 micro-socket (hollow leg) for lif specify ?39 ?12 micro-socket (hollow leg) ?11 low pro?  le (standard mount) for lif specify ?31 ?10 low pro?  le (hollow leg) micro socket standard socket (reference only.  not available  with sl & sdl) mates with: ts, td, hts, bbs, bbd,  bbl, bdl, bhs low insertion force (lif) available plating option lead style ?g = 30" (0,76 m) gold contact, 10" (0,25m)  gold shell ?t  = 30"  (0,76 m)  gold contact, tin shell ?tt = tin contact and shell (lif not available) contact length =   (1,58 mm) .062"  lead dia accepted =   (0,41 mm) .016" to (0,51 mm) .020"  insertion depth =   (1,65 mm) .065" to (3,81 mm) .150"  style 12 component part no. =  sc-5p1 contact length =   (1,58 mm) .062"  lead dia accepted =   (0,41 mm) .016" to (0,53   mm) .021"  insertion depth =   (2,03 mm) .080" to (2,67 mm) .105"  style 11 component part no. =  sc-4p1 style 31 component part no. =  ez-4p1 contact length =   (2,11 mm) .083"  lead dia accepted =   (0,38 mm) .015"  to  (0,51 mm) .020" insertion depth =   (2,67 mm) .105" to  (4,32 mm) .170"  style 10 component part no. =  sc-3p1 contact length =   (1,58 mm) .062"  lead dia accepted =   (0,41 mm) .016" to (0,51 mm) .020"  insertion depth =   (1,65 mm) .065" to (3,56 mm) .140"   style 19 component part no. =  sc-8p1 style 39 component part no. =  ez-8p1   (4,45) .175 (2,11) .083 (0,25) .010 (1,32) .052 dia (0,74) .029 dia (1,83) .072 dia (4,19) .165 (2,41) .095 (0,51) .020 (1,32) .052 dia (0,76) .030 dia (1,83) .072 dia (4,83) .190 (5,84) .230 (1,83) .072 dia (3,35) .132 (0,51) .020 (1,32) .052 dia (1,32) .052 dia (0,51) .020 dia (0,76) .030 dia (1,83) .072 dia (6,10) .240 (3,10) .122 (0,76) .030 ?  achieve low pro? le  without sacri? cing  insertion depth! ?   choice of four precision  screw machined lead  styles. ?   exceptionally low pro? le,  down to (2,11 mm) .083"   off of board. ?   mates with bbl or bdl  for board stacking  spaces down to  (3,89 mm) .153"  01  thru  36 01  thru  32 (2,54) .100 x no. of positions (2,54) .100 (2,54) .100 typ (2,54) .100 x no. of positions (5,08) .200 (2,54) .100 typ (1,27) .050 (1,27) .050 (2,54) .100 f-214 for complete speci? cations  see www.samtec.com?sl or  www.samtec.com?sdl insulator material:  black glass filled polyester contact/shell materials:  becu/brass plating:   au or sn over  50" (1,27 m) ni operating temp  range: -55c to +125c with gold -55c to +105c with tin contact resistance: 10 m  insertion force: (single contact only) standard =  9 oz (2,50 n) avg.,  16 oz (4,45 n) max    ((0,43 mm) .017" dia probe) low insertion force =    2.5 oz (0,70 n) avg.,    5.5 oz (1,53 n) max    ((0,43 mm) .017" dia probe) withdrawal force: (single contact only) standard =  2.5 oz (0,70 n) avg.,  1.5 oz (0,42 n) min  ((0,43 mm) .017" dia probe) low insertion force  = 2.0 oz (0,56 n) avg.,  0.5 oz (0,14 n) min ((0,43 mm) .017" dia probe) rohs compliant:  ye s lead-free solderable: wave only     o n l y   . 0 8 3 ?   ( 2 , 1 1   m m )     only .083? (2,11 mm)  a b o v e   p . c .   b o a r d above p.c. board features specifications low  profile  machined  socket  strips for complete scope of  recognitions see  www.samtec.com/quality recognitions




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SL-105-T-12 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























