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		  Datasheet File OCR Text:


		  led-20w seriesC line voltage dimmable constant current led drivers elv & inc 100-10% dimmable   black magic thermal advantage? plastic housing elv dimming product specifcations model number output voltage  range (vdc) output current   (ma 4%) max. output   power (w) typical   effciency led20w-40-c0350-te 20-40 350 14 86% led20w-40-c0500-te 20-40 500 20 86% led20w-36-c0550-te 18-36 550 20 88% led20w-28-c0700-te 14-28 700 19.6 86% led20w-17-c1050-te 8-17 1050 17.8 84% led20w-17-c1200-te 8-17 1200 20 84% led20w-12-c1660-te 7-12 1660 20 84% inc dimming product specifcations model number output voltage  range (vdc) output current   (ma 4%) max. output   power (w) typical   effciency led20w-40-c0350-le 20-40 350 14 86% led20w-40-c0500-le 20-40 500 20 86% led20w-36-c0550-le 18-36 550 20 88% led20w-28-c0700-le 14-28 700 19.6 86% led20w-17-c1050-le 8-17 1050 17.8 84% led20w-17-c1200-le 8-17 1200 20 84% LED20W-12-C1660-LE 7-12 1660 20 84% electrical specifcations input voltage range: 120-230 vac nom. with dimmer,   100-277 vac nom. without dimmer (90-305 v min/max) frequency: 50/60 hz nom. (47-63 hz min/max) power factor: >0.90 @ full load, 100v through 277v  inrush current:  pg 2 of 2 dimensions - inches (mm) ul conditions of acceptability see website for additional information tc = 90 c max  output red (+) blue (-) input white (n) black (l) wire specs: input leads:  18 awg, rated 600 v, 105c, min. output leads:  18 awg, rated 300 v, 105c, min. all wires are stranded with solder dipped ends. output current / dimmer conduction angle -t e   (e l v)  o r   -l e   (incan)  d i m m e r   angle (degrees) o u tp u t  c u r r e n t  % 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145 150 155 110 100 90 80 70 60 50 40 30 20 10 0 50% load pf power factor / load 60% 70% 80% 90% 100% 50% load thd thd / load 60% 70% 80% 90% 100% 1 20v a c   2 77v a c 1 20v a c   2 77v a c 0.00 0.10 0.40 0.30 0.20 0.50 0.80 0.70 0.60 0.90 1.00 0% 20% 15% 10% 30% 25% 35% 40% 45% 50% typical efficiency / load 75% 70% 80% 85% 90% 100% 95% normalized output voltage efficiency 60% 70% 80% 90% 100% 1 20v a c 2 77v a c led20w-le/te series 40 45 case hotspot temperature  (c) lifetime  (khrs) lifetime / case temperature full load @ 120vac 0 60 90 115 75 15 30 45 130 50 55 60 65 70 75 80 85 90 note:   life calculations are based on reliability with confdence using  a 90% confdence level and 
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