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		  Datasheet File OCR Text:


		  1 the PE71S6089 is a single pole six throw rf coaxial relay switch that operates from dc to 40 ghz. the  switch has a 28 vdc latching actuator.  the switch has 2.92mm rf connectors and operates from -40 deg c to  +85 deg c. features ?   single pole six  throw relay switch ?   dc to 40 ghz frequency range ?   2m operating life ?   5 w att avg power min ?   -40 to +85 deg c operating  temperature ?   insertion loss 1.1 db max ?   vswr 2.2:1 max applications ?   high performance relay switch ?   military communications ?   communications systems ?   t est & measurement electrical specifcations frequency range   dc to 40 ghz impedance   50 ohms actuator   latching control voltage   28 v olts / positive common operating current   98 ma ttl inputs (e): - high level   2.2 to 5.5 v olts / 0.8 ma at 5.5 volts                            - low level   0 to 0.8 v olts / 0.02 ma at 0.8 volts rf characteristic   description   band 1   band 2   band 3   band 4   band 5   units   frequency range   dc to 8   8 to 12.4   12.4 to 18   18 to 26.5   26.5 to 40   ghz   vswr   1.3:1   1.4:1   1.5:1   1.7:1   2.2:1     insertion  loss   0.3   0.4   0.5   0.7   1.1   db   isolation   70   60   60   55   45   db   average power @25 c   3 5   3 0   2 5   1 5   5   w atts     .       mechanical specifcations connector type   2.92mm  female operating life   2,000,000 terminals   solder pins switching time (nominal voltage, 25c)   < 10 ms typ environmental specifcations temperature operating range   -40 to +85 deg c storage range   -55 to +85 deg c click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   sp6t electromechanical relay switch dc to 40 ghz, 2.92mm, 60 watts, 28v control with  latching  PE71S6089 PE71S6089 PE71S6089  rev 1.0 sp6t electromechanical relay switch dc to 40 ghz,  2.92mm, 60 watts, 28v control with latching    technical data sheet

 2 shock   mil-std 202, method 213b, cond. c vibration   mil-std 202, method 204d, cond. d . compliance certifcations  (visit www.pasternack.com for current document)   rohs compliant   plotted and other data notes:   ?   values at +25 c, sea level ?   esd sensitive material, transport material in approved esd bags. handle only in approved esd workstation sp6t electromechanical relay switch dc to 40 ghz, 2.92mm, 60 watts, 28v control with latching from pasternack  enterprises has same day shipment for domestic and international orders. our rf, microwave and millimeter wave products  maintain a 99% availability and are part of the broadest selection in the industry. click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory  and  certifcations:   sp6t electromechanical relay switch dc to 40 ghz, 2.92mm, 60 watts, 28v control with  latching  PE71S6089 url:  http://www.pasternack.com/2.92mm-sp6t-electromechanical-relay-switch-40-ghz-latching-PE71S6089-p.aspx       PE71S6089 PE71S6089  rev 1.0 sp6t electromechanical relay switch dc to 40 ghz,  2.92mm, 60 watts, 28v control with latching    technical data sheet

 3 PE71S6089  cad drawing sp6t electromechanical relay switch dc to 40 ghz,  2.92mm, 60 watts, 28v control with latching PE71S6089  rev 1.0  

 4 PE71S6089  cad drawing sp6t electromechanical relay switch dc to 40 ghz,  2.92mm, 60 watts, 28v control with latching PE71S6089  rev 1.0  
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