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		  Datasheet File OCR Text:


		                   product data sheet      part number:  C1155  revision level:  04  date:  novembe r 16, 2010              1c 20 19/32 tc; pe oas ncpvc  rg 58c/u type coaxial  cable    a.     construction   diameters           1)     conductor:  #20 awg 19/32 tinned copper  0.039 nom.   2)     insulation:  0.0385 wall solid polyethylene  0.116 nom.  3)     braid:  tinned copper braid  0.138 nom.      95% nom. coverage    4)     jacket:  0.028 wall non-contaminating pvc - black  0 .195 +/- 0.005  5)     print legend:  carol (r)  --  C1155    rg58c/u type 50 ohm coaxia l cable --   made in  usa --  (mo/yr & seq/ ftg marking)    b.     industry approvals                                 mil-c-17g  rg58c/u type    c.     electrical properties           1)     temperature:  -20c to +80c  2)     suggested working voltage (vrms):  30  3)     conductor d.c. resistance:  10.08 ohms/1000 ft. nom . @ 20 c  4)     shield resistance:  4.3 ohms/1000 ft. nom. @ 20 c  5)     capacitance:  30.0 pf/ft. @ 1khz nom.  6)     characteristic impedance:  50 ohms @ 1 mhz nom.  7)     velocity of propagation  66.0 % nom.  8)     attenuation (nominal):    freq. (mhz)  db/100 ft.  1  0.42  10  1.50  50  3.70  100  5.40  200  8.10  360  12.20  500  13.86  1000  19.00  2000  28.00  3000  36.00             note:  data are subject to change without notice.   contact your customer service representative for la test information.         rev. 03: was dated 01/05/2000 from manchester  rev. 04: edit cond from 19/.0071 to 19/32 , revise  print e# , temp from -20c to +80c, edit attenuation   up to 3ghz & rohs compliant C gt       
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