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		  Datasheet File OCR Text:


		  mic-3042   ? 8-slot 6u compactpci ?  backplane   ? ac cpci 500 w + 250 w redundant (2+1) power supplies   ? picmg 2.16 (compactpci packet switching backplane) compliance   ? picmg 2.5 (compactpci computer telephony) compliance 4u compactpci ?  enclosure with cpci power  supply (ct bus non-ct bus or picmg 2.16) introduction the mic-3042 is a 4u enclosure designed for standard cpci power supplies. it is equipped with a cpci 500 w redundant 2+1 power supply with hot-swap support. the system has  8 slots for compactpci boards and 6 slots for ieee 1101.11 rear i/o transition boards. the mic-3042 comes with a built-in high quality backplane that supports 64-bit / 66 mhz pci  cards. the standard confguration includes a h.110 ct bus that complies with picmg 2.5, which is the open architecture used to build telecom solutions. specifcations mic-3042a mic-3042b mic-3042c backplane 6u slot system x 1, peripheral x 6,    switch x 1, rear transition x 8    (80 mm, ieee1101.11 compliant) system x 1, peripheral x 6,    media x 1, rear transition x 7    (80 mm, ieee1101.11 compliant) system x 1, peripheral x 7,    rear transition x 8    (80 mm, ieee1101.11 compliant) bus up to 64-bit/66 mhz pci bus h.110 ct bus  yes yes no v (i/o) +3.3 v/+5 v (selectable) cooling fan 2 (front: 193 cfm, rear: 61.3 cfm) power supply input ac 100 ~ 254 v @ 50 ~ 60 hz, full range (mic-3042x-a) output ac cpci 250 w redundant power module +3.3 v +5 v +12 v -12 v max. load 36 a 50 a 10 a 1 a min. load 0 a 2.0 a 0 a 0 a environment operating non-operating temperature 0 ~ 45 c (32 ~ 113 f) -20 ~ 60 c (-4 ~ 140 f) humidity 20 ~ 90% @ 40 c, non-condensing 10 ~ 95% @ 40 c, non-condensing shock 10 g 30 g vibration (5 ~ 500 hz) 1.0 grms 2.0 g physical characteristics dimensions (w x h x d) 440 x 177 x 320 mm (17.3" x 7" x 12.6") weight 18 kg (39.7 lb)  reliability mtbf backplane fan module power supply 800, 000 hours 50, 000 hours @ 25 c 100, 000 hours @ 70% load serviceability mttr 5 minutes compliance picmg 2.0 r3.0 compactpci specifcation picmg 2.1 r2.0 compactpci hot swap specifcation picmg 2.5 r1.0 compactpci computer telephony specifcation picmg 2.11 r3.0 front-access power connectors specifcation picmg 2.16 r1.0 compactpci packet switching backplane specifcation (mic-3042b, mic-3042c are not compliant with picmg 2.16) rohs, ce, fcc, ul, ccc rohs compliant 2002/95/ec all product specifications are subject to change without notice  last updated : 10-jul-2014  features

   recommended confgurations enclosure  cpu board  rear i/o board  chassis management module mic-3042ae MIC-3042A-AE mic-3042be mic-3042b-ae mic-3392a-mxe, mic-3392b-mxe,  mic-3392a2-mxe, mic-3392b2-mxe,  mic-3392le rio-3310s-a2e, rio-3310be included mic-3924l-ae or optional mic-3927ce mic-3042ce mic-3042c-ae mic-3392a-mxe, mic-3392b-mxe,  mic-3392a2-mxe, mic-3392b2-mxe,  mic-3392le mic-3395a1-m4e, mic-3395a2-m4e,  mic-3395c1-m4e   mic-3396ha-m8e, mic-3396hb-m8e, mic-3396hc-m8e   rio-3310s-a2e, rio-3310be rio-3315-a1e,  rio-3315-b1e, rio-3315-c1e, rio-3316-c1e,   ordering information  part number picmg  2.16 picmg 2.5 pci switch board  support media blade  support chassis  management  module cpci power supply mic-3042ae yes yes yes yes - mic-3924l-ae - MIC-3042A-AE yes yes yes yes - mic-3924l-ae ac cpci 500 w + 250 w redundant  (2+1) mic-3042be - yes yes - yes mic-3924l-ae - mic-3042b-ae - yes yes - yes mic-3924l-ae ac cpci 500 w + 250 w redundant  (2+1) mic-3042ce - - yes - - mic-3924l-ae - mic-3042c-ae - - yes - - mic-3924l-ae ac cpci 500 w + 250 w redundant  (2+1) optional accessories  part number description 1757004516-01 one ac cpci 250 w redundant power module  mic-3927ce mic-3927 intelligent chassis management module (ipmi) supports ieee  1101.11 rear i//o  transition boards  led  board ac cpci 500 w + 250 w redundant (2+1) power supplies hot-swappable    193-cfm fan module  built-in alarm board    (mic-3924l-ae) hot-swappable  rear fan mic-3042 backplane information physical number function 8 switch slot 7 i/o slot 6 i/o slot 5 i/o slot 4 i/o slot 3 i/o slot 2 i/o slot 1 system slot mic-3042a, picmg 2.16 / ct backplane    (for mic-3042a series) physical number function 8 i/o slot 7 i/o slot 6 i/o slot 5 i/o slot 4 i/o slot 3 i/o slot 2 system slot 1 media blade slot mic-3042b, ct backplane (for mic-3042b series) physical number function 8 i/o slot 7 i/o slot 6 i/o slot 5 i/o slot 4 i/o slot 3 i/o slot 2 i/o slot 1 system slot mic-3042c, non-ct backplane (for mic-3042c series)  www.advantech.com/products online download
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