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		  Datasheet File OCR Text:


		  53 taw series tantalum solid electrolytic fused capacitors taw fused tantalum capacitors offer protection from pos- sible damaging short circuit failure modes. this is accom- plished with an internal fuse using thin film technology that is in series with the capacitor. the avx fused  tantalum offers lower esr limits than competitive fused tantalum capacitors. case dimensions: millimeters (inches) code eia l0.20 (0.008) w+0.20 (0.008) h0.20 (0.008) w 1 a+0.30 (0.012) s min. code -0.10 (0.004) -0.10 (0.004) 0.20 (0.008) -0.20 (0.008) b 3528-21 3.50 (0.138) 2.80 (0.110) 1.90 (0.075) 2.20 (0.087) 0.80 (0.031) 1.40 (0.055) c 6032-28 6.00 (0.236) 3.20 (0.126) 2.60 (0.102) 2.20 (0.087) 1.30 (0.051) 2.90 (0.114) d 7343-31 7.30 (0.287) 4.30 (0.169) 2.90 (0.114) 2.40 (0.094) 1.30 (0.051) 4.40 (0.173) w 1 dimension applies to the termination width for a dimensional area only.      under development technical data: all technical data relate to an ambient temperature of +25c capacitance range: 10 f to 100 f capacitance tolerance: 10%; 20%  rated voltage (v r )  +85c: 6.3 10 16 20 25 35 50 category voltage (v c )  +125c 4 7 10 13 17 23 33 surge voltage (v s )  +85c 8 13 20 26 32 46 65  +125c 5 8 13 16 20 28 40 fuse off i > 4a in 1s, insulating resistance > 10m  fuse continuous current capability  0.75a temperature range:  -55c to +125c reliability:  1% per 1000 hours at 85c, vr with 0.1  /v series impedance,  60% confidence level technical specifications for part marking see page 175 how to order taw type d case code see table above 476 capacitance pf code: 1st two digits represent  significant figures 3rd digit represents multiplier (number of zeros to follow) * tolerance k=10% m=20% 010 rated dc voltage 010=10vdc 016=16vdc 020=20vdc 050=50vdc r packaging r = 7" t/r s = 13" t/r 0500 esr in m

 54 capacitance rated voltage dc (v r ) to 85c f code 6.3v (j) 10v (a) 16v (c) 20v (d) 25v (e) 35v (v) 50v (t) 1.0 105 bbc 2.2 225 bb 4.7 475 bd 6.8 685 bc d(700) 10 106 bc c d(600) 22 226 bcddd 33 336 c d(600) d 47 476 c d(500) d 100 107 d(500) capacitance and voltage range (letter denotes case size) taw series tantalum solid electrolytic fused capacitors ratings & part number reference  rated dcl df esr 100khz rms current (ma) 100khz rms voltage (mv) avx case capacitance voltage (a) % max. (m ) part no. size (f) (v) max. max. @100khz 25oc 85oc 125oc 25oc 85oc 125oc 10 volt @ 85oc (6.6 volt @ 125oc)  tawd476*010r0500 d 47 10 4.7 6 500 548 493 219 274 246 110 tawd107*010r0500 d 100 10 10 8 500 548 493 219 274 246 110 16 volt @ 85c (10 volt @ 125c) tawd336*016r0600 d 33 16 5.3 6 600 500 450 200 300 270 120 25 volt @ 85c (17 volt @ 125c) tawd106*025r0600 d 10 25 2.5 6 600 500 450 200 300 270 120 50 volt @ 85c (33 volt @ 125c) tawd685*050r0700 d 6.8 50 3.4 6 700 463 417 185 324 292 130 all technical data relates to an ambient temperature of +25c. capacitance and df are measured at 120hz, 0.5 rms with dc bias of 2.2 volts. dcl is measured at rated voltage after 5 minutes.  note: avx reserves the right to supply a higher voltage rating  in the same case size, to the same reliability standards. typical fuse actuation 0.001 0.010 0.100 1.000 10.000 100.000 001 01 1 current [a] note: for a different fuse characteristic  requirements please contact manufacturer  typical actuation time vs load current  actuation time [ms]  available ratings, (esr ratings in mohms in brackets) developmental ratings - subject to change.
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