

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						HCC4566B			MAX2322			AME88			SVR1009			MS6541TR			MAX2322			DS3177NT			B41889			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				HZS4LL Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  hzs-ll series     zener diodes  p d  : 250 mw features :     * high reliability     * low leakage current, low dynamic resistance      *    pb   /   r o hs   f ree mechanical dat a                     case:  do-34 glass case                     weight:  approx. 0.093g  maximum ratings   rating at 25   c ambient temperature unless otherwise specified parameter symbol value unit  forward rectifier current 50 ma  power dissipation p d 250 mw  junction temperature tj 175  c  storage temperature range t stg - 55 to + 175  c electrical characteristics  rating at 25   c ambient temperature unless otherwise specified test  maximum maximum zener typical zener current  reverse current impredance impredance i zt         i r         @    v r      zzt   @    izt                z zk       @    i zk  v z1  *  v z2  * min. max.  (ma) (na) (v) (  ) (ma) (k ? ) (ma) max max a 1.6 2.0 b 1.9 2.3 c 2.2 2.6 a 2.5 2.9 b 2.8 3.2 c 3.1 3.5 a 3.4 3.8 b 3.7 4.1 c 4.0 4.4 a 4.3 4.7 b 4.6 5.0 c 4.9 5.3 *     v z1  = v z  ( i z  = 0.5 ma) - v z1  ( i z  = 0.05 ma)       v z1  = v z1  ( i z  = 0.5 ma) - v z2  ( i z  = 0.05 ma) note:           when place an order hzs-ll series, named hzs2all, hzs2bll  ???????  hzs5cll page 1 of 1 rev. 03 : december 3, 2008  vz (v)   zener voltage vz (v)  hzs2ll 0.5 350 0.5 1.2 50 0.5 0.5 380 100 2.0 1.0 100 3.0 HZS4LL hzs5ll 0.5 0.5 0.5 0.6 0.5 1.5 50 0.6 1.2 type 360 0.5 100 50 100 0.5 hzs3ll 0.5 0.6 i f grade 370 0.5 1.5 50 0.6 0.5 do - 34 glass dimensions in inches and ( millimeters )  0.078 (2.0 )max. 0.118 (3.0) max. 0.017 (0.43)max. 1.00 (25.4) min. 1.00 (25.4) min. cathode  mark iatf 0060636 sgs th07/1033 tw00/17276em th97/10561qm
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