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		  online data sheet www.mysick.com photoelectric sensors w4s-3 inox hygiene, photoelectric proximity sensor, foreground suppression WTF4S-3P3264H 

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa2/4/2016 2:13:17 am  photoelectric sensors  w4s-3 inox hygiene, photoelectric proximity sensor, foreground suppression              1) object with 90 % reflectance (referred to standard white din 5033)  2) average service life of 100,000 h at ta = +25 c   3) external teach-in: pulse > 2 s with voltage uv with pnp and m with npn          type > WTF4S-3P3264H part no. > 1048109  at a glance hygienic designed stainless steel housing and accessories (316l/1.4404) ? hygienic mounting using m12-adapter thread or d12-adapter shaft ? ip 66, ip 67, ip 68 and ip 69k enclosure rating and ecolab certified ? resistant to a variety of common cleaning and disinfection agents ? stainless steel teach-in pushbutton with a metal membrane ? pinpoint led technology provides a highly visible laser-like light spot ? your benefits smooth hygienic housing and accessories with no grooves or crevices eliminates the potential for bacteria to grow, providing a more hygienic solution. ? long service life in harsh conditions ensures less downtime and fewer replacement costs ? oes3 technology and special optical design ensures reliable detection of objects at an extended range which ensures less machine downtime causes by faulty switching ? easy adjustment via a stainless steel metal membrane teach-in pushbutton ? quick and easy alignment due to highly visible pinpoint emitter led ?                illustration may differ features sensor/detection principle: photoelectric proximity sensor, foreground suppression dimensions (w x h x d): 15.25 mm x 49.2 mm x 22.15 mm housing design: hygiene housing design (light emission): rectangular, slim sensing range max.: 20 mm ... 200 mm 1) type of light: visible red light light source: pinpoint led 2) wave length: 650 nm teach-in: single teach-in button adjustment: teach-in cable 3) light spot size (distance): ? 6.5 mm (150 mm) 

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa2/4/2016 2:13:17 am  1) limit values, reverse-polarity protected, operation in short-circuit protected network, max. 8 a  2) may not exceed or fall short of vs tolerances  3) without load  4) signal transit time with resistive load  5) with light/dark ratio 1:1  6) do not bend below 0 c  7) a = vs connections reverse-polarity protected  8) b = inputs and output reverse-polarity protected  9) c = interference suppression  10) at uv  24 v and ia < 30 ma                      mechanics/electronics supply voltage: 10 v dc ... 30 v dc 1) ripple: < 5 vpp 2) power consumption:  30 ma 3) output type: pnp switching mode: light switching output current imax.:  100 ma response time: < 0.5 ms 4) switching frequency: 1,000 hz 5) connection type: cable with m8 male connector, 4-pin, 150 mm 6) cable material: pvc circuit protection::: a b c 7) 8) 9) protection class: iii weight: 50 g housing material: stainless steel, stainless steel 316l enclosure rating: ip 66 ip 67 ip 68 ip 69k ambient operating temperature: -30 c ... 60 c, -30 c ... 70 c 10) ambient storage temperature: -30 c ... 75 c ul file no.: fda, ul no. nrkh.e181493 & cul no. nrkh7.e181493

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa2/4/2016 2:13:17 am  dimensional drawing connection diagram

 photoelectric sensorsaaaaaaaaaaaaa? sick ag. subject to change without notice.aaaaaaaaaaaaa2/4/2016 2:13:17 am  connection type 
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