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		  Datasheet File OCR Text:


		  commer c i a l 1 2mm diam e t e r carbon composition  rotary potentiometer ? miniature 12mm size ? low cost ? snap-in bracket for pc board mounting ? insulated shaft available ? detent available series 296   electrical and mechanical specifications resistance r a n g e 500 ohms through 1 mego hms  resistance toler a n c e power rating 0.15 watts @ 50c    maximum operating voltage 350 vdc      rota t i o nal  ang l e   mechanical angle: 300   effective angle:  280 rotational to r q u e 20 C 216   gf-cm stop stre n g t h 5.76 kg-cm minimum (vr without detent ) 3 kg-cm minimum (vr with detent ) mounting informa t i o n p.c. board moun t i n g type "x": shaft parallel to p.c. boa rd type "u": shaft vertical to p.c. boa rd type "h": same as "x" except hook terminals  de t e n t detent @ 50% rotation features insulation resista n c e 100 megohms minimum @ 250 vdc  ?  rohs compliant 1   -   2                         ?   2009 c t s   c o r p o r a t i o n .   a ll   r i g h t s   r e s e r v e d .   i n f o r m a t i o n   s u b j e c t   t o   c h a n g e .         cts electrocomponent s       www.ctsc o r p . c o m  2/06/09 ? electrocomponents data sheet data sheet  rotary potentiometer dielectric strength 500  vdc for 1 minute push-pull strength on shaft 8 kg for  10 seconds rotational life 10k  cycles operating temperature -10 c ~ 80c solder heat resistance 260c for 5 seconds 30%, 20%, 10% 

 resist tol a C 10% b C 20% c C 30% terminal style x C pc u C pc formed  to rear h C hook shafts available (all shafts .236"dia.(6.0mm) except "e" - diameter is .240" (6 .1mm) length beyond cover a   .640"(16.3mm)         flatted  .472"x.177"(12x4.5mm)  o r dering information xm 296re/ hm 296re   molded shaft,   shaft parallel to  p .c. boa r d um 296re   molded shaft,   shaft  p erpendicular to  p .c. boa r d 296            x           b            252            b            2                n dimension: taper 1 C linear 2 C 10% aud 3 C 10% ccw aud detent n C no detent c C center detent resistance code examples cod e resistance 501 500 ohms 102 1k 252 2.5k 502 5k 103 10k 253 25k 503 50k 104 100k h terminal style x terminal style b   .840"(21.3mm)         flatted  .472"x.177"(12x4.5mm)   c  1.031"(26.2mm)         flatted  .472"x.177"(12x4.5mm)    d   .540"(13.7mm)         knurled .287"x 18t (7.3mmx18t)   e   .265"(  6.7mm)         flatted  .218"x   .204"(5.5x5.2mm)    .071 .071 .394 .492 12.5 13.0 .598 15.2 .512 1.8 .075.04 1.90.1 . 1 18.04 .161 4.1 3.00.1 . 1 18.04 4.1 .161 1.90.1 3.00.1 .075.04 1.8  .040 .031 1.00 .248    0.8 6.3 .248 1.00 .040 6.3 4.0 .148.002 3.750.05 .157 0.90.1 .035.004 ?1.30  ? .051 -.000 +.004 -0.00 +0.10 .148.002 3.750.05 10.00 .646 16.4 6.4 .252 . 1 18.004 3.000.10 .083.004 2.100.10 .283.004 7.200.10 .063.003 1.600.08 ty p .(2) .283.004 7.200.10 2.54 10.000.1 .394.004 .100 .016.01 0.40.0.03 8.7 .342 .063.003 1.600.08 1.00 .040 6.4 .252 cen t . .492 12.5  .148.002 -.000 +.004 3.750.05 .148.002 ?1.30 -0.00 ?.051 +0.10 3.750.05 10.000.10 .394.004 .217.002 .217.002 5.500.05 .106 2.70 -0.00 +.006 -.000 +0.15 5.500.05 cen t . trim 2   -   2                        ?   2 0 09   c t s   c o r p o r a t i o n .   a ll   r i g h t s   r e s e r v e d .   i n f o r m a t i o n   s u b j e c t   t o   c h a n g e .      2/06/09 cts electrocomponent s     www.ctsco r p . c o m f   .640"(16.3mm)         flatted  .276"x   .177"(7x4.5mm)    g   .717"(18.2mm)         flatted  .276"x   .177"(7x4.5mm)    h  1.035"(26.3mm)         flatted  .276"x   .177"(7x4.5mm)    l .031    0.8 l dimension and tolerance unless otherwise  specified .x (1 place) : .xx (2 place) :  angle :  5  typ.(2) .031    0.8 l ty p .(2) ty p .(3) ty p .(3) ? 6.000.15 ?.236.006 .012    0.3 .005    0.13 ? 6.000.15 ?.236.006 typ.(3) inch mm
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