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		  Datasheet File OCR Text:


		  alpha wire company  customer product specification  part number: 6020C  issue:   6  page 1 of 2 pages  issue date:   5/26/2005     effective date:  8/1/2005    although alpha wire company ("alpha") makes every reasonable effort  to ensure their accuracy at the time of publication, inform ation and specifications  described herein are subject to errors or omissions and to cha nges without notice, and the listing of such information and spec ifications does not ensure  product availability.    alpha provides the information and specifications herein on an "as  is" basis, with no representations or warranties, whether ex press, statutory or implied. in  no event will alpha be liable for any damages (including consequential , indirect, incidental, special, punitive, or exemplary)  whatsoever, even if alpha has  been advised of the possibility of such damages , whether in an action under contract, negligence or any other theory, arising o ut of or in connection with the  use, or inability to use, the informatio n or specifications described herein.    711 lidgerwood ave elizabeth, nj 07207-0711  toll free 1-800-52 alpha ? t: 1-908-925-8000 ?  f: 908-925-5411 ? email: info@alphawire.com   www.alphawire.com   a. construction   diameters (in) 1)  component 1  19 x 1 pair  a)  conductor  22 (7/30) awg tc  b)  insulation  0.010" wall, nom. polypropylene(pp)  0.050  (1)  color code  alpha wire company color code a    pair   color  pair   color  pair   color  1  black-red  8  red-green  15  green-white  2  black-white  9  red-white  16  green-brown  3  black-green  10  red-blue  17  green-orange  4  black-blue  11  red-yellow  18  green-yellow  5  black-brown  12  red-brown  19  white-blue  6  black-yellow  13  red-orange      7  black-orange  14  green-blue        c) pair  2/cond cabled together  (1) twists:  8.0 twists/foot (min)  individually applied:  d)  shield:  foil free alum/mylar tape, 25% overlap, min.  (1)  foil direction  foil facing in  (2)  drain wire  22 (7/30) awg tc  2)  cable assembly  19 components cabled  a) twists:  1.7 twists/foot (min)  b)  core wrap  clear mylar tape, 25% overlap, min.  3)  jacket  0.063" wall, nom.,pvc   0.593 (0.621 max.)  a) color(s)  slate  b)  print  alpha wire-* p/n 6020C 19pr 22 awg     shielded 75c (ul) type cm or awm 2493 ---    llxxxxxx csa type cmg ft4     rohs     * = factory code    [note: product may have c(ul) or csa  markings depending upon plant of manufacture.]   b. industry approvals   1)  ul  awm/style 2493  60c    cm 75c     vw-1  2)  csa international  cmg  60c    ft4  3) eu directive 2002/95/ec(rohs):    all materials used in the manufacture of this part are in compliance with eu  directive 2002/95/eu regarding the rest riction of use of certain hazardous  substances in electrical and electronic equipment.  consult alpha wire's web site for  compliance date of manufacture.  4)  california proposition 65:  the out er surface materials used in the ma nufacture of this part meet the  requirements of california proposition 65.  c.  physical & mechanical properties   1)  temperature range  -20 to 75c  2)  bend radius  10x cable diameter  3)  pull tension  313 lbs, maximum  d. electrical properties   (for engineering purposes only)  1)  voltage rating  300 v rms 2) characteristic impedance  60  ?   3)  inductance  0.18 h/ft, nominal  4)  mutual capacitance  28 pf/ft @1 khz, nominal  5)  ground capacitance  50 pf/ft @1 khz, nominal  6) conductor dcr  16.6  ?/1000ft @20c, nominal  7)  ind. shield dc resistance  14.4  ?/1000ft @20c, nominal 

 alpha wire company  customer product specification  part number: 6020C  issue:   6  page 2 of 2 pages  issue date:   5/26/2005     effective date:  8/1/2005    although alpha wire company ("alpha") makes every reasonable effort  to ensure their accuracy at the time of publication, inform ation and specifications  described herein are subject to errors or omissions and to cha nges without notice, and the listing of such information and spec ifications does not ensure  product availability.    alpha provides the information and specifications herein on an "as  is" basis, with no representations or warranties, whether ex press, statutory or implied. in  no event will alpha be liable for any damages (including consequential , indirect, incidental, special, punitive, or exemplary)  whatsoever, even if alpha has  been advised of the possibility of such damages , whether in an action under contract, negligence or any other theory, arising o ut of or in connection with the  use, or inability to use, the informatio n or specifications described herein.    711 lidgerwood ave elizabeth, nj 07207-0711  toll free 1-800-52 alpha ? t: 1-908-925-8000 ?  f: 908-925-5411 ? email: info@alphawire.com   www.alphawire.com   e. other   1) packaging    a)  1000 ft     b)  500 ft      c)  100 ft     




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 6020C 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























