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		  Datasheet File OCR Text:


		  multilayer chip inductors    mlc05 mlc05-r033m-rc mlc05-r082m-rc mlc05-r10_-rc mlc05-r12_-rc mlc05-r15_-rc mlc05-r18_-rc mlc05-r22_-rc mlc05-r27_-rc mlc05-r33_-rc mlc05-r39_-rc mlc05-r47_-rc mlc05-r56_-rc mlc05-r68_-rc mlc05-r82_-rc mlc05-1r0_-rc mlc05-1r2_-rc mlc05-1r5_-rc mlc05-1r8_-rc mlc05-2r2_-rc mlc05-2r7_-rc mlc05-3r3_-rc mlc05-3r9_-rc mlc05-4r7_-rc mlc05-5r6_-rc mlc05-6r8_-rc mlc05-8r2_-rc  mlc05-100_-rc  mlc05-120_-rc mlc05-150_-rc  mlc05-220_-rc   .033 .082 .10 .12 .15 .18 .22 .27 .33 .39 .47 .56 .68 .82 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10 12 15 22 15 15 25 25 25 25 25 25 25 25 25 25 25 25 35 35 35 35 35 35 35 35 35 35 35 30 30 30 20 20 50 50 25 25 25 25 25 25 25 25 25 25 25 25 10 10 10 10 10 10 10 10 10 4 4 4 2 2 1 1 270 245 240 205 180 165 150 136 125 110 105 95 85 75 65 60 55 50 45 40 38 36 33 22 20 18 17 15 14 11 0.20 0.30 0.50 0.50 0.60 0.60 0.80 0.80 0.85 1.00 1.35 1.50 1.70 2.10 0.60 0.80 0.80 0.95 1.10 1.30 1.50 1.70 2.10 1.50 1.70 2.10 2.55 2.60 1.50 1.70 50 50 50 50 50 50 50 50 35 35 35 35 35 35 25 25 25 25 15 15 15 15 15 5 5 5 5 3 1 1 m m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m k,m electrical test frequency:   as noted. operating temp:    resistance to solder heat   pre-heat: 150oc, 1 minute. solder composition: solder temp: 260oc 5oc immersion time: 10 1 sec.  test equipment (l): hp4291a rf impedance analyzer dcr:   chen hwa 502bc or hp4338b srf:   hp8753d / agilent e4991a  idc:    hp4284a with hp42841a / hp4285a physical packaging:   4000  pieces  per  7  inch  reel. *please insert the letter for desired tolerance: k=10% m=20%   idc   max. (ma) allied part number inductance ( h) tolerance (%) q min. test freq. (mhz) srf min. (mhz) dcr max. ( ) rohs allied  components  interna tional 949-356-1780 www.a lli edcom pon en ts .com 0.0630.008 (1.600.2) 0.0310.008 (0.800.2) 0.0120.008 (0.300.20) .028~.031 (0.7~0.8)   dimensions: inches (mm) mlc05-r068 m-rc .068 15 50 250 0.30 50 m mlc05-r056 m-rc .056 15 50 255 0.30 50 m mlc05-r047 m-rc .047 15 50 260 0.30 50 m all  specif icat ions  subject t o  change  wit hout not ice. .070~.079 (1.8~.2.0)   .024~.032 (0.6~0.8)   revised 09/30/15 0.031.008 (0.800.2) * or alternate. or alternate. or alternate. with hp42841a. marking:   none sn/ag3.0/cu0.5 no damage with more than 75% coverage. inductance within 30% of initial value. within 20% over 12h. -40oc ~ 125oc / -55oc to  +125oc pending. tolerance: as noted, please indicate letter desired tolerance. inductance range: .033h to 22h features ? 0603 eia size ? multilayer ferrite construction ? closed magnetic path for shielding ? excellent solderability characteristics 
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