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		  Datasheet File OCR Text:


		  ethernet over vdsl2  converter (pd) VDS-0130 h/w version: 1 the VDS-0130, a vdsl2 (very high-bit-rate digital  subscriber line) poe lan extender, provides  a broadband transmission up to 100/60mbps  downstream/upstream data rate over single pair  copper line for point-to-point ethernet connectivity.  with 100/60mbps data rate, VDS-0130 supports  transmission distance up to 300m and 30/10mbps for  1km long range connections. users may also select  a fxed data rate or a fxed snr margin for diferent  copper line ranging.    with power over ethernet (poe) feature, VDS-0130  supplies power over an ethernet cable from a central  ethernet power source switch and works without  external power adapter. plug-and-play features a  minimum installation time, each VDS-0130 can be  confgured into either co for central side or rt for  remote side by dip switch setting.  the VDS-0130 complies with itu-t g.993.1 and g.993.2  to meet vdsl/vdsl2, and sg15q4 dmt for network  requirements. a pair of VDS-0130 ofers a cost efective  solution for bandwidth-hungry applications such as  lan-to-lan connectivity, video streaming, fttb, and  mdu/mtu over single twisted pair telephone line. key features -  compatible with itu-t g.993.1, g.993.2 vdsl/vdsl2  and sg15q4 dmt -  100/60mbps downstream/upstream for distance up  to 300m -  supports vdsl2 connection up to 2000m -  compliant with ieee802.3af power-over-ethernet  (poe) standard -  compatible with class 0 ~ 3 equipment for input  voltage 36v ~ 60v -  rj11 for dsl interfaces + rj45 for ethernet lan port -  4 led indicators -  4 dip switches for confguration settings -  trellis coding support up to 1024 discrete multi- tone (dmt) bins -  auto mdix for 10/100baset ethernet lan ports -  low-latency for video/voice/data applications -  line surge protection -  selectable fast and interleaved modes -  selectable fxed data rate and fxed snr margin voi-7100 poe ip phone works well with 2 1. leds 2. dip switch 3. vdsl2 interface 4. 10/100mbps port fcs-1081 poe ip camera 3 4 1   2

 media converter www.level1.com    i    one world_one brand_one level_ vdsl transmission itu-t g.993.1,g.993.2vdsl/vdsl2 and sg15q4mt compliance trellis code with 1024 dmt bins max data rate: 100/60 mbps  1* rj11 port for dsl lan interface auto-detection for 10/100 base and half/full duplex fully compatible with ieee802.3/ieee802.3u/ieee 802.3af automatic mdix function rj-45 connector x 1 with pd function leds power,lan,dsl, m/s technical specifcation power supply  ieee 802.3af compliant dimension 120x90x 28(mm) operating environment humidity: 5% to 95% non-condensing temperature: 0 ~ 50 degree c emi certifcations fcc rules part 15 class b ce ofce b ofce c ofce d ofce e product diagram internet vds-0200/0201 wireless router vds-0202 bnc vds-0120 pse VDS-0130 pd modem router pc server ip set up box phone pstn poe switch ethernet cable (rj 45) phone line (rj 11) bnc poe vds-0200/0201 vds-0200/0201 up to 100/60 mbps for 300meters ofce a pd switch up to 100/60 mbps for 300meters vds-0202 bnc up to 100/60 mbps for 400meters network camera up to 100/60 mbps  for 300meters vds-0120 pse pd device  3

 order information   VDS-0130:   ethernet over vdsl2 converter (pd) package contents   vdsl2 converter   user manual   telephone line v1.0 all mentioned brand names are registered trademarks and property of their owners. technical specifcations are subject to change without notice.    ? copyright 2009 digital data communications gmbh. all rights reserved.    4
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