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		  Datasheet File OCR Text:


		  shielded power inductor  C  xfl3012 document 747-1   document 747-1  revised 11/12/12                     inductance 2     dcr  (ohms) 3     srf typ 4      isat (a) 5       irms (a) 6      part number 1   20% (h)  nom         max  (mhz)  10% drop   20% drop   30% drop   20c rise     40c rise xfl3012-221me_  0.22  0.014  0.019  340  2.5  3.5  4.1  2.6 3.5 xfl3012-361me_  0.36  0.019  0.023  210  2.3  3.1  3.5  2.2 3.0 xfl3012-601me_  0.60  0.023  0.029  167  1.9  2.6  3.0  2.1 2.8 xfl3012-102me_  1.0  0.035  0.042  115  1.6  2.2  2.5  1.9 2.6 xfl3012-152me_  1.5  0.060  0.072  94.4  1.3  1.8  2.2  1.6 2.2 xfl3012-222me_  2.2  0.081  0.097  73.2  1.0  1.3  1.6  1.4 1.9 xfl3012-332me_  3.3  0.106  0.127  61.6  0.87 1.2  1.4  1.2  1.6 xfl3012-472me_  4.7  0.143  0.171  52.6  0.72 1.0  1.2  1.0  1.4 xfl3012-682me_  6.8  0.166  0.200  39.9  0.61  0.84  0.97  0.94 1.3 xfl3012-103me_  10  0.255  0.306  34.6  1.50  0.65  0.74  0.90 1.2 xfl3012-153me_  15  0.394  0.483  25.8  0.43  0.58  0.65  0.74 1.0 xfl3012-223me_  22  0.608  0.630  22.2  0.32  0.45  0.52  0.58 0.80 xfl3012-333me_  33  0.855  0.896  16.6  0.23  0.32  0.38  0.42 0.57 xfl3012-393me_  39  0.919  0.985  15.9  0.23  0.32  0.37  0.39 0.54 xfl3012-473me_  47  1.220  1.32  13.7  0.21  0.28  0.32  0.33 0.46 xfl3012-563me_  56  1.430  1.52  12.1  0.19  0.26  0.30  0.32 0.44 xfl3012-683me_  68  2.16  2.37  10.9  0.16  0.21  0.25  0.31 0.42 xfl3012-823me_  82  2.30  2.44  10.8  0.15  0.21  0.24  0.26 0.34 xfl3012-104me_  100  2.63  3.00  9.4  0.17  0.24  0.28  0.29 0.39 xfl3012-224me_  220  6.83  8.00  6.1  0.09  0.14  0.16  0.17 0.23 designers kit c440  contains 5 of each xfl3012 and xfl3010 value core material composite environmental   rohs compliant, halogen free  terminations   rohs compliant tin-silver-copper (96.5/3/0.5) over tin over  nickel over silver-platinum. other terminations available at additional cost. weight   53 mg ambient temperature  C40c to +85c with i rms current, +85c to  +125c with derated current storage temperature   component: C40c to +125c.    tape and reel packaging: C40c to +80c resistance to soldering heat  max three 40 second refows at  +260c, parts cooled to room temperature between cycles moisture sensitivity level (msl)   1 (unlimited foor life at  shielded power inductor  C  xfl3012 document 747-2   document 747-2  revised 11/12/12 typical l vs frequency dimensions are in inches  mm 0.118 0.008 3,0 0,2 0.118 0.008 3,0 0,2 min 0.082 2,08 0.126 3,2 0.044 1,12 0.043 1,1 r ecommende d land p atter n pa rt s manuf actured pr ior to ja n uar y 2011 ma y not ha ve par t mar king. xxx 0.051 1,3 max 1 4.7 h 220 h 100 h 22 h 56 h 0.1 1.0 100 10 frequenc y (mhz) inductance   (h) 0.1 100 1000 10 1.0 h 2.2 h 0.60 h 0.22 h  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2012 this pr oduct may not be used in medical or high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check out web site for latest infor mation.

 shielded power inductor  C  xfl3012 document 747-3   document 747-3  revised 11/12/12 l vs current 0 0.1 0.2 0.3 current (a) inductance (h) 0.22  h 0 0.5 1.0 1.5 2.0 3.5 3.0 4.0 4.5 5.0 2.5 0 5 10 15 30 25 20 current (a) inductance (h) 22  h 0 0.1 0.2 0.3 0.4 0.6 0.5 0 0.3 0.2 0.1 0.4 0.5 current (a) inductance (h) 0.36  h 0 1.0 1.5 1.5 2.0 3.0 3.5 4.0 2.5 0 0.6 0.4 0.2 0.8 1.0 current (a) inductance (h) 0.60  h 0 1.0 1.5 1.5 2.0 3.0 3.5 4.0 2.5 0 0.5 1.0 1.5 current (a) inductance (h) 1.0  h 0 0.5 1.0 1.5 2.0 3.0 2.5 0 0.5 1.0 2.0 1.5 current (a) inductance (h) 1.5  h 0 0.5 1.0 1.5 2.0 3.0 2.5 0 1.0 0.5 2.0 2.5 1.5 3.0 current (a) inductance (h) 2.2  h 0 0.50 0.25 0.75 1.00 1.50 1.75 2.00 1.25 0 1 2 3 4 5 current (a) inductance (h) 3.3  h 0 0.25 0.50 0.75 1.00 1.50 1.25 0 1 2 3 4 5 6 current (a) inductance (h) 4.7  h 0 0.25 0.50 0.75 1.00 1.50 1.25 0 5 10 20 15 current (a) inductance (h) 15  h 0 0.2 0.1 0.3 0.4 0.5 0.7 0.6 0 5 10 15 current (a) inductance (h) 10  h 0 0.2 0.1 0.4 0.3 0.6 0.5 0.8 0.7 1.0 0.9 0 6 4 2 8 10 current (a) inductance (h) 6.8  h 0 0.4 0.3 0.2 0.1 0.6 0.5 0.8 0.7 1.2 1.3 1.1 1.4 1.0 0.9  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2012 this pr oduct may not be used in medical or high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check out web site for latest infor mation.

 shielded power inductor  C  xfl3012 document 747-4   document 747-4  revised 11/12/12 typical irms derating 0 10 20 30 40 50 60 current (a) inductance (h) 47  h 0 0.05 0.10 0.15 0.20 0.25 0.30 0.40 0.35 0 20 40 60 80 current (a) inductance (h) 56  h 0 0.05 0.10 0.15 0.20 0.25 0.30 0.40 0.35 0 20 40 60 100 80 current (a) inductance (h) 68  h 0 0.05 0.10 0.15 0.20 0.25 0.30 0.40 0.35 0 20 40 60 80 100 120 current (a) inductance (h) 82  h 0 0.05 0.10 0.15 0.20 0.25 0.30 0.35 0 50 100 150 current (a) inductance (h) 100  h 0 0.05 0.10 0.15 0.20 0.25 0.30 0.35 0 100 50 150 200 250 300 current (a) inductance (h) 220  h 0 0.05 0.10 0.15 0.20 0.25 l vs current 0 20 10 30 40 50 current (a) inductance (h) 33  h 0 0.05 0.10 0.15 0.20 0.35 0.30 0.40 0.45 0.50 0.25 0 20 10 30 40 50 current (a) inductance (h) 39  h 0 0.05 0.10 0.15 0.20 0.35 0.30 0.40 0.45 0.50 0.25 -40 -20 02 04 06 08 0 100 140 120 ambient  temperature  (c) 120 110 100 90 80 70 60 50 40 30 20 10 0 25c pe r cent   of  rated rms i  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2012 this pr oduct may not be used in medical or high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check out web site for latest infor mation.
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