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		  Datasheet File OCR Text:


		  rdc60 radial drum core inductors features ? high current / radial power line choke ? drum core design ? hole clearance for 1/4 screw electrical inductance range: 4.7h to 47,000h tolerance:   20% for 4.7h to 8.2h and  c for test equipment (l): hp 4263a @ 1khz (dcr): hp 4263a physical packaging: box trays all  specif icat ions  subject to   change  wit hout not ice. d rohs allied  components  interna tional 714-665-1 140 www.a llie d c o m pone n ts. c o m allied part number     (l) (h) dcr max. saturation current (a) dc t olerance (?) rdc60-4r7m-rc 4.7 20 .002 149.9 0.105 rdc60-5r6m-rc 5.6 20 .002 122.7 0.105 rdc60-6r8m-rc 6.8 20 .003 103.8 0.105 rdc60-8r2m-rc 8.2 20 .003 90.0 0.105 rdc60-100k-rc 10 10 .003 79.4 0.105 rdc60-120k-rc 12 10 .004 71.0 0.105 rdc60-150k-rc 15 10 .004 64.3 0.105 rdc60-180k-rc 18 10 .005 58.7 0.105 rdc60-220k-rc 22 10 .005 54.0 0.105 RDC60-270K-RC 27 10 .006 50.0 0.105 rdc60-330k-rc 33 10 .006 46.5 0.105 rdc60-390k-rc 39 10 .006 43.5 0.105 rdc60-470k-rc 47 10 .008 40.9 0.105 rdc60-560k-rc 56 10 .009 36.5 0.105 rdc60-680k-rc 68 10 .009 32.9 0.105 rdc60-820k-rc 82 10 .010 30.0 0.105 rdc60-101k-rc 100 10 .014 26.5 0.094 rdc60-121k-rc 120 10 .015 24.5 0.094 rdc60-151k-rc 150 10 .023 21.4 0.084 rdc60-181k-rc 180 10 .025 19.5 0.084 rdc60-221k-rc 220 10 .028 18.0  0.084 rdc60-271k-rc 270 10 .030 16.2  0.084 rdc60-331k-rc 330 10 .040 14.8  0.075 rdc60-391k-rc 390 10 .055 13.6  0.068 rdc60-471k-rc 470 10 .061   12.3  0.068 rdc60-561k-rc 560 10 .068 11.3  0.068   2.00 (50.8)   max.   1.5 (38.10)   max. min.   0.50  (12.7)     2.00 (50.8)   max. dimensions: inches (mm) operating temp:  -55oc ~ +125oc   rated 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0 35.0. 35.0 27.0 27.0 21.0 21.0 21.0 21.0 17.0   13.5   13.5   13.5 current     (a) dimension (d) 1.40 1.40 1.40 1.40 1.48 1.48 1.48 1.48 1.48 1.48 1.48 1.48 1.48 1.48 1.48 1.48 1.53 1.53 1.49 1.49 1.49 1.49 1.31 1.31 1.31 1.40 e saturation current: lowers inductance by 5% marking: eia inductance code          4/23/12 whole clearance   for 1/4 screw     @ 1khz rdc60-681k-rc 680 10 .094 10.3 0.060 rdc60-821k-rc 820 10 .104 9.4 0.060 rdc60-102k-rc 1000 10 .143 8.5 0.054 rdc60-122k-rc 1200 10 .156 7.7 0.054 rdc60-152k-rc 1500 10 .219 6.8 0.048 rdc60-182k-rc 1800 10 .241 6.3 0.048 rdc60-222k-rc 2200 10 .270 5.7 0.048 rdc60-272k-rc 2700 10 .364 5.1 0.043 rdc60-332k-rc 3300 10 .498 4.6 0.039 rdc60-392k-rc 3900 10 .548 4.2 0.039 rdc60-472k-rc 4700 10 .608 4.5 0.039 rdc60-562k-rc 5600 10 .671 4.5  0.039 rdc60-682k-rc 6800 10 .750 3.2  0.039 rdc60-822k-rc 8200 10 1.03 2.9  0.035 rdc60-103k-rc 10000 10 1.16 2.6  0.035 rdc60-123k-rc 12000 10 1.54   2.4 0.031 rdc60-153k-rc 15000 10 1.75 2.2  0.031 11.4 11.4 9.0 9.0 7.2 7.2 7.2 5.5 4.5 4.5 4.5 4.5 4.5 4.0   4.0   2.8   2.8 1.42 1.42 1.36 1.36 1.31 1.31 1.40 1.36 1.24 1.32 1.32 1.36 1.40 1.45 1.45 1.40 1.40 ? ul vw-1 shrink tube cover  10% for 10h to 47,000h  dimension (e) rdc60-183k-rc 18000 10 1.94 2.0  0.028 rdc60-223k-rc 22000 10 2.74 1.8  0.028 rdc60-273k-rc 27000 10 3.71 1.6  0.025 rdc60-333k-rc 33000 10 4.16 1.5  0.025 rdc60-393k-rc 39000 10 5.56   1.4 0.025 rdc60-473k-rc 47000 10 6.19 1.2  0.022 2.8 2.0 1.7   1.7   1.4   1.4 1.45 1.37 1.37 1.37 1.35 1.35 
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