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		  Datasheet File OCR Text:


		  ww w.cherryswitches.com  page 1 of 3, last update 2016-01-20, specifications subject to change without notice. snap action switch  double pole general purpose  e 19, e20, g20  features   typical applications   ? choice of 3 current ratings ? long life coil spring, snap action mechanism ? agency approved extended life versions available ? rohs compliant ? high temperature versions available ? contact factory ? h ousehold appliances ? automated assembly lines ? brake switch on utility vehicles ? industrial and accessible door openers ? vending machines p art  number  breakdown   e19-00a0   example: e19-00a0 is a 15 a, normally open dpdt pole switch with a standard ratio button  actuator.  series type  t ype 1 circuitry  actuator 1   e19  double pole  15 a  0  standard ratio actuator  or button  0  double throw  a  button  e20  double pole  20 a  5  high ratio actuator  1  normally open  h  lever  g20  double pole  0.1 a  2  normally closed  j  button with ferrule  k  roller  1 see actuator specifications section for available actuator/type combinations  m   button with extra  over-travel and  ferrule  electrical specifications  per ul1054  ?   min 6000 operations   e19  6000 operations; 100,000 available ? contact factory  15 a,  125   / 250 vac   ? hp, 125 vac / 1 ? hp, 250 vac   e20  6000 operations  20 a,  125   / 250 vac   1  hp, 125 vac / 2 hp, 250 vac   g20   100,000 operations   0.1 a, 125 vac   co mmonly stocked distributor parts  e19-00a0  e 19-00m0  e20-00h0  e20-50k0  e19-00h0  e19-50h0  e20-00k0  e19-00j0  e19-50k0  E20-00M0  e19-00k0  e20-00a0  e20-50h0  note: part numbers with a leading 0 are functionally no different than without a leading 0 (ex.: 0e19-00a0 is the same switch as e19- 00a0) 

   www.cherryswitches.com    page 2 of 3, last update 2016-01-20, specifications  subject to change without notice.     a ctuator specifications 4     e19/g20 series  actuator      max  operating  force  max  pre-travel  operating point 5     min over- travel  max  movement  differential  actuation  length 6       g (lb)  mm (in)  mm (in)  mm (in)  mm (in)  mm (in)  a    850 (1.87)    1.27 (0.050)  7.24  0.76 (0.285  0.030)  2.03 (0.080)  0.38 (0.015)  n/a   h     205 (0.45)    6.99 (0.275)  7.92  1.57 (0.312  0.062)  4.75 (0.18 7)  2.36 (0.093)  38.10 (1.500)  h   high ratio  130 (0.28)    10.16 (0.400)  7.14  1.57 (0.281  0.062)  4.75 (0.187)  3.56 (0.140)  44.45 (1.750)  j    850 (1.87)    1.27 (0.050)  17.02  0.76 (0.670  0.030)  2.30 (0.0 80)  0.38 (0.015)  n/a  k    212 (0.47)    6.35 (0.250)  18.24  1.57 (0.718  0.062)  4.75 (0.187)  2.36 (0.093)  35.33 (1.391)  k  high ratio  150 (0.33)  7.92 (0.312)  17.45  1.57 (0.687  0.062 )  4.75 (0.187)  3.56 (0.140)  41.78 (1.645)  m    850 (1.87)    1.27 (0.050)  20.62  0.76 (0.812  0.030)  5.54 (0.218)  0.38 (0.015)  n/a    e20 series  actuator      max  operating  force  max  pre-travel  operating point 5     min over- travel  max  movement  differential  actuation  length 6       g (lb)  mm (in)  mm (in)  mm (in)  mm (in)  mm (in)  a    1280 (2.82)    2.54 (0.100)  6.30  0.76 (0.248  0.030)  1.27 (0.050)  0.38 (0.015)  n/a   h     425 (0.94)   8.38 (0.330)  11.89  1.57 (0.468  0.06 2)  3.96 (0.156)  1.27 (0.050)  20.85 (0.821)  h   high ratio  285 (0.63)   15.24 (0.600)  11.10  1.57 (0.437  0.062)  3.96 (0.156)  2.03 (0.080)  27.20 (1.071)  j    1280 (2.82)  2.54 (0.100)  6.30  0.76 (0.248  0.030 )  1.27 (0.050)  0.38 (0.015)  n/a  k    425 (0.94)  8.84 (0.348)  21.84  1.57 (0.860  0.062)  3.96 (0.156)  1.14 (0.045)  17.48 (0.688)  k  high ratio   312 (0.69)  13.34 (0.525)  21.03  1.57 (0.828  0.06 2)  3.71 (0.146)  1.91 (0.075)  22.91 (0.902)  m    1280 (2.82)  2.54 (0.100)  19.66  0.76 (0.774  0.030)  4.78 (0.188)  0.38 (0.015)  n/a  4 contact factory regarding combinations not shown  5 measured above reference line; refer to dimensional  drawing below  6 actuator tolerances  0.791 mm (0.031?); e14 h and  k actuators are shorter and formed up 11 ?                                                ?  ?   ?  ?       

   www.cherryswitches.com    page 3 of 3, last update 2016-01-20, specifications  subject to change without notice.       dimensions ? mm (inches)           actuators     
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