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		  Datasheet File OCR Text:


		  long life screw terminals ,105 lxa series ? rated voltage range up to 525v dc ? endurance with ripple current : 5,000 hours at 105   (2,000 hours for 500v dc  & 525v dc ) ? high reliability products ? rohs compliant  specifications (at 20  , 120hz) (at 20   aft er  5  minutes) (at 20  , 120hz) (at 120hz) category temperature range rated voltage range  capacitance tolerance leakage current dissipation factor (tan  ) low temperature characteristics insulation resistance insulation withstanding voltage endurance shelf life items - 40 to +105   (10 to 100v dc ) - 25 to +105   (160 to 525v dc ) 10 to 525v dc - 10 to +50% (t)  (10 to 250v dc )  20% (m)  (350 to 525v dc ) i=0.02cv or 5ma, whichever is smaller. where, i  : m ax. leakage current (  a), c  :  nominal capacitance (  f),  v : r ate d volta ge (v) see standard ratings (10 to 250v dc )     0.20max (350 to 525v dc )  capacitance change   c(-40  )/c(+20  ) R 0.6(10 to 100v dc )   c(-25  )/c(+20  ) R 0.7(160 to 250v dc ) c(-25  )/c(+20  ) R 0.65(350 to 525v dc ) when measured betwe en the terminals tha t   are connected t o each other  and to the mountin g clamp on the  insul ating sleeve covering the case by using an insulation resistance meter of 500v dc , the insulation resistance shall n ot be less than 100m  . when a vo ltage of 2,0 00 v ac  is applied for 1  mi nute betw een the te rminals that  are connect ed to eac h other an d to the mou nting clam p on the in sulating s leeve covering  the case, th ere shall n ot be electr ical damage. the fol lowing spec ifica tions shall b e sat isfied when  the capa citors  a re restore d to 20   after  subjected to  dc vol tage  w ith the rated rip ple current  is applied  (the peak voltage shall not exceed the rated voltage)  for 5,000 ho urs (2, 000 hours fo r 500  & 525v dc  produc ts) at 105  .  capacitance change Q  20 % of the initial value d.f. (tan  ) Q 200% of the initial specified val u e leakage current Q the initial specified value Q  20 % of the initial value Q 200% of the initial specified valu e Q the initial specified value t he f ollowing  specif icat ions  shall  be  s a t i s f ied  when t he  capacit ors  are  rest ored t o   2 0    a fter  exposin g t hem f or  1 , 000  hours  a t  105    wit hout volt age  applied.  bef o r e t he  measurement, the  capacit o r   shall  be  precondit ioned  by  applying  v ol t age  according t o   i t em  4 . 1   o f  j i s  c   5101-4.  rated voltage capacitance change Q  15% of the initial value d.f. (tan  ) Q 150% of the initial specified value leakage current Q the initial specified value characteristics 10 to 250v dc 350 to 525v dc  dimensions (screw-mount) [mm]  mounting clamp code :  b l+4max. g  1  d+1.8max. f  1 sleeve (pb-free pvc : brown) plastic disk 6 a  1 w  1 h b  1 30   5  45   5  8 j k  1 e  1 4.5  mounting clamp code :  c  d 35 50 63.5 76.2 a 58 78 90 104.5 b 44 64 76 90 w 48 68 80 93.5 h 3.5 4.5 4.5 4.5 f 12.7 22.4 28.0 31.5 50 63.5 76.2 89 e 32.5 38.1 44.5 50.8 k 37.0 43.5 50.0 56.5 j 14.0 14.0 14.0 16.0 f 22.4 28.0 31.5 31.5  d   63.5  76.2  89 10 to 250v dc 6 5 5 350 to 525v dc 6 6 4 g  d vent  plus hexagon-headed screw :m50.810 maximum screw tightening torque :3.23nm *  the scre w and the mounting clamp are separ ately supplied and not attached to the product. 360 3  t er minal code :  lg  part numbering system supplement code size code capacitance tolerance code (ex. m, t ) capacitance code (ex. 390  f:39 1,  3,300  f:332 ) mounting clamp code (n, b, c ) terminal code voltage code (ex. 10v:100, 100v:101, 525v:5c1 ) series code category e l x a a a a l g n a a a a a a m m 1 3 4 2 6 7 8 9 10 13 12 5 18 17 16 11 15 14 please ref er  t o  " product  code guide (scre w-mount   t e r minal  t ype)" long life lxa kmh  p270 294  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors

 long life screw terminals ,105 lxa series  standard ratings p ar t no. 10 27,000 35  80 0.45 4.30 elxa100lgb273t a80m 33,000 35  80 0.45 4.70 elxa100lgb333t a80m 39,000 35  80 0.45 5.30 elxa100lgb393t a80m 47,000 35  100 0.45 6.10 elxa100lgb473t aa0m 56,000 35  100 0.50 6.20 elxa100lgb563t aa0m 68,000 35  120 0.60 6.80 elxa100lgb683t a c0m 82,000 50  80 0.60 7.80 elxa100lgc823tc80m 100,000 50  100 0.70 8.50 elxa100lgc104tca0m 120,000 50  100 0.70 9.50 elxa100lgc124tca0m 150,000 63.5  100 0.80 11.0 elxa100lgc154td a0m 180,000 63.5  100 0.80 12.1 elxa100lgc184td a0m 220,000 76.2  100 1.00 13.2 elxa100lgc224tea0m 270,000 76.2  120 1.20 14.4 elxa100lgc274tec0m 330,000 76.2  140 1.20 17.0 elxa100lgc334tee0m 390,000 89  140 1.40 18.6 elxa100lgc394tfe0m 16 15,000 35  50 0.45 2.90 elxa160lgb153t a50m 18,000 35  80 0.45 3.50 elxa160lgb183t a80m 22,000 35  80 0.45 3.90 elxa160lgb223t a80m 27,000 35  80 0.45 4.30 elxa160lgb273t a80m 33,000 35  100 0.50 4.80 elxa160lgb333t aa0m 39,000 35  100 0.50 5.30 elxa160lgb393t aa0m 47,000 35  120 0.50 6.20 elxa160lgb473t a c0m 56,000 50  80 0.60 6.30 elxa160lgc563tc80m 68,000 50  100 0.60 7.60 elxa160lgc683tca0m 82,000 50  120 0.70 8.30 elxa160lgc823tcc0m 100,000 50  120 0.70 9.20 elxa160lgc104tcc0m 120,000 63.5  100 0.80 9.90 elxa160lgc124td a0m 150,000 76.2  100 0.80 12.3 elxa160lgc154tea0m 180,000 76.2  120 0.80 14.5 elxa160lgc184tec0m 220,000 76.2  140 1.00 15.2 elxa160lgc224tee0m 270,000 89  140 1.20 16.8 elxa160lgc274tfe0m 25 12,000 35  80 0.35 3.30 elxa250lgb123t a80m 15,000 35  80 0.35 3.70 elxa250lgb153t a80m 18,000 35  80 0.35 4.00 elxa250lgb183t a80m 22,000 35  80 0.35 4.50 elxa250lgb223t a80m 27,000 35  100 0.40 5.00 elxa250lgb273t aa0m 33,000 35  120 0.40 5.90 elxa250lgb333t a c0m 39,000 50  80 0.40 6.50 elxa250lgc393tc80m 47,000 50  100 0.40 7.90 elxa250lgc473tca0m 56,000 50  120 0.40 8.80 elxa250lgc563tcc0m 68,000 50  120 0.50 9.10 elxa250lgc683tcc0m 82,000 63.5  100 0.50 10.6 elxa250lgc823td a0m 100,000 63.5  120 0.60 11.4 elxa250lgc104tdc0m 120,000 76.2  100 0.60 12.8 elxa250lgc124tea0m 150,000 76.2  120 0.75 13.7 elxa250lgc154tec0m 180,000 76.2  140 0.75 16.1 elxa250lgc184tee0m 220,000 89  140 1.00 16.6 elxa250lgc224tfe0m 35 8,200 35  80 0.30 3.00 elxa350lgb822t a80m 10,000 35  80 0.30 3.30 elxa350lgb103t a80m 12,000 35  80 0.30 3.60 elxa350lgb123t a80m 15,000 35  80 0.30 4.10 elxa350lgb153t a80m 18,000 35  100 0.30 4.80 elxa350lgb183t aa0m 22,000 35  120 0.35 5.20 elxa350lgb223t a c0m 27,000 50  80 0.40 5.90 elxa350lgc273tc80m 33,000 50  100 0.40 6.60 elxa350lgc333tca0m 39,000 50  120 0.40 7.80 elxa350lgc393tcc0m 47,000 50  120 0.45 8.00 elxa350lgc473tcc0m 56,000 63.5  100 0.45 9.20 elxa350lgc563td a0m 68,000 63.5  120 0.45 11.0 elxa350lgc683tdc0m 82,000 76.2  120 0.50 12.7 elxa350lgc823tec0m 100,000 76.2  140 0.6 0 13.5 elxa350lgc104tee0m 120,000 89  140 0.60 16.1 elxa350lgc124tfe0m 50 3,900 35  50 0.20 2.00 elxa500lgb392t a50m 4,700 35  50 0.25 2.20 elxa500lgb472t a50m 5,600 35  80 0.25 2.80 elxa500lgb562t a80m 6,800 35  80 0.25 3.00 elxa500lgb682t a80m 8,200 35  80 0.25 3.30 elxa500lgb822t a80m p ar t no. 50 10,000 35  80 0.25 3.70 elxa500lgb103t a80m 12,000 35  100 0.25 4.40 elxa500lgb123t aa0m 15,000 35  120 0.30 4.70 elxa500lgb153t a c0m 18,000 50  80 0.35 4.80 elxa500lgc183tc80m 22,000 50  100 0.35 5.90 elxa500lgc223tca0m 27,000 50  120 0.35 7.00 elxa500lgc273tcc0m 33,000 63.5  100 0.40 7.60 elxa500lgc333td a0m 39,000 63.5  120 0.40 8.90 elxa500lgc393tdc0m 47,000 63.5  120 0.40 9.80 elxa500lgc473tdc0m 56,000 76.2  120 0.40 11.9 elxa500lgc563tec0m 68,000 76.2  140 0.45 13.1 elxa500lgc683tee0m 82,000 89  140 0.50 14.8 elxa500lgc823tfe0m 63 2,700 35  50 0.15 1.90 elxa630lgb272t a50m 3,300 35  50 0.15 2.10 elxa630lgb332t a50m 3,900 35  80 0.20 2.70 elxa630lgb392t a80m 4,700 35  80 0.20 2.90 elxa630lgb472t a80m 5,600 35  80 0.20 3.20 elxa630lgb562t a80m 6,800 35  80 0.20 3.50 elxa630lgb682t a80m 8,200 35  100 0.20 4.20 elxa630lgb822t aa0m 10,000 35  120 0.25 4.30 elxa630lgb103t a c0m 12,000 50  80 0.25 4.80 elxa630lgc123tc80m 15,000 50  100 0.25 5.90 elxa630lgc153tca0m 18,000 50  120 0.25 6.30 elxa630lgc183tcc0m 22,000 50  120 0.30 6.70 elxa630lgc223tcc0m 27,000 63.5  120 0.30 8.80 elxa630lgc273tdc0m 33,000 76.2  100 0.30 10.0 elxa630lgc333tea0m 39,000 76.2  120 0.35 10.7 elxa630lgc393tec0m 47,000 76.2  140 0.35 12.5 elxa630lgc473tee0m 56,000 89  140 0.40 13.8 elxa630lgc563tfe0m 80 2,200 35  50 0.15 1.90 elxa800lgb222t a50m 2,700 35  80 0.15 2.20 elxa800lgb272t a80m 3,300 35  80 0.15 2.50 elxa800lgb332t a80m 3,900 35  80 0.15 2.90 elxa800lgb392t a80m 4,700 35  100 0.15 3.10 elxa800lgb472t aa0m 5,600 35  100 0.15 3.50 elxa800lgb562t aa0m 6,800 35  120 0.20 4.10 elxa800lgb682t a c0m 8,200 50  80 0.20 4.80 elxa800lgc822tc80m 10,000 50  100 0.20 5.60 elxa800lgc103tca0m 12,000 50  100 0.20 6.10 elxa800lgc123tca0m 15,000 50  120 0.20 7.40 elxa800lgc153tcc0m 18,000 63.5  120 0.25 8.00 elxa800lgc183tdc0m 22,000 76.2  100 0.25 9.10 elxa800lgc223tea0m 27,000 76.2  120 0.30 9.70 elxa800lgc273tec0m 33,000 76.2  140 0.30 11.5 elxa800lgc333tee0m 39,000 89  140 0.35 12.5 elxa800lgc393tfe0m 100 1,200 35  50 0.15 1.40 elxa101lgb122t a50m 1,500 35  80 0.15 1.60 elxa101lgb152t a80m 1,800 35  80 0.15 1.80 elxa101lgb182t a80m 2,200 35  80 0.15 2.00 elxa101lgb222t a80m 2,700 35  80 0.15 2.40 elxa101lgb272t a80m 3,300 35  100 0.15 2.80 elxa101lgb332t aa0m 3,900 35  120 0.15 3.10 elxa101lgb392t a c0m 4,700 50  80 0.15 3.60 elxa101lgc472tc80m 5,600 50  100 0.15 4.30 elxa101lgc562tca0m 6,800 50  120 0.15 5.00 elxa101lgc682tcc0m 8,200 50  120 0.15 5.50 elxa101lgc822tcc0m 10,000 63.5  100 0.15 6.40 elxa101lgc103td a0m 12,000 63.5  120 0.20 6.60 elxa101lgc123tdc0m 15,000 76.2  100 0.20 7.50 elxa101lgc153tea0m 18,000 76.2  120 0.25 8.00 elxa101lgc183tec0m 22,000 76.2  140 0.25 9.40 elxa101lgc223tee0m 27,000 89  140 0.30 10.4 elxa101lgc273tfe0m 160 680 35  50 0.15 1.10 elxa161lgb681t a50m 820 35  80 0.15 1.20 elxa161lgb821t a80m 1,000 35  80 0.15 1.30 elxa161lgb102t a80m 1,200 35  80 0.15 1.50 elxa161lgb122t a80m 1,500 35  80 0.15 1.70 elxa161lgb152t a80m wv (v dc ) cap (  f) case size  d  l(mm) t a n  rate d r ipple   current (arms/ 105  , 120hz) wv (v dc ) cap (  f) case size  d  l(mm) t a n  rate d r ipple   current (arms/ 105  , 120hz) 295  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors

 long life screw terminals ,105 lxa series  standard ratings wv (v dc ) cap ( f) case size  d  l (mm) t a n  rated ripple current  p ar t no. 160 1,800 35  100 0.15 2.00 elxa161lgb182t aa0m 2,200 35  120 0.15 2.30 elxa161lgb222t a c0m 2,700 35  120 0.15 2.70 elxa161lgb272t a c0m 3,300 50  100 0.15 3.30 elxa161lgc332tca0m 3,900 50  120 0.15 3.80 elxa161lgc392tcc0m 4,700 50  120 0.15 4.20 elxa161lgc472tcc0m 5,600 50  120 0.15 4.70 elxa161lgc562tcc0m 6,800 63.5  120 0.15 5.70 elxa161lgc682tdc0m 8,200 76.2  100 0.20 6.40 elxa161lgc822tea0m 10,000 76.2  120 0.20 6.60 elxa161lgc103tec0m 12,000 76.2  140 0.20 7.80 elxa161lgc123tee0m 15,000 89  140 0.20 9.50 ELXA161LGC153TFE0M 200 470 35  50 0.15 0.90 elxa201lgb471t a50m 560 35  80 0.15 1.00 elxa201lgb561t a80m 680 35  80 0.15 1.10 elxa201lgb681t a80m 820 35  80 0.15 1.30 elxa201lgb821t a80m 1,000 35  100 0.15 1.50 elxa201lgb102t aa0m 1,200 35  120 0.15 1.70 elxa201lgb122t a c0m 1,500 35  120 0.15 1.90 elxa201lgb152t a c0m 1,800 50  80 0.15 2.20 elxa201lgc182tc80m 2,200 50  100 0.15 2.70 elxa201lgc222tca0m 2,700 50  120 0.15 3.20 elxa201lgc272tcc0m 3,300 50  120 0.15 3.50 elxa201lgc332tcc0m 3,900 63.5  100 0.15 4.00 elxa201lgc392td a0m 4,700 63.5  120 0.15 4.70 elxa201lgc472tdc0m 5,600 76.2  100 0.15 5.30 elxa201lgc562tea0m 6,800 76.2  120 0.15 6.30 elxa201lgc682tec0m 8,200 76.2  140 0.20 6.40 elxa201lgc822tee0m 10,000 89  140 0.20 7.70 elxa201lgc103tfe0m 250 330 35  50 0.15 0.70 elxa251lgb331t a50m 390 35  80 0.15 0.80 elxa251lgb391t a80m 470 35  80 0.15 0.90 elxa251lgb471t a80m 560 35  80 0.15 1.00 elxa251lgb561t a80m 680 35  100 0.15 1.20 elxa251lgb681t aa0m 820 35  100 0.15 1.40 elxa251lgb821t aa0m 1,000 35  120 0.15 1.60 elxa251lgb102t a c0m 1,200 50  80 0.15 1.80 elxa251lgc122tc80m 1,500 50  100 0.15 2.20 elxa251lgc152tca0m 1,800 50  120 0.15 2.60 elxa251lgc182tcc0m 2,200 50  120 0.15 2.80 elxa251lgc222tcc0m 2,700 63.5  100 0.15 3.30 elxa251lgc272td a0m 3,300 63.5  120 0.15 4.00 elxa251lgc332tdc0m 3,900 76.2  100 0.15 4.40 elxa251lgc392tea0m 4,700 76.2  120 0.15 5.20 elxa251lgc472tec0m 5,600 76.2  140 0.15 6.10 elxa251lgc562tee0m 6,800 89  140 0.15 7.40 elxa251lgc682tfe0m 350 820 50  60 0.20 3.30 elxa351lgc821mc60m 1,500 50  85 0.20 5.20 elxa351lgc152mc85m 2,200 50  105 0.20 7.00 elxa351lgc222mca5m 2,700 50  125 0.20 8.40 elxa351lgc272mcc5m 2,700 63.5  85 0.20 8.10 elxa351lgc272md85m 3,300 50  145 0.20 9.90 elxa351lgc332mce5m 3,300 63.5  105 0.20 9.80 elxa351lgc332md a5m 3,900 63.5  125 0.20 11.5 elxa351lgc392mdc5m 3,900 76.2  85 0.20 10.8 elxa351lgc392me85m 5,600 63.5  145 0.20 14.7 elxa351lgc562mde5m 6,800 76.2  125 0.20 16.8 elxa351lgc682mec5m 8,200 76.2  145 0.20 19.6 elxa351lgc822mee5m 8,200 89  125 0.20 18.9 elxa351lgc822mfc5m 10,000 76.2  190 0.20 23.0 elxa351lgc103mek0m 10,000 89  145 0.20 22.2 elxa351lgc103mfe5m 15,000 89  190 0.20 30.6 elxa351lgc153mfk0m 22,000 89  270 0.20 43.5 elxa351lgc223mft0m wv (v dc ) cap ( f) case size  d  l(mm) t a n  rated ripple  current (arms/ 105  ,120hz) (arms/ 105  ,120hz) p ar t no. 400 680 50  60 0.20 3.00 elxa401lgc681mc60m 1,200 50  85 0.20 4.70 elxa401lgc122mc85m 1,800 50  105 0.20 6.30 elxa401lgc182mca5m 2,200 50  125 0.20 7.50 elxa401lgc222mcc5m 2,200 63.5  85 0.20 7.30 elxa401lgc222md85m 2,700 50  145 0.20 8.90 elxa401lgc272mce5m 2,700 63.5  105 0.20 8.80 elxa401lgc272md a5m 3,300 63.5  125 0.20 10.5 elxa401lgc332mdc5m 3,300 76.2  85 0.20 9.90 elxa401lgc332me85m 4,700 63.5  145 0.20 13.4 elxa401lgc472mde5m 4,700 76.2  125 0.20 13.9 elxa401lgc472mec5m 6,800 76.2  145 0.20 17.9 elxa401lgc682mee5m 6,800 89  125 0.20 17.2 elxa401lgc682mfc5m 8,200 76.2  190 0.20 20.8 elxa401lgc822mek0m 8,200 89  145 0.20 20.1 elxa401lgc822mfe5m 12,000 89  190 0.20 27.4 elxa401lgc123mfk0m 18,000 89  270 0.20 39.4 elxa401lgc183mft0m 450 560 50  60 0.20 2.60 elxa451lgc561mc60m 1,000 50  85 0.20 4.00 elxa451lgc102mc85m 1,200 50  105 0.20 4.80 elxa451lgc122mca5m 1,800 50  125 0.20 6.40 elxa451lgc182mcc5m 1,800 63.5  85 0.20 6.20 elxa451lgc182md85m 2,200 50  145 0.20 7.60 elxa451lgc222mce5m 2,200 63.5  105 0.20 7.50 elxa451lgc222md a5m 2,700 63.5  125 0.20 8.90 elxa451lgc272mdc5m 2,700 76.2  85 0.20 8.40 elxa451lgc272me85m 3,300 63.5  145 0.20 10.6 elxa451lgc332mde5m 3,300 76.2  105 0.20 10.2 elxa451lgc332mea5m 3,900 76.2  125 0.20 11.9 elxa451lgc392mec5m 4,700 76.2  145 0.20 14.0 elxa451lgc472mee5m 5,600 8 9  125 0.20 14.2 elxa451lgc562mfc5m 6,800 76.2  190 0.20 17.3 elxa451lgc682mek0m 6,800 89  145 0.20 16.7 elxa451lgc682mfe5m 10,000 89  190 0.20 22.8 elxa451lgc103mfk0m 15,000 89  270 0.20 32.8 elxa451lgc153mft0m 500 470 50  60 0.20 2.40 elxa501lgc471mc60m 820 50  85 0.20 3.60 elxa501lgc821mc85m 1,000 50  105 0.20 4.40 elxa501lgc102mca5m 1,200 50  125 0.20 5.20 elxa501lgc122mcc5m 1,200 63.5  85 0.20 5.00 elxa501lgc122md85m 1,500 50  145 0.20 6.30 elxa501lgc152mce5m 1,800 63.5  105 0.20 6.80 elxa501lgc182md a5m 2,700 63.5  145 0.20 9.60 elxa501lgc272mde5m 2,700 76.2  105 0.20 9.20 elxa501lgc272mea5m 3,900 76.2  145 0.20 12.7 elxa501lgc392mee5m 3,900 89  125 0.20 11.9 elxa501lgc392mfc5m 6,800 89  190 0.20 18.8 elxa501lgc682mfk0m 10,000 89  270 0.20 26.8 elxa501lgc103mft0m 525 390 50  60 0.20 2.20 elxa5c1lgc391mc60m 680 50  85 0.20 3.30 elxa5c1lgc681mc85m 1,000 50  125 0.20 4.80 elxa5c1lgc102mcc5m 1,500 63.5  105 0.20 6.20 elxa5c1lgc152md a5m 1,800 63.5  125 0.20 7.30 elxa5c1lgc182mdc5m 2,200 63.5  145 0.20 8.60 elxa5c1lgc222mde5m 2,200 76.2  105 0.20 8.30 elxa5c1lgc222mea5m 2,700 76.2  125 0.20 9.90 elxa5c1lgc272mec5m 3,300 76.2  145 0.20 11.7 elxa5c1lgc332mee5m 4,700 76.2  190 0.20 14.4 elxa5c1lgc472mek0m 4,700 89  145 0.20 13.9 elxa5c1lgc472mfe5m 5,600 89  190 0.20 17.1 elxa5c1lgc562mfk0m 296  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors

 long life screw terminals ,105 lxa series  rated ripple current multipliers  f requency multiplirs note   :   the   endur ance   of  capa citors  is  red uced  with  i nter nal  heat ing  produced   b y   r ipple   current  a t   the  rate  o f   halving  the   lif e time  with e v er y  5  to  10    r ise .   when  long  lif e  perf or mance  is  requested  in  actual  use ,  the  r ms  r ipp le  current  has  to  be  reduced.   also ,  f or  the lxa  ser ies  capacitors  (350  to  525v dc   products),  using  them  at  oper ating  v oltage  can  e xtend  their  lif etime .   f or  details ,  please  contact  a representativ e of nippon chemi-con.    50 0.95 0.90 0.80 0.80 120 1.00 1.00 1.00 1.00 300 1.03 1.06 1.12 1.20 1k 1.05 1.10 1.22 1.50 3k - - - 1.60 50k 1.12 1.22 1.33 - 10k 1.09 1.18 1.30 - frequency (hz) 10 to 50v dc 63 to 80v dc 100 to 250v dc 350 to 525v dc 297  product specifications in this catalog are subject to change without notice.request our product specifications before purchase  and/or use. please use our products based on the information contained in this catalog and product specifications.   cat. no. e1001n large capacitance aluminum electrolytic capacitors
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