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		  Datasheet File OCR Text:


		  these low-phase noise multiplied plos provide the fexibility in the  desired output frequency by utilizing a series of x2 multipliers. with an  output range of 80 to 1600 mhz, these passive multiplier designs can  be confgured for most military airborne and ground based applications.  with unparalleled phase noise performance of -169 dbc/hz (at 100 khz  offset), the model BXMF1024 is capable of utilizing either its internal  or an external 10 mhz reference. these multiplied plos incorporate  unique features including: dc voltage regulation, automatic reference  sensing, low current consumption and multiple rf outputs. features ? ultra low phase noise: -169 dbc/hz ? multiple rf outputs ? automatic reference sensing ? dc voltage regulation ? low current consumption ? fully customizable multiplied phase locked oscillator apitech.com      ?     888.553.7531     ?      spectrummicrowave.com parameter typical min. / max. output frequency 160 mhz 160 mhz output power level +6 dbm +6 dbm external reference 10 mhz  10 mhz phase noise at 1 khz offset -149 dbc/hz  phase noise at 10 khz offset -168 dbc/hz  phase noise at 100 khz offset -169 dbc/hz  harmonics -60 db  spurious -70 dbc  input vswr 1.75:1 2.0:1 output vswr 1.75:1 2.0:1 supply voltage +12 volts +12 volts supply current 160 ma 160 ma housing size 5.20" l x 4.00" w x 1.00" h rf connectors sma female operating case temp. (min./max. values) 0c to +70c   (typical values measured at +25c) maximum (no damage) ratings storage temperature -65c to +125c operating temperature (case) -55c to +85c dc voltage @ 25c +18 vdc 160 mhz model BXMF1024 rev 3.28.12

 multiplied phase locked oscillator apitech.com      ?     888.553.7531     ?      spectrummicrowave.com 160 mhz model BXMF1024 rev 3.28.12 outline drawing
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