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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 1 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://phoenixcontact.com/download) plc-interface for railway applications, consisting of basic terminal block with spring-cage connection and integrated miniature solid-state relay, range: 0.7 x u n  to 1.25 x u n , temperature range: -25c to +70c, 1 n/o contact, input: 110 v dc, output: 12 ... 140 v dc/3 a the illustration shows the 24 v version. why buy this product ?shock resistance according to din 50155 (requirements according to en 61373) ?temperature range of -25c to +70c ?input voltage range of 0.7 - 1.25 x un key commercial data packing unit 1 stk custom tariff number 85364900 country of origin germany technical data note utilization restriction emc: class a product, see manufacturer's declaration in the download area dimensions width 6.2 mm height 80 mm depth 86 mm ambient conditions ambient temperature (operation) -25 c ... 70 c ambient temperature (storage/transport) -40 c ... 85 c  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 2 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 technical data ambient conditions degree of protection ip20 input data nominal input voltage u n 110 v dc input voltage range in reference to u n 0.7 ... 1.25 (t < 1 s = 0.6 ... 1.4 x u n ) input voltage range 77 v dc ... 137.5 v dc switching threshold "0" signal in reference to u n < 0.3 switching threshold "1" signal in reference to u n > 0.6 typical input current at u n 5.5 ma typical response time 400 s typical turn-off time 200 s operating voltage display yellow led type of protection reverse polarity protection surge protection protective circuit/component series polarity protection diode surge voltage protection > 150 v transmission frequency 300 hz output data output nominal voltage 110 v dc output voltage range 12 v dc ... 140 v dc (t < 1 s = 1.40 x u n ) limiting continuous current 3 a (see derating curve) surge voltage protection > 150 v voltage drop at max. limiting continuous current < 150 mv output circuit 2-wire, floating type of protection reverse polarity protection surge protection protective circuit/component parallel polarity protection diode connection data, input side connection name input side connection method spring-cage connection stripping length 8 mm conductor cross section solid 0.14 mm2 ... 2.5 mm2 conductor cross section flexible 0.14 mm2 ... 2.5 mm2 conductor cross section awg 26 ... 14 connection data, output side connection name output side  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 3 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 technical data connection data, output side connection method spring-cage connection stripping length 8 mm conductor cross section solid 0.14 mm2 ... 2.5 mm2 conductor cross section flexible 0.14 mm2 ... 2.5 mm2 conductor cross section awg 26 ... 14 general test voltage input/output 2.5 kv rms mounting position any assembly instructions in rows with zero spacing operating mode 100% operating factor designation air clearances and creepage distances between the power circuits standards/regulations iec?60664 en 50178 iec 62103 rated surge voltage/insulation 4 kv / basic insulation rated insulation voltage 160 v dc degree of pollution 2 overvoltage category iii standards and regulations connection in acc. with standard cul designation air clearances and creepage distances between the power circuits standards/regulations iec?60664 en 50178 iec 62103 rated insulation voltage 160 v dc rated surge voltage/insulation 4 kv / basic insulation degree of pollution 2 overvoltage category iii drawings  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 4 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 diagram circuit diagram classifications ecl@ss ecl@ss 4.0 27371102 ecl@ss 4.1 27371102 ecl@ss 5.0 27371001 ecl@ss 5.1 27371001 ecl@ss 6.0 27371604 ecl@ss 7.0 27371604 ecl@ss 8.0 27371604 ecl@ss 9.0 27371604 etim etim 2.0 ec001504 etim 3.0 ec001504 etim 4.0 ec001504 etim 5.0 ec001504 unspsc unspsc 6.01 30211916 unspsc 7.0901 39121542 unspsc 11 39121542 unspsc 12.01 39121542 unspsc 13.2 39121542 approvals approvals approvals ul listed / cul listed / gl / ul recognized / cul recognized / eac / prs / culus recognized / culus listed  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 5 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 approvals ex approvals approval details ul listed? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm ?file e 172140 cul listed? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm ?file e 172140 gl? ? http://www.gl-group.com/newbuilding/approvals/index.html ?46016-03 hh ul recognized? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm ?file e 238705 cul recognized? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm ?file e 238705 eac? ??7500651.22.01.00244 prs? ? http://www.prs.pl/ ?te/2109/880590/16 culus recognized? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm culus listed? ? accessories accessories bridge  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 6 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 accessories continuous plug-in bridge?-?fbst 500-plc rd?-?2966786 continuous plug-in bridge, length:?500 mm, color:?red ? ? continuous plug-in bridge?-?fbst 500-plc bu?-?2966692 continuous plug-in bridge, length:?500 mm, color:?blue ? ? continuous plug-in bridge?-?fbst 500-plc gy?-?2966838 continuous plug-in bridge, length:?500 mm, color:?gray ? ? single plug-in bridge?-?fbst 6-plc rd?-?2966236 single plug-in bridge, length:?6 mm, number of positions:?2, color:?red ? ? single plug-in bridge?-?fbst 6-plc bu?-?2966812 single plug-in bridge, length:?6 mm, number of positions:?2, color:?blue ? ?  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 7 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 accessories single plug-in bridge?-?fbst 6-plc gy?-?2966825 single plug-in bridge, length:?6 mm, number of positions:?2, color:?gray ? ? single plug-in bridge?-?fbst 8-plc gy?-?2967688 single plug-in bridge, length:?8 mm, number of positions:?2, color:?gray ? ? din rail din rail, unperforated?-?ns 35/ 7,5 v2a unperf 2000mm?-?0801377 din rail, unperforated, width:?35 mm, height:?7.5 mm, length:?2000 mm, color:?silver ? ? din rail perforated?-?ns 35/ 7,5 perf 2000mm?-?0801733 din rail, material: steel galvanized and passivated with a thick layer, perforated, height 7.5 mm, width 35 mm, length: 2000 mm ? ? din rail, unperforated?-?ns 35/ 7,5 cu unperf 2000mm?-?0801762 din rail, material: copper, unperforated, height 7.5 mm, width 35 mm, length: 2 m ? ?  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 8 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 accessories din rail, unperforated?-?ns 35/15 unperf 2000mm?-?1201714 din rail, material: steel, unperforated, height 15 mm, width 35 mm, length: 2 m ? ? din rail, unperforated?-?ns 35/15 cu unperf 2000mm?-?1201895 din rail, material: copper, unperforated, 1.5 mm thick, height 15 mm, width 35 mm, length: 2 m ? ? din rail, unperforated?-?ns 35/15-2,3 unperf 2000mm?-?1201798 din rail, material: steel, unperforated, 2.3 mm thick, height 15 mm, width 35 mm, length: 2 m ? ? din rail, unperforated?-?ns 35/15 al unperf 2000mm?-?1201756 din rail, deep drawn, high profile, unperforated, 1.5 mm thick, material: aluminum, height 15 mm, width 35 mm, length 2000 mm ? ? din rail perforated?-?ns 35/15 perf 2000mm?-?1201730 din rail, material: steel galvanized and passivated with a thick layer, perforated, height 15 mm, width 35 mm, length: 2000 mm ? ?  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+

 https://www.phoenixcontact.com/us/products/2982566 09/08/2016???page? 9 ?/? 9 solid-state relay module?-?plc-osp-110dc/110dc/ 3rw?-?2982566 accessories din rail, unperforated?-?ns 35/ 7,5 unperf 2000mm?-?0801681 din rail, material: steel, unperforated, height 7.5 mm, width 35 mm, length: 2 m ? ? partition plate separating plate?-?plc-atp bk?-?2966841 separating plate, 2 mm thick, required at the start and end of a plc terminal strip. furthermore, it is used for: visual separation of groups, safe isolation of different voltages of neighboring plc relays in acc. with din vde 0106-101, isolation ? ? power module power terminal block?-?plc-esk gy?-?2966508 power terminal block, for the input of up to four potentials, for mounting on ns 35/7.5 ? ? screwdriver tools screwdriver?-?szf 1-0,6x3,5?-?1204517 actuation tool, for st terminal blocks, also suitable for use as a bladed screwdriver, size: 0.6 x 3.5 x 100 mm, 2- component grip, with non-slip grip ? ? phoenix contact 2016 ? - all rights reserved http://www.phoenixcontact.com  0 20 35 40 50 60 70 3,5 3 2,5 2 1,5 1 0,5 ambient temperature [c ] load current [a ]  a1 a2a2 1414 13+ 13+
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