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		  Datasheet File OCR Text:


		  molding type power inductor | | | | | | | | | | | | | | |  aspi-0630hi applications: features: pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001:2008 ce r tified  3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0   |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 11.17.11 visit www.abracon.com for terms & conditions of sale 7.2 x 6.65 x 3.0 mm                   ? high saturation current. ? low loss due to low dc resistance. ? frequency application up to 3mhz. ? low profile with max thickness 3.0mm. ?100% lead free and meeted rohs standard. ? suitable for reflow soldering. ? high reliable smd package standard specifications  abracon p/n:                                   aspi-0630hi series operating temperature & humidity : storage temperature   & humidity:         - 55? c  t o + 1 25? c ( i n c l udi ng  se l f   ge ne r a t e d he a t )   + 25 ? c  t o + 35? c , 45%  t o  85%  r h electrical characteristic cu r ves  ? dc/dc converters in notebook, netbook, desktop and server ? low profile, high current power supplies.   t e st  c on d i t i on s i ndu c t a nc e  i s m e a sur e d i n h p - 4285a  p r e c i si on  l c r  me t e r . r d c  i s m e a sur e d i n h p - 4338b m i l l i  ohm  m e t e r .( or  e qui va l e nt ) . i s a t :  b a s e d on i nduc t a nc e  c h a n g e  (  l / l o :      - 20% ) i r m s :  b a s e d on t e m pe r a t ur e  r i se   (  t :  40 o c ty p . ) p a r t   nu m b e r i n d u c t a n c e t o le r a n c e dcr t y p dcr m a x s a t u r a t io n cu r r e n t t e m p e r a t u r e ris e cu r r e n t un it s    h % m    m    a a s y m b o l  l m i s a t i r m s as p i - 0 6 3 0 hi - 1 r 0 1 . 0 m 9 . 0   1 0 . 0   2 0 . 5   1 1 . 0   as p i - 0 6 3 0 hi - 1 r 5 1 . 5 m 1 4 . 0   1 5 . 0   1 7 . 0   9 . 0   as p i - 0 6 3 0 h i - 2 r 2 2 . 2 m 1 8 . 0   2 0 . 0   1 4 . 0   8 . 0   as p i - 0 6 3 0 hi - 3 r 3 3 . 3 m 2 8 . 0   3 0 . 0   1 3 . 5   6 . 8   as p i - 0 6 3 0 hi - 4 r 7 4 . 7 m 3 7 . 0   4 0 . 0   1 0 . 0   5 . 5   as p i - 0 6 3 0 hi - 6 r 8 6 . 8 m 5 4 . 0   6 0 . 0   8 . 0   4 . 5   as p i - 0 6 3 0 hi - 1 0 0 1 0 . 0 m 1 0 2 . 0   1 0 5 . 0   7 . 0   3 . 0   as p i - 0 6 3 0 h i - 1 r0

 molding type power inductor ||||| | | | | | | | | | |  aspi-0630hi pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001:2008 ce r tified  7.2 x 6.65 x 3.0 mm             3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0   |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 11.17.11 visit www.abracon.com for terms & conditions of sale electrical characteristic cu r ves  as p i - 0 6 3 0 h i - 1 r5 as p i - 0 6 3 0 h i - 2 r2 as p i - 0 6 3 0 h i - 3 r3

 molding type power inductor ||||| | | | | | | | | | |  aspi-0630hi pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001:2008 ce r tified  7.2 x 6.65 x 3.0 mm             3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0   |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 11.17.11 visit www.abracon.com for terms & conditions of sale electrical characteristic cu r ves  as p i - 0 6 30hi - 4 r7 as p i - 0 6 30hi - 6 r8 as p i - 0 6 30hi - 1 0 0

 molding type power inductor ||||| | | | | | | | | | |  aspi-0630hi pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001:2008 ce r tified  7.2 x 6.65 x 3.0 mm   3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0   |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 11.17.11 visit www.abracon.com for terms & conditions of sale r ves        part number identification outline drawing: a spi - 0 6 3 0 h i -                          -       i nduc t a n ce  co d e p leas e  r e f e r   to   th e   e lectr ical  s p ec  t a b le p a c k agin g t 1 5 :   t a p e   a n d   reel (1 . 5 k p c s  /   reel )  t o lera n c e m :   2 0 % r eco mmende d  l and p attern d i men si on :  m m a a ' b b ' l w h m ax 1.6  0.4 2.0  0.1 3 .0  0.3 3.4  0.2 7.2  0.3 6.65  0.2 3 .0 a b c 8.4 3.7 3.4

 molding type power inductor ||||| | | | | | | | | | |  aspi-0630hi pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001:2008 ce r tified  7.2 x 6.65 x 3.0 mm                           3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0   |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 11.17.11 visit www.abracon.com for terms & conditions of sale tape & reel:  d i m e n si on :  m m reflow profile:   a t t e n t i o n : a b r a c o n   c o r p o r a t i o n ? s   p r o d u c t s   a r e   c o t s   ?   c o m m e r c i a l - o f f - t h e - s h e l f   p r o d u c t s ;   s u i t a b l e   f o r   c o m m e r c i a l ,   i n d u s t r i a l   a n d ,   w h e r e   d e s i g n a t e d ,   a u t o m ot i v e   a p p l i c a - t i o n s .     a b r a c o n ? s   p r o d u c t s   a r e   n o t   s p e c i f ical l y   d e s i g n e d   f o r   m ili t a r y ,   a v i a t i o n ,   a e r o s p a c e ,   l i f e - d e p e n d a n t   m e d i c a l   a p p lica t i o n s   o r   a n y   a p p lica t i o n   r e q u i r i n g   h i g h   r e l i a b ili t y   w h e r e   c o m p o n e n t   f a i l u r e   c o u l d   r e s u l t   i n   l o s s   o f   l i f e   a n d / o r   p r o p e r t y .   f o r   a p p lica t i o n s   r e q u i r i n g   h i g h   r e l i a b i l i t y   a n d / o r   p r e s e n t i n g   a n   e x t r e m e   o p e r a t i n g  e n v i r o n m e n t ,   w r itten  c o n s e n t   a n d   aut h o r izati o n   f r o m   a b r a c o n   c o r p o r ati o n   i s   r e q u i r e d .   p l e a s e   c o n t a c t   a b r a c o n   c o r p o r a t i o n   f o r   m o r e   i n f o r m a t i o n . t 1: 1,500p c s /  ree l a 0 7.2 b 0 7.5 k 0 3.6 p 12.0 t 0.3 w 16 e 1.75 f 7.5 d 1.5
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