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		  Datasheet File OCR Text:


		  2CL73T  high  voltage 12kv volts     2CL73T features   maximum ratings mcc catalog number device marking maximum recurrent peak reverse voltage maximum rms voltage maximum dc blocking voltage 2CL73T    -----              12000v            8400v          12000v electrical characteristics @ 2 5  c unless otherwise specified average forward current i f(av)   5ma  t a   = 25c peak forward surge current i fsm   0.5a   50hz, half sine maximum instantaneous forward  maximum dc reverse current at rated dc blocking voltage i r     2.0ua    v=12kv,t a = 25c a b c d d cathode mark mcc www. mccsemi .com voltage if    = 10ma dc; t a   = 25  c       	   
 omp onents 2 0736 marilla  street chatsworth         	     !  " #   $ 
 %          !   " #    revi sion: 1                                                                                                                            2006/01/05                                                                                                                                                                                                                              !   for co l o r  t v   recei v ers / moni t o rs           t ri p l e r  circui t , doub l e r  circui t , s in g l e  circui t .            m u ltistage singular flyback transformer.         !  excellent high temperature output characteristics                                                                                                                                                                                                                                                                                                                                                                                                                fast recovery rectifier                                         operating temperature(tj): -40c to +100c   storage temperature(tstg): -40c to +120c                                                                                                        v f                                                        48v                                                                      maximum reverse recovery time               trr         80ns         if=2ma, irm=4ma                                                                                                                        dimensions  inches mm        dim  min max min max note  a .390 .398 9.9 10.1   b .0110 .126 2.80 3.20   c  .0236(typ)       d  1.036 --- 26.0 ---   tm     micro commercial components     0.6(typ)              5.0ua    v=12kv,t a = 100c
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