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		  Datasheet File OCR Text:


		    ? freescale i.mx6 dual core 1ghz   ? on-board ddr3 1 gb & 4 gb flash   ? low power consumption and fanless design   ? vesa 75/100 standard mounting holes   ? 30mm slim stylish design   ? support full hd 1080p hit-mini box pc with freescale imx6 dual core processor introduction hit-mini powered by freescale arm cortex-a9 i.mx6 dual core high performance processor, featuring a 30mm thin body with often seen i/os, include usb2.0, hdmi, audio out,  com and gigabit ethernet lan port. hit-mini is a effortlessly and economically establish the it infrastucture by take the advantage of the existing displays or devices with full hd  support. for the quick installation, hit-mini has vesa 75/100 mount with light and strong metal box, or optional fexible wall mounting plate. hit-mini is easy to assemble in any  application environment.  specifcations processor system cpu freescale i.mx6 dual cortex-a9 1 ghz dram on-board ddr3 1 gb (up to 2g) flash 4 mb spi nor flash and 4 gb emmc (up to 32g) graphic 2d/3d accelerators openvg 1.1 for 2d; opengl es 2.0 for 3d video acceleration h.264 hp, mpeg4 asp, mpeg2 mp image bmp, jpg, png, gif hdmi 1, resolution 1920 x 1080 audio 1/8 inch mini jack line out i/o interface com 1 rs232 (cts, rts, tx, rx) usb 2 usb2.0 host lan 1 10/100/1000 mpbs sd card 1 sd slot  pci express mini-pcie socket built-in usb signal software support os linux kernel v3.0.35 power dc-input 12 v dc power reset 1, system reboot. mechanical &  environmental dimensions 172 x 116 x 30 mm (l x w x h) weight 600g operating temperature 0 ~ 40 c (32 ~ 104 f) operating humidity 5% ~ 95% relative humidity, non-condensing mounting vesa 75/100 power supply ac/dc adapter input voltage 100 ~ 240 v ac , 1.5 a @ 50 ~ 60 hz output voltage 12 v dc , 3.0 a new all product specifications are subject to change without notice  last updated : 8-oct-2013  healthcare infotainment terminals features

 hit-mini external i/o ordering information  part no. descriptiom  reescae i. dua ore       apter  ini pe optional accessories part number description  . bna sie ini pe p n a ountin pate . ineut . d .   . d.   n port .  .    . . eset .  d n    d     172 116 30  www.advantech.com/products online download dimensions unit: mm 
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